Bike & Inline Helmets 2006

»UVEX« HEISST DER HELM
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uvex

04/2005 TIPP
Extrem leicht und extrem
luftig. Super!

skate-IN

06/2005 sehr gut
KAUFTIPP

07/2005 gut

f -~

Das uvex IAS-System ist durch Einkerbungen flexibler
und passt sich der Kopfkontur besser an. Die integrierte
Gurtbandfiihrung sorgt fiir gute Passform und festen
Sitz. Individuelle, stufenlose KopfgréRenanpassung iiber
IAS Ringsystem, Drehknopf mit einer Hand bedienbar.
Stirnbereich beliiftet mit antiallergischer, waschbarer
Polsterung.

With its notches the uvex IAS-system is more flexible
and is fitting better to the shape of the head. The
integrated strap system guide guarantees a good and
tight fit. Individual, free headsize adjustment with IAS-
system, knob can be operated with one hand. Ventilated
forehead with anti-allergic, washable cushion.

00801668 iéxii E,® [»

FP 1 RACE TECHNOLOGY

uvex Monomatic-Drucktastenverschluss mit Feinein-
stellungsmechanismus, kinderleicht mit einer Hand
bedienbar, auch wahrend der Fahrt verstellbar.

uvex monomatic closing mechanism which can be easily
operated by hand even during a ride.

16 mm cinta-pes Gurtband - lichtecht, uv - bestandig,
hautfreundlich, leicht und anschmiegsam, individuell
einstellbar tiber Clip-oder Y-Verteiler. Ein Stopper

verhindert das Ausfadeln aus dem Verschlusssystem.

16mm cinta-pes strap — non-fade, uv - resistant, kind to
the skin, light and smooth, individually adjustable using
clip- or Y-distributor. Because of a stop button the strap
cannot slip out of the locking system.

verstdrkte, antiallergische, waschbare Komfort-
Innenausstattung

reinforced, anti-allergic, washable comfort inner lining.
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microshell made of uvex

the high-tech material

Hausinterne Helmpriifanlage in Fiirth.
uvex Bike- und Inlinehelme entsprechen
folgenden Priifungen bzw. Normen:

EN 1078, Tiiv GS, CPSC *

Internal helmet test installation in Fuerth.
uvex cycling and inline helmets meet the following
standards: EN 1078, Tiiv GS, CPSC *

* USA Norm nicht bei allen Modellen erhiltlich.
* US standard not available for all models

Durch die neuartige uvex ,roll over bar" -Technik entsteht Sehen und gesehen werden! —

eine extrem homogene Druckverteilung bei einem mog- Zusatzliche Sicherheit beim Biken und Skaten. Extrem (]

lichen Aufprall. Dadurch kann der Helm trotz ultraleichter lange Lebensdauer durch LED-Technik. Einstellung als OffIZIG!Ier AusrUSter
Bauweise extrem formstabil gebaut werden. Blinklicht oder Dauerlicht méglich. T_Moblle Team

The new uvex ,roll over bar" technology ensures an Good view and good visibility! T - -Mobile- - -
evenly distributed pressure on the helmet shell in case of Additional safety for biking and skating. LED technology

an impact. This technology allows an ultra-lightweight for extremely long lifetime. Operation as flashing light

helmet construction featuring an extremely high-impact or continuous light.

resistance.
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IE‘ 41.0.118.1000
white

§
] s
;. & :
‘\ &
54 cm
Inklusive hochwertiger Helm-Tragetasche
Including high-quality helmet bag M |
=
Twin Sheet-Technologie Twin Sheet technology Ausstattung Features
feste Verbindung von Ober- und solid compound - ventury venting system - ventury venting system q
Unterschale EPS/microshell - acoustical warning system - acoustical warning system
Material Innenschale material inner shell - FAS - Gurtband - System - FAS - chin strap - system
hochverdichtetes Polystyrol (EPS) high density polystyrene (EPS) - uvex Monomatic Verschlusssystem - uvex Monomatic closure system
Material AuBBenschale material outer shell - GroBenanpassung iiber waschbare, - size adjustment with
microshell made of makrolon, microshell made of makrolon, antiallergische Pads washable, anti-allergical pads
von aufien lackiert shell varnished - Visier lasergold lite - Visor lasergold lite
Normen standards
EN DIN 1078 / CE EN DIN 1078 /CE
Gewicht weight
ca.280¢g ca.280g
Grofien: 53 - 58 cm sizes: 53 - 58 cm

—
.‘ Guiseppe Guerini

Offizieller Ausriister
T-Mobile Team

F - -Mobile- - -
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shell Sizes

Produktbeschreibung siehe Seite 6
Product description see page 6

41.0.111.9115
41.0.111.9117

T-Mobile

IAS

STOP

shell Sizes

Produktbeschreibung siehe Seite 7
Product description see page 7

41.0.155.9115
£41.0.155.9117
T-Mobile

IAS

STOP

&

Produktbeschreibung siehe Seite 13
Product description see page 13

41.4.352.9915
smart mobility limited edition

—&—
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FP 1 RACE / FP 1

Rennrad

04/2005 TIPP
Extrem leicht und extrem
luftig. Super!

BHAE

07/2005 gut

skate-iIN

06/2005 sehr gut
KAUFTIPP

Double-l td-Technologi

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)/
roll over bar
Material AuBenschale
microshell made of makrolon,
von innen bedruckt
Normen
EN DIN 1078 / TUV GS / CE / CPSC
Gewicht
Grof3e Schale: ca. 260 g
Kleine Schale: ca. 200 g
2 Grofen: 15 =50 - 55 cm

17 =55-59 cm

Rennmad

04/2005 TIPP
Extrem leicht und extrem
luftig. Super!

BHAE

07/2005 gut

skate-iN

06/2005 sehr gut
KAUFTIPP

Double-1 d-Technologi

ld-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)/
roll over bar

material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

Large shell: appr. 260 g

Small shell: appr. 200 g

2 sizes: 15 = 50 - 55 cm

17 =55-59cm

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)/
roll over bar
Material AuBenschale
microshell made of makrolon,
von innen bedruckt
Normen
EN DIN 1078 / TUV GS / CE / CPSC
Gewicht
Grof3e Schale: ca. 260 g
Kleine Schale: ca. 200 g
2 Grofen: 15 =50 - 55 cm

17 =55-59 cm

ld-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)/
roll over bar

material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

Large shell: appr. 260 g

Small shell: appr. 200 g

2 sizes: 15 = 50 - 55 cm

17 =55-59cm

41.0.113.1415
41.0.113.1417
pearl/blue/orange

Inklusive hochwertiger Helm-Tragetasche
Including high-quality helmet bag

& 2

4

helmet LED optional
£41.9.100.1100 white LED
£41.9.100.3300 red LED

£41.0.112.4515
£41.0.112.4517

blue/silver

Inklusive hochwertiger Helm-Tragetasche
Including high-quality helmet bag

&

4

Sizes

helmet LED optional
£41.9.100.1100 white LED
41.9.100.3300 red LED

—&—

Ausstattung
- 20 Beliiftungsoffnungen
- ram - airsystem -
direkte Schlafenbeliiftung
- IAS 3 - Anpass - System
- FAS - Gurtband - System
- uvex Monomatic Verschlusssystem
- inklusive Ersatz-Pads

\
\

Ausstattung
- 20 Beliiftungsoffnungen
- ram - airsystem -
direkte Schlafenbeliiftung
- IAS 3 - Anpass - System
- FAS - Gurtband - System
- uvex Monomatic Verschlusssystem
- inklusive Ersatz-Pads

41.0.113.1115
41.0.113.1117

white mat

41.0.113.5515
41.0.113.5517
silver mat

41.0.113.6115
41.0.113.6117

yellow/white/red mat

41.0.113.8815
41.0.113.8817

carbon/black mat

Features
- 20 ventilation openings
- ram - airsystem -
direct temple ventilation
- IAS 3 adjustment system
- FAS - chin strap - system
- uvex Monomatic closure system
- Including replacement pads

41.0.112.1215
41.0.112.1217

pearl/black

41.0.112.1415
41.0.112.1417

pearl/blue

41.0.112.3115
41.0.112.3117

red/white

Features
- 20 ventilation openings
- ram - airsystem -
direct temple ventilation
- IAS 3 adjustment system
- FAS - chin strap - system
- uvex Monomatic closure system
- Including replacement pads
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uvex

41.0.155.3515
41.0.155.3517
red metallic/silver

41.0.155.4515
41.0.155.4517
blue metallic/silver

£41.0.155.5115
41.0.155.5117
titan/pearl/anthracite

41.0.155.8115
41.0.155.8117

titan/silver

Ausstattung
- 22 Beliiftungsoffnungen
- ram - airsystem -
direkte Schlafenbeliiftung
- IAS 2 - Anpass - System
- FAS - Gurtband - System
- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz
- Crosshlende
- reflektierender Aufkleber

41.0.536.1315
red/yellow/pearl

41.0.536.1415
pearl/red/blue

41.0.536.4215
pearl/blue/black

Ausstattung

- 16 Beliiftungsoffnungen

- ram - airsystem -
direkte Schlafenbeliiftung

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Crossblende als Ersatzteil zum
Nachriisten erhdltlich

&
&~

@
Features
- 22 ventilation openings
- ram - airsystem -
direct temple ventilation
- IAS 2 adjustment system
- FAS - chin strap - system
- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield
- reflecting sticker

1 RUE (D

04/2005 gut

Wt pl
BIKE

04/2004 gut

planet
04/2003 gut

STOP

sizes

41.0.155.3815
41.0.155.3817
red/pearl/anthracite

Double-Inmould-Technologie
feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

Grofie Schale: ca. 295 g

Kleine Schale: ca. 275 g

2 GroBen: 15 = 52 - 58 cm
17 =58 - 64 Ccm

helmet LED optional
£41.9.100.1100 white LED
£41.9.100.3300 red LED

9

Double-Inmould-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield

Large shell: appr. 295 g

Small shell: appr. 275 g

2 sizes: 15 = 52 - 58 cm
17 =58-64cm

Features
- 16 ventilation openings
- ram - airsystem -
direct temple ventilation
- IAS adjustment system
- FAS - chin strap - system
- uvex Monomatic closure system
- cross-shield available as spare part

(%
e

helmet LED optional

41.9.100.1100 white LED
41.9.100.3300 red LED

—&—

41.0.536.5115
silver/anthracite/pearl

Double-1 1d-Technologi

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE
Gewicht

ca.280¢g

GroBen: 54 - 60 cm

Double-Inmould-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell
microshell made of makrolon,
printed on the inside
standards

EN DIN 1078 /TUV GS /CE
weight

approximately 280 g

sizes: 54 - 60 cm
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SUPERSONIC GT / SUPERSONIC RS

Double-Inmould-Technologie
feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

Grofie Schale: ca. 294 g

Kleine Schale: ca. 266 g

2 Groflen: 15 =52 - 58 cm
17 =58-63 cm

p,,‘

41.0.756.1415

41.0.756.1417
white/blue/orange

41.0.755.5115
£41.0.755.5117
silver/pearl

Double-Inmould-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield

Large shell: appr. 294 g

Small shell: appr. 266 g

2 sizes: 15 =52 - 58 cm
17 =58-63cm

STOP

Sizes

—&—

Produktbeschreibung siehe unten
Product description see below

helmet LED optional
£41.9.100.1100 white LED
£41.9.100.3300 red LED

Ausstattung

- 23 Beliiftungsoffnungen

- ram - airsystem - direkte
Schléfenbeliiftung

- IAS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

41.0.756.2015
41.0.756.2017

black mat

41.0.756.3115
41.0.756.3117
red/pearl

£41.0.755.2115
41.0.755.2117
pearl/titan/black

41.0.755.3515
41.0.755.3517
red/silver/black

£41.0.755.4215
£41.0.755.4217
blue/pearl/black

£41.0.755.5015
41.0.755.5017
blue/silver

41.0.755.5715
41.0.755.5717
silver/pastel-blue

41.0.755.7215
41.0.755.7217
titan/black

lady line

41.0.755.5415
41.0.755.5417
blue/pastel/silver

Features

- 23 ventilation openings

- ram - airsystem - direct temple
ventilation

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system

- fabric mesh against insects

- cross-shield

- reflecting sticker
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microshell made of

the high-tech material

Das uvex IAS-System ist durch Einkerbungen flexibler und Bewahren Sie einen kiihlen Kopf. verstadrkte, antiallergische, waschbare Komfort-

passt sich der Kopfkontur besser an. Die integrierte Gurt- Innenausstattung

bandfiihrung sorgt fiir gute Passform und festen Sitz. Das Beliiftuneswunder

Individuelle, stufenlose KopfgroBenanpassung iiber IAS Ring- 8 reinforced, anti-allergic, washable comfort inner lining.

system, Drehknopf mit einer Hand bedienbar. Stirnbereich The new definition of ventilation
beliiftet mit antiallergischer, waschbarer Polsterung.

With its notches the uvex IAS-system is more flexible and is
fitting better to the shape of the head. The integrated strap
system guide guarantees a good and tight fit. Individual, free
headsize adjustment with IAS-system, knob can be operated
with one hand. Ventilated forehead with anti-allergic,
Das Beliiftungswunder, laut TUV-Labor. Ein Grad

washable cushion.
j‘ﬁ'lﬂ'e—fﬁ' TI PP besser als die I(onkur_renz. fliegenschu_tz, schnell
anpassbarer Verstellring, hitzebestandiges Double-

07/2005 04/2005 sehr gut 07/2004 gut 04/2004 gut 01/2003 06/2004 Inmould, lockerbarer Ratschenverschluss am Kinn -
uvex hat’s raus.

Marvellous ventilation features according to the
TUV laboratory. One step ahead the competition.

- d.:il‘-' Fazit: Klasse gemacht e Trotz Insektenr]etz niedrigste purchschnitts- Fabric mesh against insects, quick and easy
Rl (4| Result: well done temperatur - kiihlt vor allem die Stir. adjustable IAS ring system, heat-resistant double-
| 08/2003 Lowest average temperature despite insect inmould, easy to handle ratchet closure system -
06/2004 mesh - special forehead cooling. uvex has got it!

empfohlen
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SPORT BOSS RS / SPORT BOSS

Double-l td-Tech

41.0.211.1615
pearl/yellow/red

1e( S
feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale
microshell made of makrolon,
von innen bedruckt
Normen
EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm
ca.290g

GroBen: 54 - 60 cm

l
N

Double-1 d-Technol

Double-1 ld-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 290 g

sizes: 54 - 60 cm

41.0.210.4415

blue

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,

von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht

ca.285¢g

Grofien: 54 - 60 cm

Double-I ld-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

approximately 285 g

sizes: 54 - 60 cm

helmet LED optional

£41.9.100.1100 white LED
£41.9.100.3300 red LED

Ausstattung

- 19 Beliftungséffnungen

- 1AS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

helmet LED optional
£41.9.100.1100 white LED
£41.9.100.3300 red LED

Ausstattung

- 19 Beliiftungsdffnungen

- 1AS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Fliegennetz - Einsatz

- Crossblende als Ersatzteil zum
Nachriisten erhaltlich

- reflektierender Aufkleber

£41.0.211.4115
blue/pearl/orange

41.0.211.5215
silver/black/pearl

41.0.211.5415
silver/blue/yellow

Features

- 19 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker

41.0.210.3315
red

41.0.210.5515
silver

41.0.210.8815
carbon black

Features

- 19 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system

- fabric mesh against insects

- cross-shield available as spare part
- reflecting sticker
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41.0.551.1815
pearl/silver/anthracite

41.0.551.5515
silver/blue/anthracite

£41.0.551.5715
silver/yellow/black

lady line

41.0.551.5415
silver/blue/pastel

lady line

41.0.551.5615
anthracite/white

Ausstattung

- 19 Beliiftungsoffnungen

- ram - airsystem - direkte
Schlafenbeliiftung

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Fliegennetz - Einsatz

- Crosshlende

- reflektierender Aufkleber

iéaeli

E,® I» -» ii

BOSS COMPACT RS UVeEX

helmet LED optional
41.9.100.1100 white LED
£41.9.100.3300 red LED

Features

- 19 ventilation openings

- ram - airsystem - direct temple
ventilation

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system

- fabric mesh against insects

- cross-shield

- reflecting sticker

-

STOP

41.0.551.3115
red/pearl/anthracite

Double-1 ld-Technologi

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,

von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.270g

GroBen: 53 -58 cm

Double-Inmould-Technology
Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 270 g

sizes: 53 - 58 cm
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UveX B0SS COMPACT / COBRA RS

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Unterer Rand

EPS schwarz

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.275¢g

GroBen: 53 - 58 cm

TIPP - Preis-Leistung

Mioamtpin
BINE

04/2003 gut

05/2002 sehr gut

41.0.545.4115
blue

Inmould-Technology @
Solid compound EPS/microshell

material inner shell

high density polystyrene (EPS) STOP
material outer shell

microshell made of makrolon,

printed on the inside

lower edge

EPS in black

standards

EN DIN 1078 /TUV GS /CE /CPSC

weight with cross-shield

approximately 275 g helmet LED optional

£41.9.100.1100 white LED

sizes: 53 -58 cm 41.9.100.3300 red LED

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Unterer Rand

EPS schwarz

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.320g

GroBen: 54 - 60 cm

£41.0.529.3515
red/silver

Inmould-Technology
Solid compound EPS/microshell

material inner shell

high density polystyrene (EPS) STOP
material outer shell

microshell made of makrolon,

printed on the inside

lower edge

EPS in black

standards

EN DIN 1078 /TUV GS /CE /CPSC

weight with cross-shield

approximately 320 g helmet LED optional

£41.9.100.1100 white LED

sizes: 54 - 60 cm £41.9.100.3300 red LED

—&—

Ausstattung

- 19 Beliftungséffnungen

- ram - airsystem - direkte
Schléfenbeliiftung

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

Ausstattung

- 16 Beliiftungséffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crosshlende

- reflektierender Aufkleber

41.0.545.5115
silver

41.0.545.8815
carbon black

Features

- 19 ventilation openings

- ram - airsystem - direct temple
ventilation

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system

- fabric mesh against insects

- cross-shield

- reflecting sticker

41.0.529.4215
blue/silver

41.0.529.5215
silver/black

Features

- 16 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker
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EXPLORER / SUPERHELIX UVEeX

41.0.535.3315
red

41.0.535.5515
silver

41.0.535.8815
carbon black

Ausstattung

- 16 Beluiftungsoffnungen

- |AS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem

- Fliegennetz - Einsatz

- Crossblende als Ersatzteil zum
Nachriisten erhaltlich

- reflektierender Aufkleber

41.4.352.1615
pearl/orange/anthracite

41.4.352.3815
red/white/anthracite

41.4.352.4515
blue/silver/black

lady line

41.4.352.3015
butterfly pastel pink

lady line

41.4.352.4015
butterfly pastel blue

Ausstattung

- 17 Beliiftungsoffnungen

- IAS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crosshlende

- reflektierender Aufkleber

W4

Features

- 16 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system

- fabric mesh against insects

- cross-shield available as spare part
- reflecting sticker

Features

- 17 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker

STIFTUNG
WARENTEST
uvex explorer
Qualitatsurtei:

STOP

helmet LED optional
41.9.100.1100 white LED
41.9.100.3300 red LED

skate-IN

06/2005 gut

STOP

helmet LED optional

41.9.100.1100 white LED
41.9.100.3300 red LED

—&—

planet
04/2003 gut Ty

04/2003 gut

41.0.535.4415
blue

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Unterer Rand

EPS schwarz

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht

ca.290¢g

GroBen: 54 - 60 cm

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

lower edge

EPS in black

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

approximately 290 g

sizes: 54 - 60cm

zum Skaten empfohlen
recommended for (inline) skating

41.4.352.7115
anthracite/pearl/silver

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.260g

GroBen: 52 - 57 cm

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 260 g

sizes: 52 - 57 cm
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skate-IN

06/2005 gut

]

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.236g

GroBen: 52 - 57 cm

l

N

Double-I td-Technol

Téali E,® [» o» ii

zum Skaten empfohlen
recommended for (inline) skating

41.4.351.8115
carbon black

Inmould-Technology
Solid compound EPS/microshell STOP
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 236 g

Ausstattung

- 17 Beluiftungsoffnungen

- 1AS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

helmet LED optional
£41.9.100.1100 white LED

sizes: 52 - 57.cm £41.9.100.3300 red LED

41.4.400.4515
blue/silver/orange

Donhle-

1ec S
feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale
microshell made of makrolon,
von innen bedruckt
Normen
EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm
ca.236¢g

Grofien: 52 - 57 cm

ld-Technology
Solid compound EPS/microshell STOP
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 236 g

Ausstattung
- 17 Beliiftungsoffnungen

- IAS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

helmet LED optional
£41.9.100.1100 white LED

sizes: 52 - 57.cm £41.9.100.3300 red LED

—&—

< et T
! il

41.4.351.3115
red

41.4.351.4115
blue

41.4.351.5115
silver

Features

- 17 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker

41.4.400.4015
blue

41.4.400.5015
silver

41.4.400.5215
silver/black/blue

41.4.400.5515
anthracite/silver/red

41.4.400.8815
‘ carbon black

Features

- 17 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker
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41.4.326.4415
sharky

Ausstattung

- 16 Beliiftungsoffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crossblende

- reflektierender Aufkleber

41.4.325.3315
elfe

Ausstattung

- 9 Beliiftungsoffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- reflektierender Aufkleber

iéaeli

I

E,® i»» ié

s |

Features

- 16 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker

Features

- 9 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- reflecting sticker

e

STOP

helmet LED optional

41.9.100.1100 white LED
41.9.100.3300 red LED

(
N

S

STOP

helmet LED optional

41.9.100.1100 white LED
41.9.100.3300 red LED

—&—

41.4.326.3315
elfe

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca. 255 ¢g

GroBen: 49 - 55 cm

41.4.325.4415
sharky

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht

ca. 255 ¢g

GroBen: 49 - 55 cm

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 255 g

sizes: 49 - 55 cm

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

approximately 255 g

sizes: 49 - 55 cm
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UvexX JUNIOR / KIDS

STIFTUNG
WARENTEST
uvex speedy
Qualitatsurteil:

41.4.245.3015
red/silver/black

41.4.245.4015
blue/pearl/black

41.4.245.4115
dolphin blue
41.4.245.4615
dog blue
41.4.245.6215
flowers yellow
Inmould-Technologie Inmould-Technology
feste Verbindung EPS/microshell Solid compound EPS/microshell STOP
Material Innenschale material inner shell
hochverdichtetes Polystyrol (EPS) high density polystyrene (EPS)
Material Auienschale material outer shell
microshell made of makrolon, microshell made of makrolon,
von innen bedruckt printed on the inside Ausstattung Features
Normen standards - 8 Beliiftungsoéffnungen - 8 ventilation openings
EN DIN 1078 / TUV GS / CE EN DIN 1078 /TUV GS /CE - IAS - Anpass - System - IAS adjustment system
Gewicht weight - FAS - Gurtband - System - FAS - chin strap - system
ca.255¢g approximately 255 g helmet LED optional - uvex Monomatic Verschlusssystem - uvex Monomatic closure system
41.9.100.1100 white LED - Fliegennetz - Einsatz - fabric mesh against insects
Grofien: 53 - 57 cm sizes: 53 - 57 cm 41.9.100.3300 red LED - reflektierender Aufkleber - reflecting sticker

—&—
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JUNIOR / KIDS

uvex

41.4.315.3115
forever friends

41.4.315.4115
dolphin blue

41.4.315.4615
dog blue

Ausstattung

- 9 Beliiftungsoffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- reflektierender Aufkleber

41.4.305.4615
dog blue

41.4.305.5415
cat silver

41.4.305.6215
flowers yellow

Ausstattung

- 6 Beliiftungsoffnungen

- IAS 2 - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- reflektierender Aufkleber

Features

- 9 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- reflecting sticker

Features

- 6 ventilation openings

- IAS 2 adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- reflecting sticker

41.4.315.3915
lucky seven

S

STOP

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,

von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht

helmet LED optional €a. 2558
41.9.100.1100 white LED

41.9.100.3300red LED  GroBen: 49 - 55 cm

STIFTUNG
WARENTEST

uvex kid

OKOWTEST

gut, Heft 6/2004

Qualiatsurtei:

gut
52000 feSt o

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight

approximately 255 g

sizes: 49 - 55 cm

41.4.305.3315
pony pink

Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material Auenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE
Gewicht

ca.224¢

IAS

STOP

Grofen: 46 - 52 cm

material inner shell

high density polystyrene (EPS)
material outer shell
microshell made of makrolon,
printed on the inside
standards

EN DIN 1078 /TUV GS /CE
weight

approximately 224 g

sizes: 46 - 52 cm
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XP 100 / BLADENIGHT

l
N

skate-IN

06/2005 sehr gut
KAUFTIPP

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.255¢g

GroBen: 55 - 60 cm

skate-I¥

06/2005 sehr gut
KAUFTIPP

Inmould-Technologie

feste Verbindung EPS/microshell
Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material AuBenschale

microshell made of makrolon,
von innen bedruckt

Normen

EN DIN 1078 / TUV GS / CE / CPSC
Gewicht mit Schirm

ca.255¢

GroBen: 55 - 60 cm

zum Skaten empfohlen

recommended for (inline) skating

41.0.119.8815
carbon mat

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 255 g

sizes: 55 - 60 cm

zum Skaten empfohlen

G%,

STOP

%

recommended for (inline) skating

i

£41.0.120.3015

red/pearl

Inmould-Technology

Solid compound EPS/microshell
material inner shell

high density polystyrene (EPS)
material outer shell

microshell made of makrolon,
printed on the inside

standards

EN DIN 1078 /TUV GS /CE /CPSC
weight with cross-shield
approximately 255 g

sizes: 55 - 60 cm

STOP

e
——

helmet LED optional
£41.9.100.1100 white LED
£41.9.100.3300 red LED

Ausstattung

- 16 Beliiftungsoffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crosshlende

- reflektierender Aufkleber

helmet LED optional

£41.9.100.1100 white LED
£41.9.100.3300 red LED

Ausstattung

- 16 Beliiftungséffnungen

- IAS - Anpass - System

- FAS - Gurtband - System

- uvex Monomatic Verschlusssystem
- Fliegennetz - Einsatz

- Crosshlende

- reflektierender Aufkleber

41.0.119.2215
black mat

41.0.119.5515
silver mat

Features

- 16 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker

£41.0.120.2515
black/silver/titan

41.0.120.4515
blue/silver/black

Features

- 16 ventilation openings

- IAS adjustment system

- FAS - chin strap - system

- uvex Monomatic closure system
- fabric mesh against insects

- cross-shield

- reflecting sticker
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£41.0.810.65.. -

orange/silver/anthracite

apache super pro
siehe Seite 20/see page 20

40.0.119.5236
Frame: chrome smoke/orange

Lens: supravision®triflex®/
litemirror silver
Ausstattung

- Antiallergische, absorptionsfahige,
auswechselbare und waschbare
Innenausstattung

- Kinnbeliiftung

- Kinnriemenpolsterung

- Schirm mit Inklinationsverstellung

- Uberlackiertes Dekor

iéeiée E,® I» -» ig

Features

- anti-allergic, absorbent, removable
and washable inner lining

- ventilation in chinguard

- chinstrap padding

- shield with inclination

- lacquer - coated decoration

—&—

DOWNHILL

Material Innenschale
hochverdichtetes Polystyrol (EPS)
Material Au3enschale

Ectrolon

Verschluss
Drucktastenverschluss

Normen

EN DIN 1078 / TUV GS / CE
Gewicht mit Schirm

€a. 9958

GroBen: XS - XL (03-07)

uvex

41.0.810.85..
gecko

material inner shell

high density polystyrene (EPS)
material outer shell

ectrolon

Lock

“seat belt” type lock
standards

EN DIN 1078 /TUV GS /CE
weight with cross-shield
approximately 995 g

sizes: XS - XL (03-07)
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UVeX DOWNHILL CROSS GOGGLE

new triple layer face foam

40.0.119.5236

Frame: chrome smoke/orange

Lens: supravision®triflex®/
litemirror silver

makroLon
the high-tech material £40.8.119.0074
Abreischeibenset 12 St.
v inkl. Befestigung.
super anti-fog supravision tear-off set 12 pcs.
TRIFLEXe |[LITEMIRROR including attachment.

new triple layer face foam
40.0.119.2138

Frame: black metallic
Lens: supravision®triflex®/clear

40.0.119.3038
Frame: red transparent shiny
Lens: supravision®triflex®/clear

the high-tech material £40.8.119.0074

0.0.119.5538
Abreifischeibenset 12 St. 4 9_553 )
v inkl. Befestigung. Frame: silver s.h!ny® o
super anti-fog sup tear-off set 12 pcs. Lens: supravision®triflex®/clear
including attachment.

new triple layer face foam 40.0.107.3338
Frame: red shiny

0.0.107.2238
Lens: supravision®triflex®/clear a

Frame: black metallic
Lens: supravision®triflex®/clear

12/2001 ,,sehr gut*  24/2004 gut

40.0.107.4138
Frame: blue metallic
Lens: supravision®triflex®/clear

40.0.107.5238
Frame: silver/black
Lens: supravision®triflex®/clear

40.8.107.0075
Ersatzscheibe inkl. roll-

off-System /replacement 40.8.107.0001

- lens incl. roll-off system Nasenschutz 40.0.107.5638
40.8.001.0075 Carbon Optik Frame: silver/t.)r.angwe. i
roll off Film (g Rollen) nose protection Lens: supravision®triflex®/clear
roll-off film (9 rolls) FP 501 carbon look
makroLan’ 40.8.107.0074

the high-tech material

Abreiischeibenset 12 St.

v inkl. Befestigung.
super anti-fog supi tear-off set 12 pcs. 40.0.107.6638 .
including attachment. Frame: yellow shiny

Lens: supravision®triflex®/clear

\ —&—
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DOWNHILL CROSS GOGGLE

uvex

12/2001 ,sehr gut*

40.0.108.1338

Frame: orange/blue
Lens: supravision®triflex®/clear

40.8.107.0074

Abreiischeibenset 12 St.

v inkl. Befestigung.

tear-off set 12 pcs.
including attachment.

40.0.120.2238

Frame: black metallic
Lens: supravision®triflex®/clear

40.0.120.5538

Frame: silver shiny
Lens: supravision®triflex®/clear

40.0.120.5638

Frame: silver/orange
Lens: supravision®triflex®/clear

£40.8.112.0074
AbreiRscheibenset 12 St.
k. inkl. Befestigung.

tear-off set 12 pcs.
including attachment.

40.0.035.2218

Frame: black metallic
Lens: supravision®triflex®/clear

40.0.035.4418
Frame: blue metallic
Lens: supravision®triflex®/clear

40.0.035.5518
Frame: silver shiny
Lens: supravision®triflex®/clear

24/2004 gut

40.8.107.0001
Nasenschutz FP 501
Carbon Optik

nose protection
FP 501 carbon look

40.8.112.0001

Nasenschutz

Carbon Optik

nose protection
carbon look

new triple layer face foam

makroLon

the high-tech material

super anti-fog supravision
TRIFLEX®

new triple layer face foam

40.8.107.0075
Ersatzscheibe inkl. roll-
off-System /replacement
lens incl. roll-off system

40.8.001.0075
roll off Film (9 Rollen)
roll-off film (9 rolls)

makroLon’

the high-tech material

super anti-fog supravision

TRIFLEX®

¢smakroLon’

the high-tech material

super anti-fog supravision
TRIFLEX®

40.8.112.0075
Ersatzscheibe inkl. roll-
off-System /replacement
lens incl. roll-off system

40.8.001.0075
roll off Film (9 Rollen)
roll-off film (9 rolls)




Y% u»AT 668077 Vi 1808807668 Témic E,® v » i

PROTECTORS
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Material:

Ausstattung:

Features:

GroBen/Sizes: XS-S / M- L/ XL-XXL

Material: Lycra/Mesh
Ausstattung: -Integrierter Nierengurt
-Verbindungsreifverschluss
-Optional Sitzgurt
-Entspricht der CE Norm EN 1621-2
i \,‘,‘,““\\\‘
Features: -integrated kidney belt iy,
-connecting zipper
-optional lap belt
-according to CE Norm EN 1621-2
LT
GroBen/Sizes: XS-S / M- L/ XL-XXL * CE *
oS
Material: Lycra
Ausstattung: -Gummizug
-Verbindungsreifverschluss
Features: -rubber strap

GroBen/Sizes: unisex

Material:

Ausstattung:

Features:

GroBen/Sizes: XS-S /M- L/ XL-XXL

FROIEETINN
e

Lycra/Mesh

-Elastisch, atmungsaktiv
-Verbindungsreifverschluss
-Optional Sitzgurt

-Entspricht der CE Norm EN 1621-2

-elastical, breathable
-connecting zipper

-optional lap belt

-according to CE Norm EN 1621-2

-connecting zipper

Lycra

-Integrierter Nierengurt
-Entspricht der CE Norm EN 1621-2

-integrated kidney belt

-according to CE Norm EN 1621-2
FRRICEIIEN
Eran

46.9.302.48..
blue/orange

46.9.301.48..

blue/orange

46.9.310.4400
blue

46.9.303.48..
blue/orange

A 1

w
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46.9.320.25..
black

46.9.330.22..
black

46.0.110.2200 bike cap
black

Sortiment: 12 Stiick
set: 12 pcs.

46.0.120.2200 bike cap junior
black

Sortiment: 12 Stiick
set: 12 pcs.

1680 E,® i»

Material: Baumwolle/Polyester
Material:  Cotton/ Polyester

GroBen/Sizes: unisex

Material: Lycra/Mesh

Ausstattung: -Entspricht der CE Norm EN 1621-2

Features: -according to CE Norm EN 1621-2

Grofien/Sizes: XS-S /M- L/ XL-XXL

*
ek
* *

Y g X

Ausstattung: -Entspricht der CE Norm EN 1621-2

Features: -according to CE Norm EN 1621-2

GroBen/Sizes: S-M /M - L (Hartschale Erwachsene)

GroBen/Sizes: XXS / XS (Hartschale Junior)

KKk
:ce"; 46.9.340.22..
***** black
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UVEX SPORTS GmbH & Co. KG UVEX AUSTRIA Ges. m. b. H. UVEX SCHWEIZ AG UVEX SPORTS NLB. V.

Fichtenstrafle 43 - D - 90763 Fiirth Kamerlweg 33 Ruessenstrafie 6 A Het Tasveld 7 - NL - 3342 GT Hendrik Ido Ambacht
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Tel. 0911/ 97 74 - 0 Tel. 07242 / 623 23 -0 Tel. 041/ 769 72 40 Tel. 078 / 681 - 4845

Fax 0911/ 97 74 - 350 Fax 07242 [ 623 23 - 28 Fax 041/ 769 73 84 Fax 078 / 681- 6728

e-mail: sports@uvex.de e-mail: sports@uvex.at e-mail: sales@uvexsports.ch  e-mail: sports-nl@uvex.de

UVEX SPORTS, Inc. UVEX SPORTS JAPAN CO., LTD.

110 Comstock Parkway 3-6 Kanda Nishikicho, Chiyoda-ku

Cranston, R.l. 02921 U.S.A Tokyo 101-0054 Japan

Tel. 001 (401) / 464 - 8844 Tel. 03 / 5283 / 5561

Fax 001 (401) / 464 - 4244 Fax 03 / 5283 / 5562

e-mail: custserv@uvexsports.com e-mail: uvex-ky@themis.ocn.ne.jp

www.uvex-sports.de  e-mail: sports@uvex.de
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