Super Lite 1
Character of DHA 2
Hollow Pin 3
Regular 4-5

Antirust 6

Road
Designed specifically for road racing applications

Cross County
Designed for smooth chain transmission even when dusty or dirty

Gravity
Specially built for the rigors of Downhill & Freeride

BX
Light but strong chain fot BMX racing and single speed usage

Freestyle / Dirt jump
Made for maximum strength and grinding ability

Hollow Pin
Solid tube, 20% lighter than traditional pin with no losss of strength

DHA Chrome Pin
Coated with a chromium carbide layer to further harden the pin

Square Rived
Powerful pin design made only by Yaban for Yaban Chains

Ti- is a complete Titanuim coating of the chain that aids in maximum
prolonged life of the chain under all circumstances

d

The SL- is apecial laser cut away section on the outer plae that.
allows for a weight savings while still offering durability and performance

Outer Chamfer
The chamfering on the end of the outer chain plate and reduce 80% of
upshifting friction

Soul Link
A custom tool-less design that eliminates the need for specialty pins

Overlap
Desinged for durability strength and massive grinding ability

10-Speed Chain

9-Speed Chain
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8-Speed Chain
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Spec. List 7-8

Connecting Link 9

Downbhill 10

BMX & Freestyle
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Single Speed Chain 3/32

Single Speed Chain 1/8

Bushingless
Mew technology aids in smooth shift transmission without binding

HD
Heavy duty series is made for maximum exireme usage

Noiseless
Insures the guietest chain even while shifting up or down

PTFE Coating
An impregnated, self lubricating coating applied to the chain

The SL+-is special laser cut away section on the outer and inner plate that
allows for a weight savings while still offering durability and performance

Inner Chamfer

On inner and outer plate is for antidrop of chain caused in back pedaling

situations

Anti Rust Coating provides corrosion resistance that is guaranteed to

provent the chain from rusting

Titanium

Chrome

Gray

Black

Silver

Silver/Grey

Silver/Brown

1112




Unique torsion bar hollow plate design on the outer and inner plate.
Performance shift and ultra light weight without sacrifice durability.

st101-Ti &

SL101-Ti 0l S

suor . MIREBFHEEEE M
Color: Ti Gold

Speed of Sprocket: 10

Weight:242 gr/110L

Pin Length:5.9mm

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

151231?111?23" B) E H

Color: Ti Gold

Speed of Sprocket: 9

Weight:255 gr/110L

Pin Length:6.6mm

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

SL101-DHA MR

1/2"x11/128" & H m]
Color:CP Silver

Speed of Sprocket: 10

Weight:242 gr/110L

Pin Length:5.9mm

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

SL901-DHA ) m [ﬂ]

1/2"x11/128"
Color:CP Silver
Speed of Sprocket: 9
Weight:255 gr/110L
Pin Length:6.6mm
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system
compatible bike: rcaing & mtb

SL101-DHA

SL901-DHA
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MK10S2/ MK10S/ MK10/ MK10-Ti
1/2"x11/128"

Color:CP Silver, Silver/Grey, Grey/Grey, Ti Gold
Tensile Strength: 1150 kgf

Speed of Sprocket: 10
*DHA chromizing treatment pin enhanced durability

*Professional Dynamic Configuration Plates

Compatibility: Shimano and Campanolo 10 speed drive train system

Color:CP Silver, Silver/Grey, Grey/Grey, Ti Gold

Tensile Strength: 1250 kgf

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

*Professional Dynamic Configuration Plates

Compatibility: Shimano and Campanolo 9 speed drive train system

BIER R RS ]

Color:CP Silver, Silver/Grey, Grey/Grey

Tensile Strength: 1250 kgf

Speed of Sprocket: 8

*DHA chromizing treatment pin enhanced durability

*Professional Dynamic Configuration Plates

Compatibility: Shimano and Campanolo 8 speed drive train system

1. Only use the correct chain tool for fitting the pin. PR SRR = A S R
2. Please check carefully, the arrow sign “| " on the chain plate, the

direction of plate will be sit on the freewheel. & W
3. Never try to re-insert a pin and measure the chain carefully before initial fitting.
4, Always use a new connecting link, never use the old one twice.

5. Once you are sure you have the correct length insert the connecting link and snap firmly into place. If in doubt
m consult a specialist cycle dealer.




MK74752

MK747NS2

T

MK747N

SL410 E

1/2"x1/8"

kel B -
Color:Silver/ Silver

Speed of Sprocket: Single speed
*DHA chromizing treatment pin enhanced durability
*Special for Track Bike

mk7azsz 1

1/2"x1/8"

@) (] ) B
Color:Silver/ Silver

Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
1/2"x3/32"

*Extreme Heavy Duty

=)
Color:Silver/ Silver
Tensile Strength: 1300 kgf

Speed of Sprocket: Single speed
*Extreme Heavy Duty

MK747NS2 Q [

MK?747S
1/2"x1/8"
Color:Silver/ Gray

Tensile Strength: 1300 kgf

Speed of Sprocket: Single speed
*Extreme Heavy Duty
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mkzazns R[]
1/2"x3/32"

Color:Silver/ Gray
Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

MK747 &l
1/2"x1/8" Q
Color:Gray/ Gray
Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

MK747N Q R

1/2"x3/32"
Color:Gray/ Gray
Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

BF410

1/2"x1/8"

Color:Silver/ Silver

Tensile Strength: 1500 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

415HS2 E

1/2"x3/16"
Color:Silver/ Silver
Tensile Strength: 1750 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

Patent No.: M268483
US Patent No.:11/166211
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OFFSET LINK

MK926N
1/2"x3/32"

MK926

1/2"x1/8" Q o
Color:Gold/ Silver

Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

*Special Offset link

*Super Light *Super Light
e b ©) (2 {1 B 1/243/32'

Color:Ti Gold, CP Silver

Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

*Special Offset link

(.
|

No need to change frame and freewheel. The special
design of chain plate, bridge-type roller link is
composed of height-uneven chain plates. We jump

off the traditional way of chain length adjustment from
the past, by adjusting pair of links, avoid the difficulty
of wasting and difficult adjustment.

Mack chain adopts the SCM alloy steel, pass the special

is up to 1300kgf, a lot of higher strength than general
roller chain 850kgf, totally accords with I1SO and JIS
industrial standard.

- The straight shape design of outside chain plate, offers
the ability of Freestyle bicycle to use the roller chain to
collide against any object, smooth-going instead of
beating, have more comfortable and safer assurance to
ride persons who take advantage of it.

Color:Gold/ Silver

Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

*Special Offset link

Color:Ti Gold, CP Silver

Tensile Strength: 1300 kgf
Speed of Sprocket: Single speed
*Extreme Heavy Duty

*Special Offsetlink

Carburized Nitrogen heat treatment, its intension power |

"ﬁStralght

0N e,
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Patent No.: M268483
US Patent No.:11/166211




® Drailleur chain all suit for shimano , campagnolo series
Using chromium carbide technology, same quality as

Shimano & Campagnolo

DHA refers to a hard layer formed on the surface of pin. This layer
has a very hard Chromium Carbide surface.

Excellent performance can expected even in adverse conditions
including the presence of abrasive contaminents.

Furthermore, the DHA pins have excellent rust protection on pins.

TEST RESULTS FOR WEAR RESISTANCE COMPARISON
1280

1275 / /
1270 / /

1265 1 L | 1 L L 1 1 ] 1 1 }
MILEAGE

s GARBON PIN s Al|OY PIN =~ s DHA PIN

Hard chromium
carbide layer

ELONGATION(mm)

Comparison of Properties

Carburizing | Nitriding | H-Cr plating DHA
Contents of layer High Carbon| Iron Nitride Chrome |Chrome Carbide
Surface hardness 750-850 | 750-1100 | 900-1100 1300-1500
Practical thickness | 100 & over | 10 & over 10-100 5-20
of treated layer (M)
Surface hardness | 392 & over | 932 & over | 572 & over | 1652 & over
lowering temp.(°F)
Peeling resistance O O had ©
Wearing resistance A\ O O @

(O Excellent /\ Fair X Poor




SH-9CR

stioocr B4 £5) B (o4 (8] =) (@) @) [H] x|

1/2"x11/128"

Color: CP Silver

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

stooocr 04 58 B o) [=] (@) (@) [H] [x]

1/2"x11/128"

Color: CP Silver

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

swsooce [l 55 [ (= (@] [©) [} ixC) o+

1 i i

Color: CP Silver

Speed of Sprocket: 8

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 8 speed drive train system

siotock B4 B o (9] [=] (@) @) [H] [x]

1/2"x11/128"

Color: CP Silver

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

ssorocr  [4 [ v [ =] (@) (@) (] xC

1/2"'x11/128"

Color: CP Silver

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

ssoocr [) B (=)@ @) (W) xd)
X

Color: CP Silver

Speed of Sprocket: 8

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 8 speed drive train system
compatible bike: rcaing & mtb

sH-1ocr B4 =0 (i) 0w (8] (=] (@] (@) [H] [xC)

1/2'x11/128"

Color: CP Silver

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

si-10c DA (@) o4 (9] (=] [®) (@) [H) [x]

1/2'x11/128"

Color: CP Silver

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 8 speed drive train system

swo B35 [l @ © W

1/2"x11/128"
Color:Gray/ Gray
Speed of Sprocket: 10
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

siocr [R50 (@) o+ [=] (@) (@) (] [xc]
1/2'x11/128"

Color: CP Silver

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system




swoc IR @)= @@l

1/2"x11/128"

Color:Silver/ Gray

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

swe (B0 (@) ) (=) (@) (@) (W) Ixg

1/2"'x11/128"

Color:Gray/ Gray

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

SH-8CR =5)
1/2"x3/32" =i
Color: CP Silver

Speed of Sprocket: 8
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 8 speed drive train system

swoc [ Wi

1/2"x3/32"
Color:Silver/ Gray
Speed of Sprocket: 8
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

SH-8 a
1/2"x3/32"

Color:Gray/ Gray

Speed of Sprocket: 9
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

S10CR
1/2"x11/128"
Color:CP Silver
Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability _
Compatibility: Shimano and Campanolo 10 speed drive train system

swoc Bl () ) [=] (@) (&) (H) x¢]
1/2"x11/128"

Color:Silver/ Gray

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 10 speed drive train system

1sf12?x11hzs.r B & [m
Color:Gray/ Gray

Speed of Sprocket: 10

*DHA chromizing treatment pin enhanced durability

S9CR
1/2"x11/128"
Color:CP Silver
Speed of Sprocket: 9
*DHA chromizing treatment pin enhanced durability
Compatibility: Shimano and Campanolo 9 spé%,:d;rive train system

soc B3 (i) - (=] @) [©)
1/2"x11/128" i
Color:Silver/ Gray 4
Speed of Sprocket: 9
*DHA chromizing treatment pin enhanced durability

Compatibility: Shimano and Campanolo 9 speed drive train system

s9 X[ ENENEIEN:
1/2"x11/128" ‘
Color:Gray/ Gray

Speed of Sprocket: 9

*DHA chromizing treatment pin enhanced durability
Compatibility: Shimano and Campanolo 9 speed drive train system ﬂ

T



S50

20

swon OO

1/2"x3/32"
Color:CP Silver
Speed of Sprocket: 8

*DHA chromizing treatment pin enhanced durability

s DEEEOE
Color:Silver / Brown
Speed of Sprocket: 8

s8 VIII
1/2"x3/32"
Color:Gray / Brown

Speed of Sprocket: 8
§52

1/2"x3/32" a.i E‘

Color:Brown / Brown

(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: 7

S50

1/2"x3/32" ‘;-!

Color:Navy / Brown
(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: 6 & 7

s20 =@B8lxd

1/2"x3/32"

Color:Brown / Brown

(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: 6

S20H

1/2"x3/32"

Color:Brown / Brown

Tensile Strength:1000kg

(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: 6

S410 E

1/2"x1/8"

Color:Brown / Gray

(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: Single speed

S410H Q

1/2"x1/8"

Color:Brown / Brown

Tensile Strength:1000kgf

(Silver/Brown & Silver / Silver are available under request)
Speed of Sprocket: Single speed

25H ER

1/4"x1/8"
Color:Brown / Brown

e




RB (Rust Buster)

chains are processed to
withstand the violence of a 500 hours
salt spary test without rusting. All these
kinds of models are almost rustproof.

TSlelel ik

SHORB IXE

1/2"x11/128"
Color:Gray/Gray
Speed of Sprocket: 9

Anti-Rust Ability: Salt spray testing over 500hrs.

Compatibility: Shimano and Campanolo 9 speed drive train system

=@l X @

S9RB iRz

1/2'x11/128"

Color:Gray/Gray

Speed of Sprocket: 9

Anti-Rust Ability: Salt spray testing over 500hrs.

Compatibility: Shimano and Campanolo 9 speed drive train system

swors 18 B0 OH 0B

1/2"x3/32"

Color:Gray/Gray

Speed of Sprocket: 8 '

Anti-Rust Ability: Salt spray testing over 500hrs.

=Bk

S8RB Ji
1/2"x3/32"
Color:Gray/Gray
Speed of Sprocket: 8

Anti-Rust Ability: Salt spray testing over 500hrs.

S52RB

1/2"x3/32"

Color:Gray/Gray

Speed of Sprocket: 7

Anti-Rust Ability: Salt spray testing over 500hr3.

S20RB ....

1/2"x3/32"

Color:Gray/Gray

Speed of Sprocket: 6

Anti-Rust Ability: Salt spray testing over 500hrs.

S20HRB

1/2"x3/32"

Color:Gray/Gray

Speed of Sprocket: 6

Anti-Rust Ability: Salt spray testing over 500hrs.

S410RB E .

1/2"x1/8"

Color:Gray/Gray

Speed of Sprocket: Single speed

Anti-Rust Ability: Salt spray testing over 500hrs.

S410HRB Q .

1/2"x1/8"

Color:Gray/Gray

Speed of Sprocket: Single speed

Anti-Rust Ability: Salt spray testing over 500hrs.
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YBN MODEL
SL101-Ti
SL101-DHA
SL901-Ti
SL901-DHA
SL100CR
SL900CR
SL80O0OCR
S1010CR
S9010CR
S8010CR
SH-10CR
SH-9CR
SH-8CR
S10CR
sS10C
S10
S9CR
S9C
S9
S8CR
S8C
S8
S§52
S50
S20H
S20
S410H
S410
25H
SH-9RB
S9RB
SH-8RB
S8RB
S52RB
S20HRB
S20RB
S410HRB
S410RB
MK926
MK926N
MK918
MK918N
BF410
MK747NS2
MK747NS
MK747N
MK747S2
MK747S
MK747
415HS2
MK10Ti
MK10S2
MK10S
MK10
MK9Ti
MK9S2
MK9S
MK9
MK8S2
MK8S
Mk8
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SPEC
1/2"%11/128"
1/2"¥11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2°73(32"
12" 11{128"
1/2"*11/128"
2 3132"
1/2"*111128"
1/2"*11/128"
1/2"*3/32"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"%11/128"
1/2"*3/32"
1/2"*3/32"
1/2"*3/32"
/2% 3[32"
1/27*3/32"
1127%3132"
112753132
4127*1/8"
1425*118"
1/4"*1/8"
1/2"*11/128"
1/2"*11/128"
1/2"*3/32"
112331327
1/2"*3/32"
1/2"3/32"
1/2"*3/32"
1/2"1/8"
248118"
1/2"*1/8"
1/2"3/32"
1/2"*1/8"
1122231327
112251187
1721*3/32"
2731327
1/27* 3132
1428%4/8"
1127 118™
1/2"*1/8"
1/2"*3/16"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
1/2"*11/128"
112" 3/32"
1/2"*3/32"
1273132

2>
APER
Ti Gold
S/s
Ti Gold
S/S
S/S
S/S
S/s
S/S
S/s
SIS
S/S
S/s
S/S
S/S
S/Gr
Gr/Gr
S/S
S/Gr
Gr/Gr
SIS
S/Gr
Gr/Br
Br/Br
Nv/Br
Br/Br
Br/Br
BriGr
Br/Gr
Br/Br
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
Gr/Gr
S/S
S/S
S/S
S/S
S/S
S/s
S/Gr
Gr/Gr
S/S
S/Gr
Gr/Gr
S/S
G/IG
S/S
S/Gr
Gr/Gr
G/G
S/s
S/Gr
Gr/Gr
S/S
S/Gr
Gr/Gr




PIN(mm)
5.9

5.9
6.6
6.6
5.9
6.6
7.3
5.9
6.6
7.3
5.9
6.6
7.3
5.9
5.9
5.9
6.6
6.6
6.6
7.3
7.3
7.3
73
7.3
7.8
7.8
8.6
8.6
8.95
6.6
6.6
7.3
7.3
7.3
7.8
7.8
8.6
8.6
9.4
7.8
9.4
7.8
11.6
7.8
7.8
7.8
9.4
9.4
9.4
13
5.9
5.9
5.9
5.9
6.6
6.6
6.6
6.6
7.3
7.3
7.3

>
SPD
10
10
9
9
10
9
8
10
9
8
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p3 ) J
Shimano

CN-7801
CN-6600
CN-5600
CN-7701
CN-HG93

CN-HG73, HG53

CN7401
CN91
HG40,HG50
CN-UG51
Hp20

(CN-HG91,7401)

»
Campagnolo

CR10-Record

CC10-Chorus

CVE10-Veloce

C9-Xenon,Mirage

Sram

1090R Force

1090 Rival
PC991HD

PC971XS,PC971
PC971

PC68
PC58
Pc48

PP
KMC
X10SL-Ti
X10SL
DX9SL-Ti
X9SL

X10
X9

(29000)
792
782
z72
751
750
Z610H
Z30
Z410H
Z410
25H

Z51RB
Z30RB
Z30RB
Z410
Z410

Z510HX
K810
K810
K810
K710
K710
K710
K415H




OFFSET LINK(2 PITCH)

QUICK RELEASE LINK

QR10 for 10 SPD CH:rt;idchr['omlum
QRS9 for 9 SPD gty
QRS for 8 SPD

QR7 for 7 SPD
SPRING CLIP CL

¢« phase

ASSEMBLY INSTRUCTION OF QR CONNECTING LINK

g Chain tool

QUICK FIX LINK o E
| QF10 for 10 SPD
| QF9 for 9 SPD Ef

QF918 for 1 SPD ) Push in (2) Press (3) After pressing (4) Screw off the
QF918N for 1 SPD excess part

QF reinforced C/L is combined by two components, connecting pin [[ ] , guide pin N ]

* Function of guide pin & [JJ]) : Insert guide pin carefully through chain plates and make sure
all the plate holes are on the straight line to avoid damage these holes.

- Wedge [[ JI_TTID : On the connecting pin, one set of wedge is designed to get suck with
outer plates during connection. The wedge can increase the pin power to be same as the regular

chain pins.

- Bottom block [[ J[_JJID , during the press process of connection, this block is a "HARD"
signal to help to know when to stop rotate your chain tool.

» By using hand or tool to screw off the guide pin [[ _NEED

* Make sure to check that the connecting pin protrudes uniformly from the link surfaces at both
sides after the chain has been joined.

* Test the chain to make sure good connection or stiff.

+ Chromium Carbide treated.
+ Compatible with Shimano, Campagnolo, Sram.
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