
Versatility and mechanical precision: these are the features of our Veloce™ 
groupset. 

VELOCE™ GROUPSET
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Groupsets VELOCE™

THERE ARE TWO ERGOPOWER™ 
VERSIONS IN THE VELOCE™ RANGE. 
WE ADDED THE VERY LATEST ULTRA-
SHIFT™ VERSION TO THE ESCAPE™ 
SERIES. 

Both are available in aluminium and black 
versions and allow the cyclist to choose the 
preferred support solution. The shock absorber 
on the control body is made of non-allergic 
silicone while it is the Vari-Cushion™ type in the 
Ultra-Shift™ version. 

Ergopower™

Veloce™ CONTROLS

•	aluminium levers
•	maximum ergonomics
•	 fast opening of the brake arms
•	minimum maintenance 

•	 forged aluminium cranks
•	 light alloy chainrings  
•	 eight pins for upshifting the chain

Veloce™

CRANKSET

ULTRA-TORQUE™ BOTTOM BRACKET 
SYSTEM WITH FORGED ALUMINIUM 
CRANKSETS AVAILABLE IN THREE 
LENGTHS: THESE ARE THE MAIN 
FEATURES OF THE VELOCE™ CRANKSET.  

It is also available in a compact version 
while rigidity is extremely high thanks to the 
construction technology. 

•	unified cage for standard and compact cranksets
•	double black-silver colouring
•	 chrome-plated nickel fork

THE VELOCE™ FRONT DERAILLEUR 
IS DISTINGUISHED BY THE BLACK 
COLOUR OF THE BODY AND CONTROL 
LEVERS AND BY THE NICKEL-CHROME 
TREATED CAGE.  

The form has been optimised to ensure operation 
with the same precision, both with standard 
cranksets and with the compact type.

Veloce™

FRONT DERAILLEUR
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THOSE WHO CHOOSE THE VELOCE™ 
REAR DERAILLEUR KNOW THAT 
THEY HAVE A SYSTEM CAPABLE OF 
OFFERING THE MAXIMUM RELIABILITY 
AND PRECISE OPERATION.  

The entirely aluminium body 
is robust and light. The chain 
moves on pulleys - realized 
with a special rubber which dampens 
vibration - and which run on sintered pulleys 
and bushings.

Veloce™

REAR DERAILLEUR 

•	aluminium body
•	 short or medium cage
•	anti-vibration rubber for the pulleys

THE SPROCKETS MUST BE SHAPED 
APPROPRIATELY FOR THE DRIVETRAIN 
TO WORK PERFECTLY.  

The result is perfect shifting timing and high-
precision operation.

Veloce™

SPROCKET SET

•	optimized sprocket timing
•	Ultra-Drive™ machining for the teeth
•	 surface galvanization

A QUIET PRECISE CHAIN THAT 
TRANSMITS ALL YOUR POWER TO THE 
DRIVING WHEEL: THIS IS WHAT YOU GET 
WITH THE VELOCE CHAIN. 

And this is why the HD-Link™ solution has been 
selected as it guarantees lightness, quietness 
and fast shifting. All the geometries have 
been optimized to interface perfectly with 
Campagnolo® sprockets. 

Veloce™

CHAIN

•	width 5.9 millimetres
•	HD-Link™ system
•	optimized forms
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WE HAVE PROVIDED THE VELOCE™ 
GROUPSET WITH TWO BRAKE 
VERSIONS.  

The classic double fulcrum model has been joined 
by the Skeleton version with a hollowed and 
lightened structure. The braking torque is 
guaranteed in both cases. Skeleton brakes 
are differentiated with a single fulcrum for 
the rear wheel.

Veloce™

BRAKES

•	 forged aluminium
•	differentiated front and rear brakes in the Skeleton version

Groupsets VELOCE™




