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Zivotem se dé rychle utikat, ale snazsi je projet jej na kole." - r ﬁ“ ‘.
,Itis possible to run through your whole life, but it's easier to ride through it". = . & wi s 2
Milan Duchek

Majitel a konstruktér firmy DURATEC
Owner and founder of DURATEC

Profesionalné jsme zacali v roce 1992, ale idea vzniku firmy pfisla.jiz v roce 1_9-;3' i

Milana Duchka neuspokojovala nabidka tehdejsiho trhu a rozhodl se s tim néco € éf-

sitek ramU vyrabénych rocné jsou dnes tisice, které putuji do celého svéta. Zgl%ﬁgl"liy Slovuji
inovacni feSeni, jez zlepsSuiji jizdni viastnosti ramu i jeho vzhled. 3 F

Duratec officially started in 1992, but had been in the making since 1987. Milan Duchek
was a cyclist who wasn’t content with what the market was offering. He originally started
modifying existing frames, before designing and manufacturing his own. From initially produ-
cing just ten frames a year, we have now grown to produce thousands of bikes annually. All
aspects of the bikes are studied and reviewed, and innovative and original ideas applied to
produce frames of the highest quality and exceptional ride characteristics.
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VITEJTE VE SVETE DURATEC! | WELCOME TO DURATEC WORLD!




,CyKlistika je pro mé jeden z nejtéZzsich, ale zaroven nejkrasnéjsich sportt. Kazdy zavodnik si
zaslouzi obdiv, a také pro néj to spousta z nich déla. A tak ti, ktefi nemaiji dar prijmout to odrikani
tisice tréninkovych hodin v sedle a snaset Utrapy zavodu, by méli stat podeél silnic a povzbuzovat
zavodniky bojujici na trati a v cili poté aplaudovat vitezi...*

,Cycling is one of the hardest, but purest sports. Every rider deserves respect, and this is
what keeps many riders going. If you don't have the determination:and discipline to spend
thousands of hours training on the bike, and to persevere through setbacks, then you
should be on the side line cheering on those who do, and celebrating with the winner*,

/R ATEC

Jiff Jezek | Poslec S <ola Duratec
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AL 7020 T6

Tento material pouzivame od samého pocatku. Zna-
me jeho technické viastnosti a konstrukéni moznosti.
Pro tento materidl je charakteristicka vysokéa pevnost.
Tepelnym zpracovanim ji Ize jeSté zvysit a pfi tomto
procesu vyuzit moznosti tvareni materialu (konusova-
ni, ovalizace a profilovani).

AL 7020 T6

Aluminium is the material with which DURATEC ori-
ginally started producing frames. As such we have
extensive experience in its use, and know its tech-
nical properties and construction possibilities. The
material is characterised by its high stiffness and low
weight. Thermal treatment is carried out in order to
improve torsional strength values and multi-dimensi-
onal processing used to optimise strength in specific
areas of high stress. Other processes we use include
coning, ovalisation and variable wall thickness.

www.duratec.eu
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Nabizeji nizkou hmotnost, vysokou pevnost, vynikaji-
cf absorpéni viastnosti razd, vysokou Zivotnost, velmi
pfiznivou Unavovou charakteristiku a zaroven velmi
kompaktni a atraktivni design vychazejici ze skladby
atypu pouzitych viaken. Pro modely 2008 je soucasti
kompozitovée struktury boronové viakno s vyjimecny-
mi mechanickymi viastnostmi.

Carbon is renowned for its low weight, high stiffness
and enhanced shock absorbing qualities. By using
different composite weaves and layering patterns it
is possible to design a tube with the exact properties
that are required. A new composite has been develo-
ped for use on new models. This composite contains
Boron fibres which enhance the directional proper-
ties of carbon fibres. This allows the composites to be
layered in a pattern to best resist the forces applied at
any given point.




Unikatni systém spoje dvou ,uzamcenych”
materidld. Je zde pouzita specidlné vyvinutéa
technologie spoje karbonu a hliniku, ve které je
kompozitova trubka v hlinikové spojce uzamce-
na. Kritickd mista namahanf spoje jsou vyztuze-
na boronovymi viakny.

The unique joining system developed to allow
carbon and aluminium to be mechanically bon-
ded without the use of glues or adhesives. The
carbon tubing is expanded into the aluminium
lugs to create a mechanical bond that cannot
be separated. Areas of high stress are reinfor-
ced with a specially developed boron fibre.

U karbonovych mtb modell je spodni trubka
ve své spodni ¢asti potazena ochrannou proti-
prlirazovou vrstvou.

To prevent damage, the underside of the lower
tube on all carbon models has been covered
by an impact resistant material designed to wi-
thstand hard stone impacts.

TECHNICAL INFORMATIONS

Zadnf tvarované sedlové vzpeéry, jejichz profi-
lace se znacnou mérou podili na Utlumovych
vlastnostech ramu. Viyrazné zlepsuiji pohodli z&-
vodnika pfi jizdé na nerovném povrchu.

This refers to the curved profile of the seat
stays. The curved profile is designed to absorb
shock and dampen vibrations over rough surfa-
ces, resulting in a more comfortable ride.

Zadni tvarované sedlové vzpéry z jednosmeér-
ného vlékna uhliku navrzené orientaci vidken
pro vySsi absorpci razd a nizsi hmotnost.

This refers to the profiled seat stays made from
uni-directional carbon fibre, that are lighter and
has more enhanced vibration dampening cha-
racteristics than a similar aluminium design.

Specialni profil spodni a horni trubky vyvinuty
pro absorpci réz( od predniho kola. Funkci je
mozné vysvétlit jako tzv. efekt harmoniky.

This refers to the sculptured profile of the top
and down tubes where they meet the head
tube. The tube profile has been developed to
absorb shock and reduce vibrations from the
front wheel.

Profilovana hornf trubka ramu. Tvar umozZnuje in-
tegraci lanek do vytvoreného profilu.

This refers to the profiled design of the top tube
which allows the cables to be run within a chan-
nel on the underside of the top tube for added
protection.

Excentricky vhnuta sedlova trubka odpruzeného
modelu Sendic FX. Koncepce umoziiuje zacho-
vat klasicky predni trojuhelnik, ¢imz je zajistena
vysoka pevnost ramu a kompaktni vzhled.

The curved design of the seat tube as used on
the Sendic FX full suspension model. With the
inclusion of a rear shock absorber, a curved
seat tube is used to create a completed front
triangle. This results in a stiff frame without the
need for heavy reinforcement around the head
tube area.

Karbonowy pruzny prvek ramu, jehoz hlavni
funkef je zachytit a utlumit rézy vznikajici zavodni
jizdou. CEE je uchycen do zadnich vzpér pres
tvarovy spoj. Vnitfni tvar elementu je frézovan na
CNC centru a jeho velikost Ize dimenzovat podle
hmotnosti zavodnika.

This is the flexible carbon linkage which is desi-
gnedto deform at pre-determined loads in order
to absorb shock and ensure maximum contact
between the rear wheel and the ground.
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Technické feseni stfedu ramu, kterym jsou vede-
ny teflonové hadicky k prfesmykaci a prehazovad-
ce. Sandwich system je soucasti vnitrniho vedeni,
které minimalizuje naroky na udrzbu.

The technical solution for the bottom bracket
region of the frame that allows for complete and
unhindered internal routing of the front and rear
derailleur cables. Sandwich system is the part of
complete inner teflon system.

Vedeni lanek pro prehazovacku a presmykac
prostorem uvnitf ramu. Lanka jsou protazena
v teflonovych hadiékach napnutych v ramu. Zi-
votnost vedeni je diky vynikajicim tfecim viast-
nostem teflonu neomezené a lanka jsou méne-
na jen v pfipadé kompletniho servisu ramu.

Internal cable routing for the front and rear de-
railleur, a teflon outer cable had been developed
and internally attached. The use of Teflon ensu-
res frictionless shifting and easy cable replace-
ment.




H ERO | N E CR2 Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 086 - 1

sssss

bbbbb

www.duratec.eu



Jedna se o karbonovy ram zafazeny na pozici
vrcholového zavodniho silniéniho modelu. Pro
jeho stavbu je pouzita kombinace kompozit-
nich materiald a hlinikové slitiny 7020 T6.
Heroine vyuziva oversize prdméry kompozito-
vych trubek se specifickou profilaci zajistujici
optimalni jizdni vlastnosti. Karbon je pouzit na
spodni, horni a sedlové trubce a na zadnich
vzpérach. Hmotnost surového ramu ¢inni 1190 g.
Zaruka je 2 roky.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", primér sedlovky 27,2 mm, presmy-
kac na navarku s objimkou 34,9 mm.

Standardni vybaveni: Dva pary viozek pro ko-
Sik na lahve, vyménitelny drzak prehazovacky,
stavitelné opéry bovdent STI na spodni trub-
ce, podsedlova objimka, hlavové slozeni 1-1/8"
FSA ORBIT IS.

Photo: barva ramu/ frame colour Fire red, samolepky/ stickers CA 087-1
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typical effective  seattube  effective bottom head maximum head tube  seat tube
FRAME SIZE VR ride toptube  lenghtto  chainstay  bracket tube high fork rake anale andle
height lenght top lenght height lenght 9 9 9

inch Al-mm B2-mm C1-mm D-mm F-mm I-mm K-mm

161- 162

The heroine carbon frame is hand made in Du-
ratec’s workshop and ranks amongst the worl-
d’'s top road racing models. It is produced from
a combination of carbon composite material
and 7020 T6 aluminium alloy.

It utilises composite tubing of oversize diame-
ters and specific cross-sectional profiles to ens-
ure optimal riding performance. Carbon fibre is
used for the top, down and seat tubes, as well
as the seat stays. Frame weight: 1190 grams.
Warranty period: 2 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost dia-
meter 27.2mm, front derailleur clamp 34.9mm.
Standard Equipment: 2 pairs of clips for fas-
tening bottle cages, replaceable rear derailleur
hanger, STl cable adjusters on the downtube,
seat clamp, FSA ORBIT IS Headset.

DlL/RATELC
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Jedna se o zavodni silnicni ram v unikatni kom-
binaci materialu 7020 T6 a jednosmérného
vlékna uhliku. Specialné navrzena zadni stavba
7 hlediska konstrukce a materialu nabizi ideal-
Nni jizdni vlastnosti. Hlinikovy predni trojuhelnik
dava ramu pozadovanou tuhost a moznost
rychlé reakce ve formé zrychleni. Zadni kar
bonové vzpéry dodavaji zavodnikovi pohodli.
Hmotnost surového ramu ¢ini 1330 g. Zaruka
je 2 roky.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", primér sedlovky 27,2 mm, presmy-
kac¢ na navarku.

Standardni vybaveni: Dva pary viozek pro ko-
Sik na lahve, vymeénitelny drzak prehazovacky,
stavitelné opéry bovdent STI na spodni trub-
ce, podsedlova objimka, hlavové slozeni 1-1/8"
FSA ORBIT IS.

FRAME SIZE VR

typical
rider
height

161 - 162

163 - 165

effective
top tube
lenght

Al-mm

- T I

EFA

4

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

bottom
bracket
height

D-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 082 - Red

head tube
lenght

F-mm

maximum
high

|I-mm

fork rake

K-mm

head tube
angle

seat tube
angle

The Cappel CR1 is a model designed for road
racing. It utilises 7020 T6 aluminium tubing
with specially designed seat stays made from
uni-directional carbon fibre. The use of uni-
directional carbon fibre allows the rear end to
be designed to optimise performance under
race conditions whilst increasing rider comfort.
The aluminium front triangle increases the stiff-
ness, and ensures quick acceleration and agile
handling. Frame weight: 1330 grams. Warranty
period: 2 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8" Seatpost di-
ameter 27,2 mm.

Standard Equipment: 2 pairs of clips for fas-
tening bottle cages, replaceable rear derailleur
hanger, replaceable front derailleur hanger, STI
cable adjusters on the down tube, seat clamp,
FSA ORBIT IS headset.

DE/RATEC



Photo: barva ramu/ frame colour Fire red, samolepky/ stickers CA 083
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Tento ram je urceny pro zavodni silniéni cyklisti-
ku. Mirneé slopingovy model vyrobeny z double
butted ovalizovanych trubek velkych pramérd.
Ram diky specialnimu profilu trubek a optimali-
zaci tloustky stény dociluje nizké hmotnosti pri
zachovani schopnosti akcelerace. Hmotnost
surového ramu ¢ini 1410 g. Zaruka je 5 let.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", primér sedlovky 27,2 mm, presmy-
kac na navarku.

Standardni vybaveni: Bovden pro zadni brzdu
vedeny uvnitf ramu, dva pary viozek pro ko-
Sik na lahve, vymeénitelny drzak prehazovac-
ky, vymenitelny drzék pfesmykace, stavitelné
opéry bovdent STI na spodni trubce, smyk
na lanka, podsedlova objimka, plastové kon-
covky bovdend, zaves pro fetéz, hlavové slo-
zeni 1-1/8" FSA ORBIT IS.

Photo: barva ramu/ frame colour Classic black, samolepky/ stickers CA 083

head tube maximum

FRAME SIZE VR

A frame specifically designed for road racing.
This frame is slightly sloping and made from
oversized double butted tubing with ovalised
cross sections. Due to the special profile of the
tubing as well as the variable wall thickness,
this frame offers low weight without sacrificing
stiffness or acceleration. Frame weight: 1410
grams. Warranty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost di-
ameter 27.2 mm.

Standard Equipment: Replaceable front de-
railleur hanger, internal cable for rear brake,
2 pairs of clips for fastening bottle cages, repla-
ceable rear derailleur hanger, STI cable adjus-
ters on the downtube, plastic cable guide, seat
clamp, plastic cable ends, chain hanger, FSA
ORBIT IS headset.

DE/RATEC
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Tento 8pickovy zavodni ram je vhodny pro krét-
ky a dlouhy triatlon. Vyznacuje se vyraznym
slopingem, zmensenym trojuhelnikem predni
stavby a aerodynamickym tvarem zeslabova-
nych trubek. PouZitou konstrukci dosahuje
znac¢né tuhosti pro maximalni pfenos energie
do zrychleni. Hmotnost surového ramu &ini
1350 g. Zaruka je 5 let.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", pfesmykac na navarku.

Standardni vybaveni: Bovden pro zadni brzdu
vedeny uvnitf ramu, dva pary viozek pro kosik
na lahve, vymeénitelny drzak prehazovacky,
navareny drzak presmykace, sedlova objimka
Jet, stavitelné opéry bovdend STI na spodni
trubce, smyk na lanka, zavés pro fetéz, hlavo-
vé slozeni 1-1/8" FSA ORBIT IS, hlinikova aero
sedlovka Jet.

T
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FRAME SIZE VR

typical
rider
height

166 - 167

effective
top tube
lenght

A1-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

bottom
bracket
height

D-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 082 — Green

head tube maximum

lenght

F-mm

high

fork rake

head tube
angle

seat tube
angle

A high quality racing frame especially suitable
for triathlons. The frame is characterised by its
significantly sloping top tube, a smaller front
triangle and the aerodynamic shape of the tu-
bes. Frame weight: 1350grams. Warranty peri-
od: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8"

Standard Equipment: Replaceable front de-
railleur hanger, internal cable for rear brake, 2
pairs of clips for fastening bottle cages, replace-
able rear derallleur hanger, STl cable adjusters
on the downtube, cable skid, JET seat clamp,
plastic cable ends, chain hanger, FSA ORBIT IS
headset, JET aluminium aero seatpost.

DlL/RATELC
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Jedna se o Casovkarsky special, jehoz koncep-
ce vychazi z pozadavku na minimalni odpor
vzduchu pfi jizdé. Zejména proto byly pouzity
specialni aero profily trubek vcéetné sedlo-
vé trubky JET, které tento pozadavek tvarové
splAuji. Ram dosahuje zna¢né tuhosti, coz za-
vodnikovi poskytuje maximalni prenos vydané
energie do zrychleni. Velmi kratka zadni stavba
eliminuje turbulence vznikajici v mezefre u zad-
niho kola. Hmotnost surového ramu ¢inf 1620
g. Zaruka je 5 let.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", pfesmykac na navarku.

Standardni vybaveni: Bovden pro zadni brzdu
vedeny uvnitf ramu, dva pary viozek pro kosik
na lahve, vymeénitelny drzak prehazovacky,
navareny drzak presmykace, sedlova objimka
Jet, stavitelné opéry bovdend STI na spodni
trubce, smyk na lanka, zavés pro fetéz, hlavo-
vé slozeni 1-1/8" FSA ORBIT IS, hlinikova aero
sedlovka JET.

FRAME SIZE VR

typical
rider
height

effective
top tube
lenght

Al-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

bottom
bracket
height

D-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 082 - Red

head tube maximum

lenght

high

fork rake

head tube
angle

seat tube
angle

A frame specifically designed for time trials.
lts design is based on the requirements for
minimum wind resistance. In order to achieve
this, it is produced from special aero profiled
tubing and includes an aero JET seatpost. The
tubes are specially designed to be aerodyna-
mic without losing any stiffness, ensuring maxi-
mum power transfer. A very short rear triangle
is used to eliminate the turbulence that origina-
tes in the gap between the seat tube and the
rear wheel. Frame weight: 1620 grams. War-
ranty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8".

Standard Equipment: Replaceablefrontderaille-
ur hanger, internal cable for rear brake, 2 pairs
of clips for fastening bottle cages, replaceable
rear derailleur hanger, STI cable adjusters on the
downtube, cable skid, JET seat clamp, plastic
cable ends, chain hanger, FSA ORBIT IS head-
set, JET aluminium aero seatpost.

DlL/RATELC
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Tento dréhovy ram klasické koncepce je urce-
ny pro bodovaci discipliny. Firma Duratec ma
mnoho zkusenosti tykajicich se vyroby draho-
vych ramU. Model je velmi obliben v zahranici
a pouziva jej mnoho reprezentacnich, junior-
skych a zavodnich tymu.

U tohoto réamu je pouzita double butted (od-
lehcena) spodni ramova trubka proménlivé-
ho kruhového prarezu a tim je docilena nizsi
hmotnost pfi zachovani vysoké tuhosti ramu.
Hmotnost surového ramu ¢ini 15650 g. Zaruka
je blet.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", primér sedlovky 27,2 mm.
Standardni vybaveni: Podsedlova objimka,
hlavové slozeni 1-1/8" FSA ORBIT IS.

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 084
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typical effective  seattube effective bottom .
FRAME SIZE VR rider toptube lenghtto chainstay  bracket heleeu: trl:tbe mar:(ilrr;]um fork rake he:: t;be se:r:ttljebe
height lenght top lenght height 9 9 9 9

A1-mm B2-mm C1-mm D-mm F-mm I-mm K-mm

A track frame of classical concept designed
for scoring disciplines. Concerning the manu-
facture of track frames, DURATEC has been
very experienced since its beginnings and
nowadays, they become a firm’s traditional
product. Our track frames have been chosen
by many national representations and a lot of
other racers from the whole world. We have
used a double butted down tube of variable
round cross-section which ensures the lower
weight but unreduced high stiffness of the fra-
me. A head tube is adjusted for integrated he-
adset FSA ORBIT IS. Weight of a coarse frame
is 15680 grams. Warranty of 5 years.

Technical Specifications: BSA thread, head
tube 1-1/8", seatpost diameter 27,2 mm

Standard Equipment: Seat clamp, headset
FSA ORBIT IS.

/R ATECL
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Photo: barva ramu/ frame colour Classic black, samolepky/ stickers CA 081 — Green

typical effective  seattube effective bottom head tube  maximum head tube  seat tube
FRAME SIZE VR rider toptube lenghtto chainstay  bracket lenght high fork rake anale andle
height lenght top lenght height 9 9 9 9
Drahova modifikace silni¢nino ramu Sprinter inch Al-mm  B2-mm  Ci1-mm D-mm F-mm f-mm K-mm A track modification of road frame Sprinter RX

RX je urCena pro stihaci discipliny. Pouzité aero
profily trubek zajistuji miniméalni odpor vzduchu
pfi jizdé a ram dosahuje znacné tuhosti potreb-
né pro pfenos energie do zrychleni. S patfic-
nou Upravou geometrie je mozné vyrobit tento
ram pro drahovou disciplinu SPRINT. Hlavova
trubka ramu je upravena pro integrované hlavo-
vé slozeni FSA ORBIT IS. Hmotnost surového
ramu ¢ini 1670 g. Zaruka je 5 let.

designed for chasing disciplines. By applying
the appropriate adjustment of geometry, the
frame can be manufactured for a track discipli-
ne SPRINT. A head tube is adjusted for integra-
ted headset FSA ORBIT IS. Weight of a coarse
frame is 1670 grams. Warranty of 5 years.

Technical Specifications: BSA thread, head
tube 1-1/8".
Standard Equipment: Seat clamp Jet, seatpost

Pfipojovaci rozméry: Zavit BSA, hlavova trub- Jet, integrated headset 1-1/8” FSA ORBIT IS.

ka 1-1/8".
Standardni vybaveni: Podsedlova objimka Jet,
hlavoveé slozeni 1-1/8" FSA ORBIT IS, aero sed-
lovka Jet.

DlL/RATELC
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Tento celoodpruzeny ram je uréeny pro cross-
country a maratonské zavody. Ram wyuziva
systému jednocepové zadni stavby uchycené
v primyslovych loziskach. Uchyceni tlumice
bylo navrzeno s ohledem na progresivni cha-
rakteristiku pruzeni ke konci zdvihu. UloZeni
¢epu blizko stfedového slozeni vyrazné elimi-
nuje ztraty energie v tlumici pfi Slapani, coz
podporuje i velmi tuha konstrukce zadni stav-
by. Zdvih zadni stavby je 80-100 mm v zavis-
losti na pouzitém tlumici. Hmotnost surového
ramu ¢ini 2000 g. Zaruka je 2 roky.
Pripojovaci rozmeéry: Zavit BSA, primér sed-
lovky 27,2 mm, primér pro presmykac 34,9
mm - spodni tah, délka tlumice 165 mm, sitka
uchyceni 22 mm, otvor 6 mm.

Standardni vybaveni: Hlavové slozeni 1-1/8”
FSA TH-871, dva pary viozek pro kosik na lah-
ve, vymenitelny drzak prehazovacky, podsed-
lova objimka, otvory pro uchyceni kotoucové
brzdy, plastové koncovky bovden(.

FRAME SIZE VR

inch

typical effective  seattube effective bottom
rider toptube lenghtto chainstay  bracket
height lenght top lenght height

Al-mm B2-mm C1-mm D-mm

187 - 191

192 - 196

head tube maximum

lenght

F-mm

Photo: barva ramu/ frame colour Nature ALU, samolepky/ stickers CA 082

high

I-mm

fork rake

K-mm

head tube
angle

seat tube
angle

A full suspension frame designed for cross-
country and marathon races. The rear structu-
re utilises a single pivot in a sealed housing.
The positioning of the shock absorber was
designed to compensate for the progressive
increase in shock absorber loads the ends of
the suspension travel. The placing of the pivot
close to the bottom bracket greatly eliminates
energy loss through the shock absorber du-
ring pedalling. The maximum amount of rear
travel is 80-100 mm, depending on the choice
of shock absorber. Frame weight: 2000 grams.
Warranty Period: 2 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for bottom pull derailleur, 156 mm shock
absorber length with a mounting width of 22
mm and 6 mm screw hole diameter.

Standard Equipment: FSA TH-871 1-1/8" head-
set, 2 pairs of clips for mounting bottle cages,
replaceable rear derailleur hanger, seat clamp,
disc brake mounts, plastic cable ends.
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Jedna se o karbonovy ram uréeny pro zavodni
cross-country a maratonské zavody. Hlavnim
konstrukénim cilem nebyla u tohoto ramu niz-
ka hmotnost, ale spojeni dvou parametrd ovliv-
Aujicich jizdni vlastnosti — tuhost ramu a vyuziti
Utlumovych vlastnosti kompozitu. Hmotnost
surového ramu ¢ini 1340 g. Zaruka je 2 roky.
Pripojovaci rozmeéry: Zavit BSA, primér sed-
lovky 27,2 mm, primér pro presmykac 34,9
mm - horni tah.

Standardni vybaveni: Hlavové slozeni 1-1/8”
FSA ORBIT IS, dva pary viozek pro kosik na
lahve, vymeénitelny drzak prehazovacky, pod-
sedlova objimka, otvory pro uchyceni kotou-
¢ové brzdy, na zadost zakaznika ¢epy pro ,V*
brzdy (bez pfiplatku).

FRAME SIZE VR

inch

typical
rider
height

effective
top tube
lenght

Al-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

Photo: barva ramu/ frame colour Nature ALU - CARBON, samolepky/ stickers special silver

bottom
bracket
height

D-mm

head tube
lenght

F-mm

maximum
high

l-mm

fork rake

K-mm

head tube
angle

seat tube
angle

This is a high quality carbon and aluminium fra-
me designed for cross-country and marathon
races. Carbon fibre tubing is used due to its
unique ride characteristics of vibration dam-
pening and ride softening without any redu-
ction in stiffness. A layer of fibreglass is used
to protect the downtube from stone damage.
Frame Weight: 1340 grams. Warranty period:
2 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for top pull derailleur.

Standard Equipment: FSA ORBIT IS head-
set, 2 pairs of clips for fastening bottle cages,
replaceable rear derailleur hanger, seat clamp,
disc brake mounts (optional V-brake mounts
can be included at no extra charge).
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Zavodni ram Canner CC1 je uréeny pro cross-
country a maratonské zavody. Jedna se o ne-
konvenc¢ni koncepci charakterizujici Duratec
a nabizi brilantni rué¢ni zpracovani svart, povr-
chi a designu. Konstrukéni revoluct je CAR-
BON ELASTIC ELEMENT (karbonovy pruzny
prvek) oznaceny jako C.E.E., uchyceny do sed-
lovych vzpér. Velikosti vnitiniho tvaru C.E.E. Ize
meénit tuhost elementu a ovliviovat tim jizdni
vlastnosti a chovani kola v terénu. Hmotnost
ramu je 1380 g. Zaruka je 2 roky.

Pripojovaci rozmeéry: Zavit BSA, primér sed-
lovky 27,2 mm, primeér pro presmykac 34,9
mm — spodnf tah.

Standardni vybaveni: Hlavové slozeni 1-1/8”
FSA ORBIT IS, C.E.E., dva pary vioZzek pro ko-
Sik na lahve, vyménitelny drzak prehazovacky,
podsedlova objimka, otvory pro uchyceni ko-
toucove brzdy. (V-brzdy nejsou mozné)

typical effective
FRAME SIZE VR rider top tube
height lenght

inch Al-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

bottom
bracket
height

D-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 085 - 1

head tube maximum
lenght high

F-mm I-mm

fork rake

K-mm

.

head tube
angle

seat tube
angle

The CANNER CC1 is a model specifically
designed for cross country and adventure ra-
cing. Its production is the result of extensive
research into the dynamics of cross country
racing and the performance of different frame
materials under race conditions. This has led
to the development of the revolutionary new
CARBON ELASTIC ELEMENT (C.EE). The
C.E.E is a replaceable carbon linkage that is
designed to deform at pre-determined loads.
By changing the C.E.E it is possible to alter the
shock dampening charactistics of the rear end
of the bicycle, thereby tailoring the handling
characteristics to the riding conditions. Frame
weight: 1380 grams. Warranty period: 2 years.
Technical Specifications: BSA bottom bracket
thread, Seatpost diameter 27.2 mm, 34.9 mm
front derailleur clamp for bottom pull derailleur.

Standard Equipment: FAS ORBIT IS headset,
C.E.E, 2 pairs of clips for fastening bottle cages,
replaceable rear derailleur hanger, seat clamp,
disc brake mounts. (V-brake not available)
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Kvalitni hlinikovy ram uréeny pro cross-country
a maratonské zavody. Spliuje nejvyssi technic-
ké pozadavky ze strany zavodnik(. Prodlouze-
na horni ramova a hlavova trubka zlepsuiji jizdni
vlastnosti a ovladatelnost kola. Diky profilaci
zadnich vzpér ma ram nizsi hmotnost a lepsi
Utlumové viastnosti. Hmotnost surového ramu
je 1400 g. Zaruka je 5 let.

Pripojovaci rozmeéry: Zavit BSA, primér sed-
lovky 27,2 mm, primér pro presmykac 34,9
mm — spodni tah.

Standardni vybaveni: Hlavové slozeni 1-1/8”
FSA ORBIT IS, dva pary viozek pro kosik na
lahve, vymeénitelny drzak prehazovacky, pod-
sedlova objimka, otvory pro uchyceni kotou-
¢ové brzdy, na zadost zakaznika ¢epy pro ,V*
brzdy (bez pfiplatku).

FRAME SIZE VR

typical
rider
height

effective
top tube
lenght

Al-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

bottom
bracket
height

D-mm

head tube maximum

lenght

F-mm

Photo: barva ramu/ frame colour Classic black, samolepky/ stickers CA 086 - 2

high

I-mm

fork rake

K-mm

head tube
angle

seat tube
angle

Quality aluminium frame designed for cross
country and marathon racing, it has received
the highest praise from all levels of riders. Ex-
tended top and down tubes help to improve the
handling characteristics and result in improved
control over rough terrain. Profiled seat stays
are used for their shock absorbing properties
and low weight. Frame weight: 1400 grams.
Warranty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for bottom pull derailleur.

Standard Equipment: FSA ORBIT IS headset,
2 pairs of clips for fastening bottle cages, repla-
ceable rear derailleur hanger, seat clamp, disc
brake mounts (optional V-brake mounts can be
included at no extra charge).
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Tento ram je urceny pro horskou cyklistiku. Pro
stavbu ramu jsou pouzity odlehcené profilo-
vané trubky velkych primeérd, které efektivné
odolavaji dynamickému zatizeni pfi zavodni
jizdé a svoji tuhosti poskytuji zavodnikovi moz-
nost rychlé reakce a spravného vedeni kola.
Vedeni lanek je integrovano do spodni Casti
horni ramové trubky. Hmotnost surového ramu
¢ini 1450 g. Zaruka je 5 let.

Pripojovaci rozmeéry: Zavit BSA, primér sed-
lovky 27,2 mm, primér pro presmykac 34,9
mm - horni tah.

Standardni vybaveni: Hlavové slozeni 1-1/8”
FSA ORBIT IS, dva pary viozek pro kosik na
lahve, vymeénitelny drzak prehazovacky, pod-
sedlova objimka, otvory pro uchyceni kotouco-
vé brzdy, ¢epy pro V" brzdy, plastové koncov-
ky bovdend.

typical effective  seattube effective bottom
FRAME SIZE VR rider toptube lenghtto chainstay  bracket
height lenght top lenght height

inch V-cm Al-mm B2-mm C1-mm D-mm

197 - 201

head tube maximum

lenght

F-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 086 - 2

high

l-mm

fork rake

K-mm

head tube
angle

seat tube
angle

This frame is designed for serious off road
cycling. The frame is build using relieved and
profiled oversized tubing to combat the high
impact loads associated with off road racing.
The geometry is designed to offer stable, yet
fast and precise handling. The cables are run
within the profiled underside of the top tube
to avoid damage. Frame weight 1450 grams.
Warranty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for top pull derailleur.

Standard Equipment: FSA ORBIT IS head-
set, 2 pairs of clips for fastening bottle cages,
replaceable rear derailleur hanger, seat clamp,
disc brake mounts (optional V-brake mounts
can be included at no extra charge).

DlL/RATELC
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Jedna se o zavodni ram urceny pro cyklokros.
Svou geometril, profilovanim a tvarovanim tru-
bek poskytuje zavodnikovi snadnou oviadatel-
nost pfi vedeni kola. Na zadnich vzpérach je
navarena zarazka bovdenu pro pouziti cantile-
verové brzdy. Kladka umisténa ve spodni Casti
sedlové trubky umoznuje montaz presmykace
se spodnim tahem, ale standardné je ram pfi-
praven pro montaz presmykace na horni tah.
Hmotnost rému ¢ini 1400 g. Zaruka je 5 let.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", presmykac¢ prlimeér 34,9 mm - horni
tah nebo spodni tah s pouzitim kladky, prameér
sedlovky 27,2 mm.

Standardni vybaveni: Vymeénitelny drzak pre-
hazovacky, podsedlova objimka, cepy pro V"
brzdy, hlavove slozeni 1-1/8" FSA ORBIT IS.

FRAME SIZE VR

typical
rider
height

V-cm

effective
top tube
lenght

Al-mm

seat tube
lenght to
top

B2-mm

effective
chainstay
lenght

C1-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 082 — Green stripe

bottom
bracket
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D-mm

head tube maximum
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F-mm

high

I-mm
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K-mm

head tube
angle

seat tube
angle

A racing frame designed for cyclocross. The
geometry and tube profiles are specifically
designed to provide a controlled and responsi-
ve ride. A cable guide for cantilever brakes is at-
tached to the seat stays. The frame is designed
for use with a top pull front derailleur, however
a pulley situated on the bottom section of the
seat tube allows the use of a bottom pull front
derailleur. Frame weight: 1400 grams. Warran-
ty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for top or bottom pull derailleur.
Standard Equipment: FSA ORBIT IS headset,
replaceable rear derailleur hanger, seat clamp,
pins for V-brakes.
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Tento ram je uréeny pro vykonnostni cykloturis-
tiku. Geometrie ramu byla navrzena s ohledem
na klidné a vyvazené jizdni vliastnosti a poho-
dinou jizdu. Geometrii ramu je mozné zvolit
na prani zéakaznika pro pevnou ¢i odpruzenou
predni vidlici. Hmotnost surového ramu cini
1850 g. Zaruka je 5 let.

Pfipojovaci rozméry: Zavit BSA, hlavova trub-
ka 1-1/8", presmykac prlimeér 34,9 mm - horni
tah, prameér sedlovky 27,2 mm.

Standardni vybaveni: Dva pary viozek pro
kosik na lahve, vymeénitelny drzak prehazo-
vacky, podsedlova objimka, plastové zarazky
bovdend, otvory pro uchyceni kotoucové brz-
dy, o¢ka pro uchyceni blatnikd a nosice, hlavo-
vé slozeni 1-1/8" FSA ORBIT IS.

L k.
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typical effective  seattube  effective bottom
FRAME SIZE VR rider toptube lenghtto chainstay  bracket
height lenght top lenght height

B2-mm C1-mm

sion fork

149 - 154

165 - 164

188 - 197

198 - 202

lenght

F-mm

Photo: barva ramu/ frame colour Arctic white, samolepky/ stickers CA 085 - 1

.

head tube maximum

high

fork rake

head tube
angle

seat tube
angle

A frame designed for high performance cross
country cycling. The geometry and tube profi-
les are designed to provide easy handling and
comfortable ride characteristics. The frame
can be manufactured to accommodate either
conventional or suspension forks.

Frame weight: 1850 grams. Warranty Period:
5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for top pull derailleur.

Standard Equipment: FSA ORBIT IS headset,
replaceable rear derailleur hanger, 2 pairs of
clips for fastening bottle cages, seat clamp, pins
for V-brakes, plastic cable guides, adapters for
fastening mud guards and pannier racks.
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Jedna se o tandemovy ram ve varianté treking.
Pouziti trubek velkych primeérl a specialni
konstrukce zarucuji znacnou tuhost ramu, kte-
ra je rozhodujicim parametrem ovliviujicim fidi-
telnost a ovladatelnost bicyklu. Soucasti ramu
je excentr pro napnuti spojovaciho fetézu. Ve-
likost ramu je vhodné konzultovat s vyrobcem.
Kramu je mozno zakoupit zesilenou hlinikovou
vidlici s ocelovym sloupkem. Hmotnost surove-
ho ramu ¢ini 3400 g. Zaruka je 5 let.

PFipojovaci rozmeéry: Zavit BSA, hlavova trubka
1-1/8", pfesmykac primér 34,9 mm - spodni
tah, prameér sedlovek 27,2 mm.

Standardni vybaveni: TFi pary viozek pro koSik
na lahve, excentr, vyménitelny drzak prehazo-
vacky podsedlové objimky, plastové zarazky
bovdend, otvory pro uchyceni kotoucové brz-
dy, ocka pro uchyceni blatniku a nosice, hlavo-
vé slozeni 1-1/8" FSA ORBIT IS,

A custom made tandem frame for specific cyc-
ling disciplines. The use of oversize tubing and
special construction techniques ensure maxi-
mal stiffness, which inturn enhances the agili-
ty and ease of control of the bike. The frames
uses an excanter bottom bracket for control of
the chain tension. Frame geometry is calcula-
ted from the geometry of the two riders. The
frame is available with a reinforced aluminium
bladed/steel steerer fork. Frame weight: 3400
grams. Warranty period: 5 years.

Technical Specifications: BSA bottom bracket
thread, integrated headset 1-1/8", Seatpost
diameter 27.2 mm, 34.9 mm front derailleur
clamp for bottom pull derailleur.

Standard Equipment: FSA ORBIT IS headset,
replaceable rear derailleur hanger, 3 pairs of
clips for fastening bottle cages, plastic cable
guides, disc brake mounts, adapter for faste-
ning mudguards and pannier racks, excanter
pottom bracket.

front typical
FRAME SIZE VR rider
height

17,3/15,0
18,1/15,7
18,9/17,3
19,7/18,1
20,5/18,1
21,3/18,9
MULTIROAD SERIES
IERVALRS 155 - 164
19,7/18,1 165 - 175
21,3/18,9

188 - 197

20,5/18,1

21,3/18,9

22,8/21,3
23,6/21,3

24,4/22,0

rear effective effective  seattube seattube effective bottom head .
) . ; maximum head tube seattube seattube
typical rider top tube top tube lenghtto  lenghtto chainstay  bracket tube hiah fork rake T . —r
height lenght lenght top top lenght height lenght 9 9 9 9

[2]V-cm [2]A1-mm [1]B m [2]B2-mm F-mm mm

149 - 154

165 - 164
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- nastaveni pozice a Uhlu sedlové trubky
v zavislosti na ergonomii, zakladni promerent.

- the position and angle of the saddle frame
tube in dependence on ergonomics, primary measuring.

shoes and pedals.

Duratec FOG system je zcela novy méfici systém vyvinuty pro ramy Duratec a jejich specifické parametry.
Méfen je vzdy doporuceno profesionaltim, zavodnikim a také jezdcim, ktefi svymi télesnymi proporcemi
nezapadaji do standardné vyrabénych ramu. Vysledkem méfeni je vzdy optimalizovana geometrie rdmu a presné
sefizeni posedu.

Pomoci unikatniho systému jsme schopni mérit télesné proporce zakaznika a vypodist geometrii ramu na
miru véetné polohy posedu dle prfesné nameérenych hodnot. Tento vypocet a hodnoty Ize prenést na specialnf
polohovaci stolici ,Duratec Simulator” a zakaznik si mize navrzené a doporuc¢ené parametry nastavit a vyzkou-
Set. Pokud mu tyto vyhovuiji, je mozné zadat vyrobu ramu daného modelu. Po dodani ramu je nutné kalibrovat
polohu posedu pomoct ,Duratec Calibrator”. Vice informaci v Duratec centrech (viz zadni strana katalogu).

www.duratec.eu

atd.) slouZi jako vstupni data pro vypocet geometrie ramu na miru véet-
né polohy posedu. Kalkuluje i s pouzivanymi tretrami a pedaly.

(height, crotch, torso, width of shoul-
ders etc.) It serves as the input data for accurate calculation of the tailor-
made frame geometry including the saddle position. Also, it considers

(wska, rozkrok, torzo, sffe ramen - kalibrace polohy sedla a fiditek na ramu
vyrobeném dle navrhu Duratec FOG system. Zakaznik dostava ram

osazeny komponenty s presnym nastavenim jednotlivych komponent.

— calibration of the saddle and handlebar
position in the frame manufactured according to the Duratec FOG
system design. The customer receives the frame with all components
fixed and with precise setting of individual parts.

Duratec FOG System is a completely new measuring system designed for Duratec frames and their specific
parameters. It is recommended to all professionals, racing cyclists and hobby riders, who with their build do
not fit in standard manufactured sizes of road and MTB frames. In such case the measurement is needed and
it results in optimized geometry of the frame.

Thanks to the unique system we are able to measure the customer’s build and we may calculate the trueto-size
frame geometry including the saddle position precisely according to measured values. This calculation and valu-
es may be transferred to a special convertible chair called “Duratec Simulator” and the customer may himself set
and try the designed and recommended parameters. Should they suit him, he may order the manufacture of the
frame model. After delivery of the frame the position of the saddle must be calibrated by “Duratec Calibrator”.



_ DURATEC OUTWET ACTIVE SPORTSWEAR

ONLY 1 SIZE FOR EVERYBODY - UNISIZE, UNISEX

Model EP2

dark line

Model LP2

Tricka vyrobena z exkluzivni elastikované latky OUTWET. Diky vysoké elas-
ticnosti existuje pouze jedina velikost a tricko maximalne pfilne k télu, ¢imz
je zajisténa jeho funkcnost. Je vhodné pro muze i zeny. Hexagonalni struk-
tura tkaniny umoznuje prenos vihkosti smérem ven a udrzuje tak télo
v suchu a svezi. Material: 90% PP, 10% EL. Polypropylenova viakna jsou
velmi lehka, nenavihaj a jsou odolna vaci bakteriim a plisnim. Prvni vrstva
obleCeni unikatni patentované konstrukce. NejlepSi ochrana organismu
pii zvysene télesné namaze a za extremnich klimatickych podminek.

Mode WP3 Model LP1

dark line

Duratec have developed a range of base layer shirts made from a re-
volutionary new fabric called , OUTWET'. OUTWET exhibits exceptional
moisture wicking properties due to its unique hexagonal weave pattern.
It has also been designed to be extremely elastic, ensuring a tightly con-
tour fit to maximise its wicking effectiveness. The shirts are available in
long, short and sleeveless versions, and due to the elasticity of the ma-
terial only one size is need to fit both men and women. Material: 90%
PP, 10% EL.

Model CLASSIC

dark line

Duratec Socks
orange and white line

Ponozka Duratec z materialu ClimaWell je cyklisticka ponozka se snize-
nym lytkem a klasickym lemem. Pata a Spice jsou zesilené proti odéru,
v chodidle je elasticky pasek zabranujici posouvani ponozky v boté.

Duratec offers socks produced from CLIMAWELL material. The socks
are low cut, with thicker material on the heel and toe sections to prevent
chaffing. There are also elastic fibres on the base of the sock to prevent
the foot from moving inside the shoe.
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ace RockShox REBA Race RockShox REBA Race 3ockShox RECON Sl RockShox RECON S RockShox REBA Race RockShox RECON S Marzocchi TXC LO viarzocchi TXC LO

Dual Air Push Lock sh Lock Dual Air Push Lock

Shimano XT Shimano X uvativ Firex Truva irex Truvativ Firex vativ Firex

Shime ) Shimano X Shimano X Shime

imano X Shimano X himano

Shiman Shimar

1ano X Shimano X Shime

(o]

¢ 3 Shimé ( Sram > Sram X9 no X Srarm X9
shimano XTR DISC Sh o XT DISC Shimano XT Rapidfire Shimano XT Rapidfire Shimano X re Sram Grip X-0 Sram Grip X-0 Shimano XT Rapidfire Sy Grip X-0
Shifting lev. Plus Plus Plus Plus

¢ Crossmax ST Disc | Mavic Crossride Disc Mavic Crossride Disc

Draty / Spok

Plaste 5
Tires

Racing Ralph Schwalbe Racing Ralph

Noby Nick n ouring
Syntace F99 MTB Ritchey PRO itchey PRC litche 3( Ritchey iche hey |
Syr L > Carbon | Ritchey PRO it ditchey PRC litchey PRO Ritchey PRO Ritchey PRO litchey PRO 3itche 0
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Selle ltalia SLK Flow Gel | Selle ftalia SLK Flow Gel | Selle San Marco Ponza | Selle San Marco Ponza | Ritchey COMP Streem | Ritchey COMP Streen itchey COMP Streen lle San M 7 | Ma 7

Vybrany model ramu méate moznost doplnit nékterou z nami nabizenych sestav. Podle nasich zkusenosti tyto sestavy uspokoji kazdého cyklistu. Aby byla Vase svoboda opravdu dokonala, nabizime navic na nasich internetovych strankach moz-
nost navrzeni individualni sestavy. VVyrobce si vyhrazuje pravo na zmeénu komponent.

You can compete your bike by choosing one of our numerous build kits on offer. Through our experience we have devised various build kits to complement every level of budget and rider.However it is also possible to individualy configure the
build kit to create your ideal bike.

SILNICNI SESTAVY PRO JiZDNi KOLA DURATEC 2008 / ROAD GROUPSETS FOR 2008
ROAD 1/2008 ROAD 2/2008 ROAD 3/2008 ROAD 4/2008 ROAD 5/2008 ROAD 6/2008 ROAD 7/2008 CROSS 1/2008 TRACK - 1/2008

Predni vidlice / Fork Flatly C-Full carbon 3G 1200 Full carbon RCB00 Alcarbon Flatly C Full carbor IRC1200 Full carbon XCB00 A-carbor Flatly C-Full carbor CC 700 Alcarbo A 500

Kliky—prevodnik / Crancset i Viiche
Shimano Dura-Ace Shimano Ultegra Shimano 10¢ Campagnolo Record Campagnolo Chorus Campagnolo Centau ore ed Shimano 105

Osa / Axel Viiche

Kazeta / Cassette Shimano Dura-Ace Shimano Ultegre Shimano 105 Campagnolo Record ( gnolo Chorus ( nolo Centaur Sram Red Shimano 105 Viiche

ﬁetéz/Chain Shimano Dura-Ace Shimano Ultegra Shimano 105 Campa np horu Jam PC Shimano 105 Jiche
Presmykac / Front derr. Shimano Dura-Ace Shimano Ultegra Shimano 105 Campagnolo am Chol U Shimano 1¢
Pfehazovacka / Read derr. JSilgElReNnNieRAeE] Shimano Ultegra Shimano 105 Campagnolo Campagnolo Chorus Campagnolo Centau Sram Red Shimano 105

Shimano Dura-Ace Shimano Ultegra Shimano 105 >ampagnolo Record Campagnolo Chorus Campagnolo Centau ram Red Shimano 105

Shimano Dura-Ace Shimano Ultegra Shimano 10¢ Campagnolo Record Campagnolo Chorus Campagnolo Centau Sram Red Sh ) 105

Viavic Ksyrium Elite Mavic AKSIUM Mavic AKSIUM Viavic Ksyrium Elite Viavic Ksyrium Elite Mavic AKSIUM Mavic Ksyrium Elite Viavic AKSIUN Viiche Pistard
Syntace Racelite Carbon ey PRO Ritchey PRO

Selle ltalia SLR Selle ltalia SLR Selle San Marco Ponze

| Selle Italia S



DURATEC V CR

Duratec centrum Praha
Pikovicka 5, 104 00 Praha 4
duratec-centrum@volny.cz

Duratec Centrum Hradec Kralové
Foerstrova 1688, 500 02 Hradec Kralové
www.bohemiacycles.com

Duratec Centrum Karlovarsko
Jachymovska 190, 363 01 Ostrov
tel.: 721 859 544

Hannah Czech a.s.
Americka 55, 301 00 Plzen
tel.: 379 200 244

XCR Svorada Centrum
Spitalka 37, 602 00 Brno
WWW.XCI.CZ

Cyklo Karikovsky
Dukelska 3, Chvalkovicka 44, Olomouc
www.cyklokankovsky.cz

Rebel Bike
Palackého 4, 466 01 Jablonec nad Nisou
www.rebelbike.com

Velosport Richard Valenta
Dr. TyrSe 877, 393 01 Pelhfimov
www.velosport.cz

Tandem Rucki
Nam. Svobody 527, 739 61 Trinec
www.tandem-rucki.cz

-
»
¢

DURATEC IN THE WORLD

D&T Sport Pty. Ltd.
P.O.BOX 444
Miami QLD 4220
Australia
www.dt-sport.com

Gerry Bouttry
Moersteenweg 24

8630 Houtem - Veurne
Belgium

email: gbouttry@scarlet.be

Duratec — Germany, Stefan Doll
Poppenblitteler Bogen 34

223 99 Hamburg

Germany
www.duratec-germany.de

Bohemia Cycles

5 Beaumont Place

Isleworth, Middlesex, TW7 7.B
Great Britain
www.bohemiacycles.com

Duratec Benelux
Chamoisstraat 17
NL 1339 GN Almere
Holland
www.duratec-bikes.nl

Duratec Polska
ul. Stokrotek 4/5
41-400 Myslowice
Poland
www.duratec.pl

SO /R ATEC

Duratec Centrum Bratislava
Dalibor Grebedi

Suty 34, 831 07 Bratislava
Slovakia

www.cycling.sk

Bike Pro

Dukelskych Hrdinov 16
960 01 Zvolen
Slovakia
www.bikepro.sk

Bicibike, SCP
Matagalls 23
08915 Badalona
Spain
www.bicibike.com

Star Bicycle
Ricketwilerstrasse 29
8405 Winterthur
Switzerland
www.starbicycle.com

Duratec US

427 Chimneysweep Hill Rd
CT 060383, Glastonbury
USA
www.duratec—us.com



www.duratec.cz

—e

URATEC s-ro.
eminska 17, 330 33 Mésto Touskov
- Czech Republic

~ EUROPEAN UNION

Tel.: +420 377 243 512

Fax: +420 377 921 377

Mobil: +420 608 510 457

-E-—- e-mail: duratec@duratec.cz

www.duratec.eu

THE EUROPEAN REGIONAL DEVELOPMENT FUND AND THE MINISTRY OF INDUSTRY
AND TRADE OF THE CZECH REPUBLIC SUPPORT INVESTMENT IN YOUR FUTURE.
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