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2009  FORKS

2009  SHOCKS

new 15QR thru axle 	PG .9

new chassis - 32mm 	PG .10

Remote lockout 	PG .11

talas III  		PG  .12

dhx air lever and eyelet 	PG .37

new for 2009

W
herever you ride.
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championships

Event	 Rider	 Team

World Championships

Downhill - Jr. Men’s	 Ruaridh Cunningham	 Iron Horse

National Champions

US Downhill - Men’s	 Cole Bangert	 Morewood Bikes
US Cross Country - Men’s	 Adam Craig	 Team Giant Bicycles
Australia Downhill - Men’s	 Jared Graves	 Yeti-FOX Racing Shox
Irish Downhill - Men’s	 Ben Reid	 Iron Horse
British Downhill - Men’s	 Marc Beaumont	 Team MBUK/Santa Cruz
British Points series- Men’s	 Gee Atherton	 Animal-Commencal
British Points series- Women’s	 Rachel Atherton 	 Animal-Commencal
	
UCI World Cup 

Vigo 4x - Men’s	 Gee Atherton	 Animal-Commencal
Vigo Down Hill - Men’s	 Marc Beaumont	 Team MBUK/Santa Cruz
Vigo 4x - Women’s	 Anneke Beerten	 Team Bike Park
Champery Down Hill - Women’s	 Mariella Saner	 Team Bike Park
Mont Sainte Anne 4x - Women’s	 Anneke Beerten	 Team Bike Park
Schladming Down Hill - Women’s	 Tracey Hannah	 Team Orange/FOX Racing Shox
Maribor 4x - Women’s	 Anneke Beerten	 Team Bike Park
Maribor DH - Women’s	 Rachel Atherton 	 Animal-Commencal

NMBS champions

Cross Country - Men’s	 Geoff Kabush	 Team Maxxis
Cross Country - Women’s	 Georgia Gould	 Team Luna Chix 
Short Track - Men’s	 Geoff Kabush	 Team Maxxis
Short Track - Women’s	 Katerina Nash	 Team Luna Chix
Downhill - Men’s	 Jared Rando	 Team Giant Bicycles
Super D - Men’s	 Carl Decker	 Team Giant Bicycles

Sea Otter Classic 

Super D - Women’s	 Kelli Emmitt	 Team Giant Bicycles
Time Trial - Women’s	 Katerina Nash	 Team Luna Chix
Time Trial - Men’s	 Geoff Kabush	 Team Maxxis
Cross Country - Women’s	 Georgia Gould	 Team Luna Chix
Cross Country - Men’s	 Geoff Kabush	 Team Maxxis
Down Hill - Women’s	 Rachel Atherton 	 Animal-Commencal

US Marathon Champion	 Shonny Vanlandingham	 Team Luna Chix
Qashqai Urban Challenge	 Darren Beerecloth	
Downieville	 Mark Weir	 WTB/FOX/Santa Cruz

WPSA 
2nd Overall	 Dustin Wimmer	 Team Yoshimura/Suzuki

Gnc	
2nd Overall	 Jeremy Lawson	 Honda	 	 	

Worcs
2nd Overall	 Doug Eichner	 Team Polaris/Yoshimura

Nma Ponca City Mx 
85cc Stock/Mod 12-13	 Jason Anderson	 Rockstar/Suzuki 
85cc Stock 14-16	 Ian Trettel	 Rockstar/Suzuki 
85cc Stock/Mod 7-11	 Adam Cianciarulo	 Team Green/Kawasaki 

Loretta Lynn’s Mx
85cc Stock/Mod 12-13	 Jason Anderson	 Rockstar/Suzuki 
85cc Stock/Mod 7-11	 Adam Cianciarulo	 Team Green/Kawasaki 

Winter X 2007
Freestyle	 Chris Burandt	 Team Arctic Cat

Wpsa Sno-X Final Points
Pro-Stock	 Tj Gulla	 Hentges Racing Polaris
Pro-Womens	 Kylie Abrahamson	 Abrahamson Racing Polaris
Semi-Pro Stock	 Dan Ebert	 Team Arctic Cat
Semi-Pro Open	 Cory Davis	 Team Arctic Cat

2007 Dakar Rally
3rd Overall - Super Buggy	 Jean-Louis Schlesser 
1st Overall - Truck Division	 Hans Stacey	

2007 CORR Lucas Oil Series
Pro-4 Round 1,3,12,13 	 Johnny Greaves 
Pro-Lite Round 1, 3, 4, 6, 7, 8, 11, 12 	 Robert Naughton

SCORE Laughlin Desert Challenge
CLASS 1	 John Herder
CLASS 1-2/1600	 Rob MacCachren

SCORE Baja 250
CLASS 1-2/1600	 Daniel McMillin

BITD Vegas 2 Reno
1500	 Mark Weyhrich
4100	 Josh Hall

Dear FOX Customer,

Thank you for your business and support in the 2008 model year.  We know 
you have many choices for suspension and we appreciate the continued 
trust you have in our team and our products.  

In 1974 Bob Fox started racing his products in Motocross and we haven’t 
stopped racing since. FOX Racing Shox equipped vehicles and racers 
have stood atop podiums in every sport we have competed in; from the 
sands of Baja to the dunes of Dakar. For 35 years we have supported	
racers and teams with the best suspension available for ATV’s, Snowmobiles,	
Motorcycles, Off-Road trucks, Indy Cars and Mountain Bikes. Our team of 
Engineers performs rigorous tests with our athletes year round. The data 
we collect from performance testing and our application of that knowledge	
to our product is what separates FOX Racing Shox from every other	
suspension company.

We set the bar for competition with our introduction of FOX Forks in 2002.  
Our 2009 line-up will revolutionize the world of XC and Trail forks yet again.   
All 32mm FOX forks receive a new lower leg with the 15QR axle system.	
Bye-bye open drop outs and clumsy wheel changes. Hello efficiency 
and vastly improved stiffness to weight ratio. Our XC focused F-Series 
forks now have a remote lockout version available for quick and flawless	
on-the-fly transitions. All FOX damping systems have again been improved 
to provide Velcro traction in corners and seamless transitions between 
compression and rebound. TALAS is brought up to version three with	
improved air spring curves and an improved actuation mechanism while 
the DHX Air ProPedal lever system is completely redesigned for better	
ergonomics and ease of use on the fly.  

Our factory in Watsonville, California is filled with an incredible team 
of people who are never satisfied with ‘good enough’. Our Continuous	
Improvement team constantly strategizes to gain efficiency in manufacturing.	
In 2007 alone, we improved 91 manufacturing processes and made 35	
design changes to enhance quality and increase efficiency. Our customer 
service team moved to a new, larger facility to accommodate our customer’s	
needs and maintain quick turn around times. Our service website is the new 
industry standard and we will continue to provide our customers with the 
latest information so riders everywhere will know how to get the most out 
of their FOX products and your bikes.  

In 2007 we took FOX on the road.   We visited a host of our retailers,	
teaching them how easy it is for them to work on FOX product and we	
supported grass roots racing and regional festivals in a way we weren’t 
able to in the past. Look for our own Nick Delauder at a trail head or your 
shop in the near future.

Thank you for taking the time to review the 2009 FOX Racing Shox	
collection of Forks and Shocks. We look forward to working with you in the 
coming year.

Regards,

The FOX Team
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2007 was a monumental year for the development and race program at FOX. We tested with riders, 

listened, tested, listened, over and over again. Yes, it gets tiring, heated, frustrating and sometimes 

down right overwhelming…yet in the end, rewarding. The outcome of this team effort has been 

another year of successful racing and a fantastic 2009 product line.

When we work with our athletes they ask us, “What if I took that line through the rocks, where 

no one else has gone, I could shave seconds off my time.” When we listen to our athletes we ask 

ourselves, “What if we set up their suspension for the new section and they do shave a second 

or two off of their time? What if we work together on the entire course to get the most out of 

their bike and suspension? How much time can we win by then?” When we start asking ourselves, 

“What if,” the possibilities become endless.

If we don’t say “What if,” and act on it, someone else surely will. With every race season that comes 

to an end, we look back and ask ourselves, what did we learn? Then we look to the next year and 

ask, “What if.”

Since 1974 FOX Racing Shox has made suspension, it is all that we do and it is all that we have ever 

done. And since 1974, racing has been part of what we do to design, test and manufacture our 

engineering-driven, purpose-built, high-performance suspension products. Racing is our middle 

name.  It is who we are and what we do.

FOX Racing Shox for Wherever You Ride.

F O X
PHILOSOPHY

BOB FOX
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quick guides > 32mm forks
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MODEL WEIGHT • OPEN DROPOUT WEIGHT • NEW 15QR TRAVEL ADJUSTMENTS LOWER LEG • OPEN DROPOUT LOWER LEG • NEW 15QR FORK COLOR  SPRING INTENDED USE PAGE

32 F-SERIES F80 RLC
F100 RLC
F120 RLC

80 mm 3.34 lbs / 1 .51 kg
100 mm 3.34 lbs / 1 .51 kg
120 mm 3.47 lbs / 1 .57 kg

80 mm 3.57 lbs / 1 .62 kg
100 mm 3.57 lbs / 1 .62 kg
120 mm 3.70 lbs / 1 .68 kg

3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm	

> Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Air spring pressure
> Rebound

>	 9mm open drop-out, Post style disc brake mounting 
>	 9mm open drop-out, Canti-boss, Post style disc brake mounting

>	 NEW 15QR thru axle system
	 Post style disc brake mounting

White Air	
Air	
Air	
	

XC	
XC
AM XC

pg 17

 NEW REMOTE RL 80
NEW REMOTE RL 100
NEW REMOTE RL 120

80 mm 3.50 lbs / 1 .58 kg
100 mm 3.50 lbs / 1 .58 kg
120 mm 3.63 lbs / 1 .64 kg

80 mm 3.73 lbs / 1 .69 kg
100 mm 3.73 lbs / 1 .69 kg
120 mm 3.86 lbs / 1 .75 kg

3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm

> NEW Handlebar actuated lockout
> Air spring pressure
> Rebound

>	 9mm open drop-out, Post style disc brake mounting N/A White Air	
Air	
Air

XC
XC
AM XC

pg 17

F80 RL (OE ONLY)
F100 RL (OE ONLY)
F120 RL (OE ONLY)

80 mm 3.29 lbs / 1 .49 kg
100 mm 3.29 lbs / 1 .49 kg
120 mm 3.42 lbs / 1 .55 kg

80 mm 3.52 lbs / 1 .60 kg
100 mm 3.52 lbs / 1 .60 kg
120 mm 3.65 lbs / 1 .66 kg

3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm	

> Lever actuated lockout
> Air spring pressure
> Rebound

>	 9mm open drop-out, Post style disc brake mounting 
>	 9mm open drop-out, Canti-boss, Post style disc brake mounting

>	 NEW 15QR thru axle system
	 Post style disc brake mounting

White Air
Air	
Air

XC
XC
AM XC

pg 17

F80 R (OE ONLY)
F100 R (OE ONLY)
F120 R (OE ONLY)

80 mm 3.24 lbs / 1 .47 kg
100 mm 3.24 lbs / 1 .47 kg
120 mm 3.37 lbs / 1 .53 kg

80 mm 3.47 lbs / 1 .58 kg
100 mm 3.47 lbs / 1 .58 kg
120 mm 3.60 lbs / 1 .64 kg

3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm

> Air spring pressure
> Rebound

>	 9mm open drop-out, Post style disc brake mounting 
>	 9mm open drop-out, Canti-boss, Post style disc brake mounting

>	 NEW 15QR thru axle system
	 Post style disc brake mounting

White Air
Air	
Air

XC
XC
AM XC

pg 17

32 F29 NEW 80 RLC
NEW 100 RLC
NEW 120 RLC

80 mm 3.78 lbs / 1 .71 kg
100 mm 3.78 lbs / 1 .71 kg
120 mm 3.87 lbs / 1 .75 kg

N/A 3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm

> Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting N/A White Air	
Air	
Air	
	
	

XC	
XC
XC

pg 19

NEW 80 RL (OE ONLY)
NEW 100 RL (OE ONLY)
NEW 120 RL (OE ONLY)

80 mm 3.74 lbs / 1 .69 kg
100 mm 3.74 lbs / 1 .69 kg
120 mm 3.83 lbs / 1 .73 kg

N/A 3.1 inches / 80 mm
3.9 inches / 100 mm
4.7 inches / 120 mm

> Lever actuated lockout
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting N/A White Air	
Air	

XC	
XC

pg 19

32 FLOAT FLOAT RLC 3.74 lbs / 1 .69 kg 3.97 lbs / 1 .80 kg 5.5 inches / 140 mm > Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

White Air AM XC pg 21

FLOAT RL (OE ONLY) 3.72 lbs / 1 .68 kg 3.95 lbs / 1 .79 kg 5.5 inches / 140 mm > Lever actuated lockout
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

White Air AM XC pg 21

FLOAT R 3.61 lbs / 1 .63 kg 3.84 lbs / 1 .74 kg 5.5 inches / 140 mm > Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting N/A White Air AM XC pg 21

32 TALAS NEW TALAS 150 RLC N/A 4.35 lbs / 1 .97 kg 5.9 inches / 150 mm
TALAS 150+130+110 mm
(NEW TALAS III Lever)

> Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Travel - TALAS travel adjust: 
   150+130+110mm 
> Air spring pressure
> Rebound

N/A >	 NEW 15QR thru axle system
	 Post style disc brake mounting

Titanium Air	 AM XC	 pg 23

TALAS RLC 3.90 lbs / 1 .76 kg	 4.13 lbs / 1 .87 kg 5.5 inches / 140 mm
TALAS 140+120+100 mm
(NEW TALAS III Lever)

> Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Travel - TALAS travel adjust: 
   140+120+100mm 
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

Titanium Air	 AM XC	 pg 23

TALAS RL (OE ONLY) 3.84 lbs / 1 .74 kg 4.07 lbs / 1 .85 kg 5.5 inches / 140 mm
TALAS 140+120+100 mm
(NEW TALAS III Lever)

> Lever actuated lockout
> Travel - TALAS travel adjust: 
   140+120+100mm 
> Air spring pressure
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

Titanium Air AM XC pg 23

TALAS R 3.79 lbs / 1 .72 kg 4.02 lbs / 1 .83 kg 5.5 inches / 140 mm
TALAS 140+120+100 mm
(NEW TALAS III Lever)

> Travel - TALAS travel adjust: 
  140+120+100mm 
> Air spring pressure 
> Rebound

9mm open drop-out, Post style disc brake mounting N/A Titanium Air AM XC pg 23

32 VANILLA VANILLA RLC 4.23 lbs / 1 .91 kg	 4.46 lbs / 2.02 kg 5.5 inches / 140 mm > Low speed compression
> Lever actuated lockout 
> Lockout force adjust
> Coil spring preload
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

Black Diamond Steel 
Spring	
	

FR AM	 pg 25

VANILLA RL (OE ONLY) 4.20 lbs / 1 .90 kg	 4.43 lbs / 2.01 kg 5.5 inches / 140 mm > Lever actuated lockout
> Coil spring preload
> Rebound

9mm open drop-out, Post style disc brake mounting >	 NEW 15QR thru axle system
	 Post style disc brake mounting

Black Diamond Steel 
Spring

FR AM pg 25

VANILLA R 4.16 lbs / 1 .88 kg 4.39 lbs / 1 .99 kg 5.5 inches / 140 mm > Coil spring preload
> Rebound

9mm open drop-out, Post style disc brake mounting N/A Black Diamond Steel 
Spring

FR AM pg 25

All forks are manufactured in USA.
Weights indicated above are at 165mm steerer length (with star fangled nut installed and disc brake guide).

(with axle installed)

RP23, Protune, Wherever You Ride, Own the Trail, Brass Mass and Fox Racing Shox are all trademarks of FOX Factory, inc.
40, 36, TALAS, DHX, TerraLogic , FLOAT, Vanilla, ProPedal, Boost Valve , FOX and the FOX logo                are all registered trademarks of FOX Factory, Inc.

Fox Factory products may be covered by one or more of the following US patents and applications as well as other US and international patents pending:
US 7128192; US6640943; US6604751; US6592136; US6581948; US6415895; US6360857; US6311962; US6296092; US6135434.



MODEL  WEIGHT w/ 1 1/8” STEERER 
 (STANDARD)

WEIGHT w/ NEW 1.5” STEERER
(OPTIONAL)

TRAVEL ADJUSTMENTS LOWER LEG FORK COLOR  SPRING INTENDED USE PAGE

36 FLOAT 36 FLOAT RC2 4.78 lbs / 2.16 kg 4.75 lbs / 2.15 kg 6.3 inches / 160 mm EXTERNAL:
> Low speed compression
> High speed compression
> Air spring pressure
> Rebound

INTERNAL:
> Bottom-out resistance
> Travel 

20QR Thru axle system
Post style disc brake mounting

White Air	
	

DH FR AM	
	

pg 27

36 FLOAT R 4.69 lbs / 2.12 kg N/A 6.3 inches / 160 mm EXTERNAL:
> Air spring pressure
> Rebound

INTERNAL:
> Bottom-out resistance
> Travel

20QR Thru axle system
Post style disc brake mounting

White Air DH FR AM	
	

pg 27

36 TALAS 36 TALAS RC2 5.08 lbs / 2.30 kg 5.05 lbs / 2.29 kg 6.3 inches / 160 mm
TALAS 160+130+100 mm	
(NEW TALAS III Lever)

EXTERNAL:
> Low speed compression
> High speed compression
> Travel - TALAS travel adjust (160+130+100mm) 
> Air spring pressure
> Rebound

INTERNAL:
> Hydraulic bottom-out resistance in damper

20QR Thru axle system
Post style disc brake mounting

Titanium Air	
	

DH FR AM	
	

pg 29

36 TALAS R 4.99 lbs / 2.26 kg N/A 6.3 inches / 160 mm 
TALAS 160+130+100 mm
(NEW TALAS III Lever)

EXTERNAL:
> Travel - TALAS travel adjust (160+130+100mm) 
> Air spring pressure
> Rebound

INTERNAL:
> Hydraulic bottom-out resistance in damper

20QR Thru axle system
Post style disc brake mounting

Titanium Air DH FR AM	
	

pg 29

36 VAN 36 VAN RC2 5.21 lbs / 2.36 kg 5.18 lbs / 2.35 kg 6.3 inches / 160 mm EXTERNAL:
> Low speed compression
> High speed compression
> Coil spring preload
> Rebound

INTERNAL:
> Hydraulic bottom-out resistance in damper

20QR Thru axle system
Post style disc brake mounting

Black Diamond Steel Spring DH FR AM pg 31

36 VAN R 5.12 lbs / 2.32 kg N/A 6.3 inches / 160 mm EXTERNAL:
> Coil spring preload
> Rebound

INTERNAL:
> Hydraulic bottom-out resistance in damper

20QR Thru axle system
Post style disc brake mounting

Black Diamond Steel Spring DH FR AM pg 31

40 40 RC2 6.83 lbs / 3.09 kg	 N/A 8 inches / 203 mm 	 EXTERNAL:
> Low speed compression
> High speed compression
> Coil spring preload
> Rebound

INTERNAL:
> Hydraulic bottom-out resistance in damper
> Travel is adjustable down to 6 inches in half inch increments

International Standard disc brake mounting > White
> Black Diamond

Titanium Spring	 DH FR	 pg 33

quick guides > 36 & 40 mm forks

All forks manufactured in USA.

Weights indicated above for all 36 forks are with 165 mm steerer (with star fangled nut installed and disc brake guide)
	Weights indicated above for 40 forks are with 200 mm steerer (with star fangled nut installed and disc brake guide)

Fox Factory products may be covered by one or more of the following US patents and applications as well as other US and international patents pending:
US 7128192; US6640943; US6604751; US6592136; US6581948; US6415895; US6360857; US6311962; US6296092; US6135434.

RP23, Protune, Wherever You Ride, Own the Trail, Brass Mass, Fox Racing Shox and Boost Valve are all trademarks of FOX Factory, inc.
40, 36, TALAS, DHX, TerraLogic , FLOAT, Vanilla, ProPedal, FOX and the FOX logo          are all registered trademarks of FOX Factory, Inc.
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CHASSIS

New designs are optimized to produce 
greatest strength to weight ratio.  

• Lighter weight
• Increased ultimate fork strength
• Increased fork bending stiffness
• Increased torsional stiffness

      NEW LIGHTER 140MM WEB-BRACE LOWER
This form-fi t lower leg wraps around the seal fl anges for a 
lighter casting.  Revised internal machining process results in 
lower friction throughout the stroke.

CROWNS
For 2009 we redesigned and optimized 
all 32mm crowns: F80-100, F120, F29 
and the new 140 Crown.

The new forging yields a lighter and 
stronger overall fork.

     CROWN + STEERER     CROWN + STEERER

32

9 10

STIFFNESS/STRENGTH 

WHEEL STIFFNESS/STRENGTH: 
Disc brake spacing, mounting geometry, and alignment are a locked standard that must be complied with. Current disc brake 
rotor spacing is defi ned from the center plane of the wheel, not from the dropout face. Therefore, due to the use of disc brakes 
and the need to place brake rotors where they are expected to be, dropout spacing does not translate to wider wheel hub 
fl ange spacing. Since DH wheels have the same hub fl ange spacing as a 15X100 hub, and since DH wheels are deemed plenty 
strong already, we chose to maintain our overall fork width to our current spacing, take advantage of the weight savings listed 
above, and do all this with no theoretical wheel strength difference between a 15X100 VS a 20X110.

AXLE STIFFNESS:
A properly designed thru axle system is going to provide
better torsional and transverse shear performance than an open
dropout axle system. FOX and Shimano chose the 15X100 as the
appropriate blend of weight, stiffness and packaging for the XC, 
Trail, and light duty All Mountain applications. 

PACKAGING: 
We wanted the axle lever to be as tucked in as possible when 
in the properly adjusted and installed position. 110mm dropout 
spacing would put the axle lever further outside the envelope of 
the lower leg tube. The 100mm spacing allows for better
installed lever packaging.

100 MM

110 MM

15 MM X 100 MM 
HUB

15QR

20QR20 MM X 110 MM 
HUB

NON DISC SIDE
SPOKE FLANGE

DISC SIDE
SPOKE FLANGE

ROTOR MOUNTING 
SURFACE

60 MM
FLANGE WIDTH

WEIGHT 

AXLE DIAMETER:
It is true that a 15mm
diameter axle is about the
same weight as a 20mm
diameter axle per length.
The 15mm axle will have a 
thicker wall thickness than the 
20mm axle when designed to 
handle similar loads. However, the 
100mm width means 10mm less 
axle length…so the 15 X 100 system 
is lighter than the 20 X 110 system. 

HUB WEIGHTS:
An optimized hub for a 15mm axle 
will be lighter than an optimized hub for 
a 20mm axle. The bearings are smaller for the 15mm axle, 
so the hub shell can be smaller for the 15mm axle. 

DROPOUT DESIGN:
The dropout material supporting the axle on the lower 
leg is of a smaller diameter for a 15mm axle than it is for 
a 20mm axle.

WEIGHT CONCLUSION:  FOX and Shimano calculated 
the 15X100 axle system weight to be a 71g savings as 
compared to a 20x110 axle system weight.

15 PERCENT 
INCREASE IN TORSIONAL STIFFNESS

25 PERCENT 
INCREASE IN TRANSVERSE SHEAR STIFFNESS

SAY GOODBYE TO ROAD PARTS ON YOUR MOUNTAIN BIKE.
FOX AND SHIMANO DEVELOPED THE ALL-NEW 15QR SYSTEM TO 
IMPROVE THE LIVES OF CROSS-COUNTRY AND ALL-MOUNTAIN
RIDERS EVERYWHERE. THE TOOL FREE 15QR THRU AXLE MAKES
FOR  FAST  WHEEL  CHANGES  AND  INCREASED  STIFFNESS  TO  WEIGHT
RATIO. THE 15QR OFFERS A LIGHTER SYSTEM WEIGHT THAN A 20MM 
THRU AXLE AND GREATER STIFFNESS THAN A STANDARD 9MM OPEN 
DROPOUT. WELCOME TO THE NEW WORLD ORDER.



the	fastest	and	
most	efficient	way	
to	lock	oUt	yoUr	
fork	on-the-fly.	
ergonomic design makes for quick and flawless
transitions between locking out your fork and
running it wide open. push down the thumb lever
for lockout and a quick tap of the release lever
immediately opens the damper back up.
the  remote Lockout enables riders to take full
advantage of the lockout feature of their fork with 
zero hesitation and its sealed design requires mini-
mal maintenance. our new remote Lockout lever is
designed and manufactured in chorus with shimano.

seaLed desIgn

we	completely	
redesigned	oUr	
popUlar	talas.
the 3 position user interface (160-130-
100 for 36 models and 140-120-100 for 
32 models) is now more ergonomic for 
fast on-the-fl y travel adjustments and 
better protected from the elements for 
worry free durability.

(150-130-110 is available for the
32 taLas 150 rLC model)

new	talas	iii	featUres:
•   redesigned adjustment mechanism for more repeatable travel 
 changes and improved fi eld serviceability 

• Labyrinth travel lever and sealed air valve cap for increased 
 adjustment mechanism durability

• air spring curves have been redefi ned for improved mid stroke support
 in each of the three travel settings
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09
FOrKs

FOX RACING SHOX

13

fox	 racing	 shox	 is	 a	 vehicle	 dynamics	 company.
for	 35	 years	 we	 have	 been	 working	 with	 spring	
rates,	 motion	 ratios,	 damping	 circUits,	 transition	
reversals,	friction,	and	temperatUre	compensation	
with	the	goal	of	allowing	drivers	and	riders	to	go	
faster	with	more	control.

For my09 we used our 35 years of vehicle dynamics experience and, 
with the help of our elite group of sponsored athletes, taken our
damping performance to the next level…again. 

new dynamic pistons on all forks improve the deep stroke rebound
performance, reduce damping related noise, and provide even 
more seamless transitions from the low speed to mid/high speed
rebound demands.  FIt cartridges found within our 36 and 40 platform
forks receive a complete overhaul resulting additionally in more 
compression stroke damping control, improved bottoming
resistance and transition to the bottoming circuit, better distinction
between the low speed and high speed external adjusters, and
improved reliability and durability through a new sealing package.

F100rlc, WHite, Disc, Oe. Decal: F 32, leFt. Decal: F 32, rigHt. Decal: FOX lOgO, 32, WHite. Decal: “rlc” mOD-

el. Decal: lOcKOUt FOrce aDJUst. FOrK sUB-grOUp: crOWn-steerer-Ut’s, 08 32 F100-80, FOX WHite. tUBe, 

Upper: macHine, FlOat air. tUBe, Upper: BlanK, FlOat, HOneD. tUBe, Upper: macHine, 2007 32 F-series, 

Damper-siDe.  tUBe, Upper: BlanK, FlOat. tUBe, steerer: alUm, 32 ligHtWeigHt, sHOt-peeneD, clear anO. 

crOWn: (t) macHineD, 7050-t6, 08 32 ligHt scallOpeD, FOX WHite. FOrK sUB-grOUp: lOWer leg, 08 32, ligHt 

Disc-OnlY, FOX WHite. BUmper: B/O [1.364 OD X 0.840 iD X 0.200 tlg] nitrile. Decal: FOrX, Disc BraKe HOse 

gUiDe crOss-tHreaD Warning.  ring, Oil: FOam [1.250 iD X 0.155 WtH X 0.250 tlg] WHite UretHane. seals: 

32mm lOWer leg seal. Bearing: internal, Upper [1.262 iD X 0.710 tlg X 0.082 WtH, Ø 32mm sHaFt] eKOnOl/

al. Bearing: internal, lOWer [1.262 iD X 0.985 tlg X 0.082 WtH, Ø 32mm sHaFt] eKOnOl/al. 08 32 leg, ligHt 

pOst Disc-OnlY, FOX WHite, cast, painteD & reameD. FOrK sUB-grOUp: 08 32 100 air spring assY. Oil: sUs-

pensiOn, tOrcO rsF meDiUm. Oil: assemBlY lUBe FlOat. retaining ring: internal, smalleY WHm-112-s02, 

302 stainless steel. spring HarDWare: plate, negative spring [1.148 OD X .625 iD X .450 tlg] al, clear 

anO iii class 1.  alUminUm rOUnD: [Ø 1-1/4 ] 6061-t6. Fastener, cUstOm: nUt, BOttOm, r_rl_rlc. Fastener, 

cUstOm: crUsH WasHer, plastic, r_rl_rlc.  spring sUB-grOUp: 08 32 100 air sHaFt assY. seals: O-ring 

[10.0mm iD X 2.0mm cs] metric, n-70, static. spring: air-tOpOUt, mUsic Wire, [0.681 OD X 0.500 iD X 1.500 

tlg] 130 lB/in, Zinc plateD, leFt HanD. spring: air-negative, mUsic Wire [0.967 OD X 0.760 iD X 3.600 tlg] 

25 lB/in, Zinc plateD, rigHt HanD. pin: spring [Ø 0.125 X 0.750 tlg] spring steel, Zinc. spacer: lW air tOp-

OUt plate, [.940 OD X .320 tlg] acetal, BlacK. spring HarDWare: gUiDe, negative spring [.950 OD X .413 iD X 

.191 tlg] acetal. spring HarDWare: lW air spring gUiDe [.950 OD X .404 iD X .370 tlg] acetal, BlacK. spring 

HarDWare: lW air tOpOUt spring gUiDe [.680OD X .406iD X .201tlg] acetal, BlacK. spring HarDWare: lOWer 

sHaFt insert, lW [.550OD X 1.485tlg] al7075, clear anO ii. seals: O-ring [8.0mm iD X 1.0mm cs] metric, n-70, 

static. sHaFt: 08 32 140_120_100, clear anO. seals: U-cUp, FlOat 80 & 100. pistOn: lW FlOat 100, acetal, 

BlacK. air sUB-grOUp: 05 tOpcap, 80_100_130 air, lW. a  air valve parts: tanK valve [5/16-32] W/O-ring 

BOss. seals:O-ring [(-008) .070 c.s. X .176 iD] stanDarD, n-70, static.  seals:O-ring [(-010) .070 c.s. X .239 iD] 

stanDarD, n-70, static. seals: O-ring [(-022) .070 c.s. X 0.989 iD] stanDarD, n-70, static. BODY tOpcap: air, 

lW [1.260 OD X 5/16-32 iD X .720 tlg] al, clear anO ii. alUminUm rOUnD: [Ø 1-1/2 ] 2011-t3. spring HarDWare: 

air tOpcap [0.950 OD X 0.405 tlg] KnOB, 2005, al, BlUe anO ii. FOrK sUB-grOUp: cartriDge assY, 08 32 100 

rlc. Oil: sUspensiOn, tOrcO rsF meDiUm. rlc sUB-grOUp: Base valve. Damping aDJUst part: Base, 03, rlc. 

Fastener, stanDarD: screW [#8-32 X 0.250 tlg] 303 ss, sOcKet set HalF DOg pOint, nYlOK patcH. Fastener, 

cUstOm: nUt, BOttOm, r_rl_rlc. Fastener, cUstOm: crUsH WasHer, plastic, r_rl_rlc.  Damping aDJUst 

part: BOlt, Base valve, rl, rlc.  alUminUm rOUnD: [Ø 0.620] 6061-t6, grOUnD. alUminUm rOUnD: [Ø 5/8 ] 6061-

t6.  Damping aDJUst part: valve, cOmp BlOW-OFF, rl_rlc. Damping aDJUst part: screW, cOmp BlOW-OFF, rlc. 

Damping aDJUst part: KnOB, cOmp, BlOW-OFF, rlc, BlUe anO.  alUminUm rOUnD: [Ø 0.620] 6061-t6, grOUnD. 

alUminUm rOUnD: [Ø 5/8 ] 6061-t6.  valve: metric [18.0mm OD X 10.0mm iD X  0.15mm tH] Fastener, stanDarD: 

screW [#8-32 X 0.093 tlg] sOcKet set cUp pOint, nYlOK patcH. seals: O-ring [3.0mm iD X 1.0mm cs] metric, 

n-70, static. seals: O-ring [20.0mm iD X 1.0mm cs] metric, n-70, static. air valve parts: Ball [Ø 0.1250] 

52100 graDe 25 steel, cHrOme. spring: cOne [.120 in tlg X .405 in iD X .71 lBs/in.] stainless steel. spring: 

[0.125 tlg X 0.125 O.D. X 36.45 lBs/in] mUsic Wire, Zinc plateD. spring: [.380 tlg X .184 OD X 178 lBs/in] 

mUsic Wire. seals: O-ring [8.0mm iD X 1.0mm cs] metric, n-70, static seals: O-ring [17.0mm iD X 1.0mm cs] 

metric, n-70, static. Fastener, cUstOm: cOUpler, macHineD BODY, slim, rl_rlc. alUminUm rOUnD: [Ø 1.000 

] 6061-t6. sUB-grOUp: 08 Damper sHaFt, rl_rlc. Damper sUB-grOUp: sealHeaD, cHecKeD. Bearing: internal 

[0.394 iD X 0.197 tlg X 0.040 WtH, 10mm sHaFt] eKOnOl/al. seals: O-ring [14.5mm iD X 1.0mm cs] metric, 

n-70, static. seals: O-ring [10.0mm iD X 1.5mm cs] metric, n-70, static. Damping aDJUst part: sealHeaD, 

cartriDge, cHecKeD. seals: O-ring [12.5mm iD X 2.0mm cs] metric, n-70, static. air valve parts: Ball [Ø 

0.1250] 52100 graDe 25 steel, cHrOme.  Fastener, stanDarD: screW [#8-32 X 0.125 tlg, Unc-2a] sst, sOcKet 

set cUp pOint, 360° nYlOK patcH. seals: O-ring [3.0mm iD X 1.0mm cs] metric, n-70, static. spring: [0.125 

tlg X 0.125 OD X 50.00 lBs/in] mUsic Wire, Zinc plateD. sUB-grOUp: reBOUnD pistOn, 08 slim rl_rlc. Bear-

ing, eXternal: gliDe ring, Z-cUt, 04 slim r_rl_rlc_X.  spring: reBOUnD cHecK, 08 32 rl_rlc. valve: metric 

[12.8mm OD X 8.00mm iD X 0.15mm tH]. valve: metric [11.9mm OD X 8.00mm iD X 0.10mm tH]. valve: metric 

[14.7mm OD X 10.0mm iD X 0.15mm tH].  valve: metric [11.9mm OD X 8.0mm iD X 0.15mm tH]. Damping aDJUst 

part: reBOUnD clamp, 04 slim r-rl-rlc-X.  pistOn: reBOUnD cartriDge, slim anD X Damper. sUB-grOUp: re-

BOUnD aDJUster, 05 slim rl_rlc. Fastener, stanDarD (metric): screW [m2 X 10mm] sOcKet cap. Damping 

aDJUst part: rOD, reBOUnD aDJUst, 05 slim rl_rlc. Damping aDJUst part: reBOUnD aDJUster, 05 rl_rlc. 

sUB-grOUp: 08 sHaFt, rl_rlc. Damping aDJUst part: sHaFt, macHineD, lW, F80. Damping aDJUst part: in-

sert, Upper sHaFt, 03 lW, F80. insert, reBOUnD, 08 32 rl_rlc, cHecK limiter. BODY: (t) [Ø 0.611 BOre, 5.203 

tlg] cartriDge, macHineD, 05 slim, r, rl, rlc 100, clr anO tYpe iii. alUminUm tUBe: [0.690 OD X 0.611 iD] 

6061-t6. tOpcap assY, 08 32 80_100 rlc. air valve parts: Ball [Ø 0.1250] 52100 graDe 25 steel, cHrOme. 

air valve parts: Ball [Ø 0.078125] 52100 graDe 25 steel, cHrOme. Fastener, stanDarD (metric): screW 

[m3 X 4mm] ss sOcKet set cOne pOint (patcHlOcK). seals: O-ring [(-022) .070 c.s. X 0.989 iD] stanDarD, 

n-70, static. seals: O-ring [20.0mm iD X 1.0mm cs] metric, n-70, static. seals: O-ring [2.0mm iD X 1.0mm 

cs] metric, n-70, static. seals: O-ring [7.1mm iD X 1.6mm cs] metric, n-70, static. Damping aDJUst part: 

lOcKOUt aDJUster, rl_rlc. pistOn: cOmpressiOn, 2005, rl_rlc. Damping aDJUst part: neeDle cOmpres-

siOn, BleeD, 05 rlc. valve: metric [22.5mm OD X 10.0mm iD X 0.1mm tH]. valve: metric [14.0mm OD X 10.0mm 

iD X 0.08mm tH]. valve: metric [16.5mm OD X 14.3mm iD X 0.25mm tH]. Damping aDJUst part: tOpcap BODY, 

2005 rlc. pin: DOWel [Ø 0.125 X 0.375 tlg]. valve: metric [16.5mm OD X 10mm iD X 0.10mm tH]. spring: [0.125 

tlg X 0.125 O.D. X 36.45 lBs/in] mUsic Wire, Zinc plateD. spring: [0.380 tlg X 0.188 OD X 8.8 lBs/in], mUsic 

Wire. KnOB, lOW-speeD cOmp, 07 rlc. KnOB, reBOUnD, 07 rl-rlc. Fastener, stanDarD (metric): screW [m3 X 

8mm] sOcKet FlatHeaD.  KnOB, lOcKOUt, 08 rl rlc. FOrK sUB-grOUp: pacKaging_08_Oe_Disc OnlY_32_FOrX.  

cOntainer: BOX, 2004 Oe 10 pacK-O-FOrX. cOntainer: Bag [6 X 9] plastic, WHite Writing BlOcK, Zip-lOcK. 

cOntainer: Bag [9” X 24”] pOlY, 2 mil. pacKaging: 2004 Oe DiviDers.  pacKaging: 2004 Oe steerer gUiDe. 

pacKaging: 2004 Oe aXle BlOcK. pacKaging: laBel, tHermal [1” X 4”] WHite. 2008 cD-rOm OWner’s manUal. 

FOrK sUB-grOUp: ligHt Disc BraKe HOse gUiDe parts. 08 BraKe HOse gUiDe. paD, 08 BraKe HOse gUiDe. Fas-

tener, cUstOm: screW, m3 X 8, sHcs, BlacK Zinc, patcHlOcK. cOntainer: Bag [2 X 3] plastic, WHite Writing 

F100rlc, WHite, Disc, Oe. Decal: F 32, leFt. Decal: F 32, rigHt. Decal: FOX lOgO, 32, WHite. Decal: “rlc” mOD-

el. Decal: lOcKOUt FOrce aDJUst. FOrK sUB-grOUp: crOWn-steerer-Ut’s, 08 32 F100-80, FOX WHite. tUBe, 

Upper: macHine, FlOat air. tUBe, Upper: BlanK, FlOat, HOneD. tUBe, Upper: macHine, 2007 32 F-series, 

Damper-siDe.  tUBe, Upper: BlanK, FlOat. tUBe, steerer: alUm, 32 ligHtWeigHt, sHOt-peeneD, clear anO. 

crOWn: (t) macHineD, 7050-t6, 08 32 ligHt scallOpeD, FOX WHite. FOrK sUB-grOUp: lOWer leg, 08 32, ligHt 

Disc-OnlY, FOX WHite. BUmper: B/O [1.364 OD X 0.840 iD X 0.200 tlg] nitrile. Decal: FOrX, Disc BraKe HOse 

gUiDe crOss-tHreaD Warning.  ring, Oil: FOam [1.250 iD X 0.155 WtH X 0.250 tlg] WHite UretHane. seals: 

32mm lOWer leg seal. Bearing: internal, Upper [1.262 iD X 0.710 tlg X 0.082 WtH, Ø 32mm sHaFt] eKOnOl/

al. Bearing: internal, lOWer [1.262 iD X 0.985 tlg X 0.082 WtH, Ø 32mm sHaFt] eKOnOl/al. 08 32 leg, ligHt 

pOst Disc-OnlY, FOX WHite, cast, painteD & reameD. FOrK sUB-grOUp: 08 32 100 air spring assY. Oil: sUs-

pensiOn, tOrcO rsF meDiUm. Oil: assemBlY lUBe FlOat. retaining ring: internal, smalleY WHm-112-s02, 

302 stainless steel. spring HarDWare: plate, negative spring [1.148 OD X .625 iD X .450 tlg] al, clear 

anO iii class 1.  alUminUm rOUnD: [Ø 1-1/4 ] 6061-t6. Fastener, cUstOm: nUt, BOttOm, r_rl_rlc. Fastener, 

cUstOm: crUsH WasHer, plastic, r_rl_rlc.  spring sUB-grOUp: 08 32 100 air sHaFt assY. seals: O-ring 

[10.0mm iD X 2.0mm cs] metric, n-70, static. spring: air-tOpOUt, mUsic Wire, [0.681 OD X 0.500 iD X 1.500 

tlg] 130 lB/in, Zinc plateD, leFt HanD. spring: air-negative, mUsic Wire [0.967 OD X 0.760 iD X 3.600 tlg] 

25 lB/in, Zinc plateD, rigHt HanD. pin: spring [Ø 0.125 X 0.750 tlg] spring steel, Zinc. spacer: lW air tOp-

OUt plate, [.940 OD X .320 tlg] acetal, BlacK. spring HarDWare: gUiDe, negative spring [.950 OD X .413 iD X 

.191 tlg] acetal. spring HarDWare: lW air spring gUiDe [.950 OD X .404 iD X .370 tlg] acetal, BlacK. spring 

HarDWare: lW air tOpOUt spring gUiDe [.680OD X .406iD X .201tlg] acetal, BlacK. spring HarDWare: lOWer 

sHaFt insert, lW [.550OD X 1.485tlg] al7075, clear anO ii. seals: O-ring [8.0mm iD X 1.0mm cs] metric, n-70, 

static. sHaFt: 08 32 140_120_100, clear anO. seals: U-cUp, FlOat 80 & 100. pistOn: lW FlOat 100, acetal, 

BlacK. air sUB-grOUp: 05 tOpcap, 80_100_130 air, lW. a  air valve parts: tanK valve [5/16-32] W/O-ring 

BOss. seals:O-ring [(-008) .070 c.s. X .176 iD] stanDarD, n-70, static.  seals:O-ring [(-010) .070 c.s. X .239 iD] 

stanDarD, n-70, static. seals: O-ring [(-022) .070 c.s. X 0.989 iD] stanDarD, n-70, static. BODY tOpcap: air, 

lW [1.260 OD X 5/16-32 iD X .720 tlg] al, clear anO ii. alUminUm rOUnD: [Ø 1-1/2 ] 2011-t3. spring HarDWare: 

air tOpcap [0.950 OD X 0.405 tlg] KnOB, 2005, al, BlUe anO ii. FOrK sUB-grOUp: cartriDge assY, 08 32 100 

rlc. Oil: sUspensiOn, tOrcO rsF meDiUm. rlc sUB-grOUp: Base valve. Damping aDJUst part: Base, 03, rlc. 

Fastener, stanDarD: screW [#8-32 X 0.250 tlg] 303 ss, sOcKet set HalF DOg pOint, nYlOK patcH. Fastener, 

cUstOm: nUt, BOttOm, r_rl_rlc. Fastener, cUstOm: crUsH WasHer, plastic, r_rl_rlc.  Damping aDJUst 

part: BOlt, Base valve, rl, rlc.  alUminUm rOUnD: [Ø 0.620] 6061-t6, grOUnD. alUminUm rOUnD: [Ø 5/8 ] 6061-

t6.  Damping aDJUst part: valve, cOmp BlOW-OFF, rl_rlc. Damping aDJUst part: screW, cOmp BlOW-OFF, rlc. 

Damping aDJUst part: KnOB, cOmp, BlOW-OFF, rlc, BlUe anO.  alUminUm rOUnD: [Ø 0.620] 6061-t6, grOUnD. 

alUminUm rOUnD: [Ø 5/8 ] 6061-t6.  valve: metric [18.0mm OD X 10.0mm iD X  0.15mm tH] Fastener, stanDarD: 

screW [#8-32 X 0.093 tlg] sOcKet set cUp pOint, nYlOK patcH. seals: O-ring [3.0mm iD X 1.0mm cs] metric, 

n-70, static. seals: O-ring [20.0mm iD X 1.0mm cs] metric, n-70, static. air valve parts: Ball [Ø 0.1250] 

52100 graDe 25 steel, cHrOme. spring: cOne [.120 in tlg X .405 in iD X .71 lBs/in.] stainless steel. spring: 

[0.125 tlg X 0.125 O.D. X 36.45 lBs/in] mUsic Wire, Zinc plateD. spring: [.380 tlg X .184 OD X 178 lBs/in] 

mUsic Wire. seals: O-ring [8.0mm iD X 1.0mm cs] metric, n-70, static seals: O-ring [17.0mm iD X 1.0mm cs] 

metric, n-70, static. Fastener, cUstOm: cOUpler, macHineD BODY, slim, rl_rlc. alUminUm rOUnD: [Ø 1.000 

] 6061-t6. sUB-grOUp: 08 Damper sHaFt, rl_rlc. Damper sUB-grOUp: sealHeaD, cHecKeD. Bearing: internal 

[0.394 iD X 0.197 tlg X 0.040 WtH, 10mm sHaFt] eKOnOl/al. seals: O-ring [14.5mm iD X 1.0mm cs] metric, 

n-70, static. seals: O-ring [10.0mm iD X 1.5mm cs] metric, n-70, static. Damping aDJUst part: sealHeaD, 

cartriDge, cHecKeD. seals: O-ring [12.5mm iD X 2.0mm cs] metric, n-70, static. air valve parts: Ball [Ø 

0.1250] 52100 graDe 25 steel, cHrOme.  Fastener, stanDarD: screW [#8-32 X 0.125 tlg, Unc-2a] sst, sOcKet 

set cUp pOint, 360° nYlOK patcH. seals: O-ring [3.0mm iD X 1.0mm cs] metric, n-70, static. spring: [0.125 

tlg X 0.125 OD X 50.00 lBs/in] mUsic Wire, Zinc plateD. sUB-grOUp: reBOUnD pistOn, 08 slim rl_rlc. Bear-

ing, eXternal: gliDe ring, Z-cUt, 04 slim r_rl_rlc_X.  spring: reBOUnD cHecK, 08 32 rl_rlc. valve: metric 

[12.8mm OD X 8.00mm iD X 0.15mm tH]. valve: metric [11.9mm OD X 8.00mm iD X 0.10mm tH]. valve: metric 

[14.7mm OD X 10.0mm iD X 0.15mm tH].  valve: metric [11.9mm OD X 8.0mm iD X 0.15mm tH]. Damping aDJUst 

part: reBOUnD clamp, 04 slim r-rl-rlc-X.  pistOn: reBOUnD cartriDge, slim anD X Damper. sUB-grOUp: re-

BOUnD aDJUster, 05 slim rl_rlc. Fastener, stanDarD (metric): screW [m2 X 10mm] sOcKet cap. Damping 

aDJUst part: rOD, reBOUnD aDJUst, 05 slim rl_rlc. Damping aDJUst part: reBOUnD aDJUster, 05 rl_rlc. 

sUB-grOUp: 08 sHaFt, rl_rlc. Damping aDJUst part: sHaFt, macHineD, lW, F80. Damping aDJUst part: in-

sert, Upper sHaFt, 03 lW, F80. insert, reBOUnD, 08 32 rl_rlc, cHecK limiter. BODY: (t) [Ø 0.611 BOre, 5.203 

tlg] cartriDge, macHineD, 05 slim, r, rl, rlc 100, clr anO tYpe iii. alUminUm tUBe: [0.690 OD X 0.611 iD] 

6061-t6. tOpcap assY, 08 32 80_100 rlc. air valve parts: Ball [Ø 0.1250] 52100 graDe 25 steel, cHrOme. 

air valve parts: Ball [Ø 0.078125] 52100 graDe 25 steel, cHrOme. Fastener, stanDarD (metric): screW 

[m3 X 4mm] ss sOcKet set cOne pOint (patcHlOcK). seals: O-ring [(-022) .070 c.s. X 0.989 iD] stanDarD, 

n-70, static. seals: O-ring [20.0mm iD X 1.0mm cs] metric, n-70, static. seals: O-ring [2.0mm iD X 1.0mm 

cs] metric, n-70, static. seals: O-ring [7.1mm iD X 1.6mm cs] metric, n-70, static. Damping aDJUst part: 

lOcKOUt aDJUster, rl_rlc. pistOn: cOmpressiOn, 2005, rl_rlc. Damping aDJUst part: neeDle cOmpres-

siOn, BleeD, 05 rlc. valve: metric [22.5mm OD X 10.0mm iD X 0.1mm tH]. valve: metric [14.0mm OD X 10.0mm 

iD X 0.08mm tH]. valve: metric [16.5mm OD X 14.3mm iD X 0.25mm tH]. Damping aDJUst part: tOpcap BODY, 

2005 rlc. pin: DOWel [Ø 0.125 X 0.375 tlg]. valve: metric [16.5mm OD X 10mm iD X 0.10mm tH]. spring: [0.125 

tlg X 0.125 O.D. X 36.45 lBs/in] mUsic Wire, Zinc plateD. spring: [0.380 tlg X 0.188 OD X 8.8 lBs/in], mUsic 

Wire. KnOB, lOW-speeD cOmp, 07 rlc. KnOB, reBOUnD, 07 rl-rlc. Fastener, stanDarD (metric): screW [m3 X 

8mm] sOcKet FlatHeaD.  KnOB, lOcKOUt, 08 rl rlc. FOrK sUB-grOUp: pacKaging_08_Oe_Disc OnlY_32_FOrX.  

cOntainer: BOX, 2004 Oe 10 pacK-O-FOrX. cOntainer: Bag [6 X 9] plastic, WHite Writing BlOcK, Zip-lOcK. 

cOntainer: Bag [9” X 24”] pOlY, 2 mil. pacKaging: 2004 Oe DiviDers.  pacKaging: 2004 Oe steerer gUiDe. 

pacKaging: 2004 Oe aXle BlOcK. pacKaging: laBel, tHermal [1” X 4”] WHite. 2008 cD-rOm OWner’s manUal. 

FOrK sUB-grOUp: ligHt Disc BraKe HOse gUiDe parts. 08 BraKe HOse gUiDe. paD, 08 BraKe HOse gUiDe. Fas-

tener, cUstOm: screW, m3 X 8, sHcs, BlacK Zinc, patcHlOcK. cOntainer: Bag [2 X 3] plastic, WHite Writing 
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F SERIES

“FOX HAS US COVERED EVERY TIME WE NEED 

THEM. WE PUT OUR FORKS THROUGH WORLD 

CUP RACE CONDITIONS ON A WEEKLY BASIS 

AND THE FORKS JUST KEEP ON GOING.

IN MY EXPERIENCE THAT IS BETTER THAN 

ANY OF THE COMPETITION. IT IS TRULY A 

PLEASURE USING FOX FORKS AND SHOCKS 

ON OUR BIKES.”

CHRIS MATHIS
TEAM MECHANIC - LUNA CHIX PRO TEAM

(36)  SIGNIFICANT
 F-SERIES IMPROVEMENTS

17 18

OUR COMPLETELY REDESIGNED 
F-SERIES IS THE FLAGSHIP FORK 
FOR XC RACERS IN THE KNOW. 

New crowns, steerers and lower legs all add up to 
a lighter and stiffer cross country weapon. The new 
chassis features our 15QR lower leg option, a tool 
free thru axle for fast no-hassle wheel changes and
incredible stiffness to weight ratio. Our race
proven and improved damping gives riders velcro
traction and steering precision while providing 
seamless transitions from compression to rebound.

New for 2009 is our 32 F-RL Remote model. The 
bar mounted ergonomic lever makes for quick and
fl awless transitions between lockout and open
damping modes.

Our 120 mm model is the lightest fork in its class,
perfect for longer travel X/C bikes, marathon racers and 
light duty trail bikes. Look for the new F-Series at the 
front of the pack.

• NEW F-Series Remote RL system
• NEW 15QR Thru axle system
• NEW Lower leg
• NEW Lighter crowns
• NEW Lighter 1 1/8” steerer
• Ergonomic lockout lever (RLC and RL-Remote models)
• Post style disc brake mounting
• Integrated disc brake cable guide (on disc only lowers)
• NEW Updated graphics package
• Externally adjustable lockout force (RLC model)

32 F-SERIES FAMILY FEATURES
 

*Weights indicated above for 15QR models include the axle. 
  Fork weights shown are with standard 1 1/8” steerer at 165mm length.

MODEL 32 F-RLC 32 F-RL REMOTE 

WEIGHT
F80

F100
F120

9MM OPEN DROPOUT
3.34 lbs (1.51 kg)
3.34 lbs (1.51 kg)
3.47 lbs (1.57 kg)

15QR
3.57 lbs (1.62 kg)*
3.57 lbs (1.62 kg)*
3.70 lbs (1.68 kg)*

9MM OPEN DROPOUT
3.50 lbs (1.49kg)
3.50 lbs (1.58 kg)
3.63 lbs (1.64 kg)

TRAVEL
F80

F100
F120

3.1 inches (80 mm)
3.9 inches (100 mm)
4.7 inches (120 mm)

3.1 inches (80 mm)
3.9 inches (100 mm)
4.7 inches (120 mm)

ADJUSTMENTS • Low speed compression
• Lockout force adjust
• Lever actuated lockout 
• Air spring pressure
• Rebound

• Remote lockout 
• Air spring pressure
• Rebound

LOWER LEG 9MM OPEN DROPOUT
> Post style disc brake mounting 
> Post style disc brake mounting
 and Canti-boss

15QR
> 15QR thru axle system
 w/ Post style disc brake
 mounting 

9MM OPEN DROPOUT
> Post style disc brake mounting 

STEERER  1 1/8”  1 1/8” 

SPRING Air Air

DAMPER Open Bath Open Bath

FORK COLOR White White



“it’s easy tO recOMMend FOX because their 

prOducts perFOrM sO well. we have 30 

Guides On a bunch OF diFFerent MOdels and 

the best part is they’re all stOKed!

nO whininG = happy Guides = happy Guests!“

mark	sevenoff
co-owner,	western	spirit	cycling

(4)  signiFicant
 32 F29 imprOvements
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oUr	f29	is	the	answer	to	
yoUr	29	inch	wheel	dreams. 

Available in 80, 100 or 120mm confi gurations, 
the F29 chassis is designed specifi cally for the
demands of the tall wheel crowd. 

The 120mm version is specifi cally optimized for
longer travel with unique upper tubes, steerer 
and crown providing maximum stiffness
for 29” wheels and minimum weight. 
Go ahead and ride farther and faster, now you 
can do it with the F29!

f29

• NEW 120 mm models
• NEW Lighter crowns
• NEW Lighter 1 1/8” steerer
• Ergonomic lockout lever (RLC model)
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package

32	f29	family	featUres

model 32	f29-rlc

weight
80

100
120

3.78 lbs (1.71 kg)
3.78 lbs (1.71 kg)
3.87 lbs (1.75 kg)

travel
80

100
120

3.1 inches (80 mm)
3.9 inches (100 mm)
4.7 inches (120 mm)

adjUstments • Low speed compression
• Lockout force adjust
• Lever actuated lockout 
• Air spring pressure
• Rebound

lower	leg > 9mm open drop-out w/ Post style
   disc brake mounting

steerer  1 1/8” 

spring Air

damper Open Bath

fork	color White

axle	to	crown	height
80

100
120

480.8 mm
500.8 mm
520.8 mm

Fork weights shown are with standard 1 1/8” steerer at 165mm length.



A LEGEND IS REINVENTED.
Our FLOAT® trail fork, famous for its lightweight and
incredible damping performance, goes under for a 
nip and tuck for 2009. A new crown, steerer and lower 
leg combine to shed weight and increase stiffness.
Damping is again refined for seamless transitions for
traction and cornering and our new 15QR thru axle
system option offers incredible stiffness and steering
precision.  At 5.5 inches, FLOAT is THE choice for your light-
weight trail bike needs; light, tough and looking good.

32 FLOAT

32 FLOAT FAMILY FEATURES
 

“USED TO BE THAT I’D BUTT RIGHT INTO THESE 

TALKS (RIDERS COMPLAINING ABOUT VARIOUS 

BRANDS OF SUSPENSION ) AND BRAG ABOUT MY 

OWN SHOCK’S TECHNICAL ISSUES. SUSPENSION 

PROBLEMS ARE GREAT CONVERSATION STARTERS.

BUT SINCE I STARTED RIDING FOX I HAVEN’T HAD 

THAT PLEASURE. LATELY I’VE TRIED TO AVOID 

THESE CONVERSATIONS ALTOGETHER, AFRAID 

THAT I’LL LOOK LIKE A DEAF/MUTE OR ANOTHER 

SMUG FOX RIDER.”

MARK WEIR
WTB/FOX/SANTA CRUZ

• NEW 15QR Thru axle system
• NEW Lower leg
• NEW Lighter crowns
• NEW Lighter 1 1/8” steerer
• Ergonomic lockout lever (RLC model)
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package
• Externally adjustable lockout force (RLC model)
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MODEL 32 FLOAT RLC 32 FLOAT R

WEIGHT 9MM OPEN DROPOUT
3.74 lbs (1.69 kg)

15QR
3.97 lbs (1.80 kg)*

9MM OPEN DROPOUT
3.61 lbs (1.63 kg)

TRAVEL 5.5 inches (140 mm) 5.5 inches (140 mm)

ADJUSTMENTS • Low speed compression
• Lockout force adjust
• Lever actuated lockout 
• Air spring pressure
• Rebound

• Air spring pressure
• Rebound

LOWER LEG 9MM OPEN DROPOUT
> Post style disc brake mounting 

15QR
> 15QR thru axle system
 w/ Post style disc brake
 mounting 

9MM OPEN DROPOUT
> Post style disc brake mounting 

STEERER  1 1/8”  1 1/8” 

SPRING Air Air

DAMPER Open Bath Open Bath

FORK COLOR White White

*Weights indicated above for 15QR models include the axle. 
  Fork weights shown are with standard 1 1/8” steerer at 165mm length.

(26)  SIGNIFICANT
 32 FLOAT IMPROVEMENTS



THE PERFECT ALL-ROUNDER.
The perfect all-rounder, from steep climbs to 
your favorite downhill, the 32 TALAS™ has you 
covered. The 32 TALAS is available in 2 models;
140mm with 140-120-100 and 150mm with
150-130-110 travel settings. For 2009 we
redesigned our TALAS (Travel Adjust Linear Air 
Spring) system to offer riders more optimized 
spring curves for each travel setting. The user
interface is now more ergonomic for fast on-the-
fl y travel adjustments; 140-120-100. With our new 
15QR axle system, crown and steerer, combined
with FOX’s legendary steering precision and
incredibly stiff chassis, and our ultra-refi ned and 
patented RLC open bath system, the lightweight 
and feature packed TALAS is a sure bet for any 
trail condition.

32 TALAS

32 TALAS FAMILY FEATURES

 

“FOX RELIABILITY MEANS EFFICIENT DEVELOPMENT 

TIMES AND MORE EVOLVED END PRODUCTS.”

TRAVIS BROWN

(29)  SIGNIFICANT
 32 TALAS IMPROVEMENTS

• NEW TALAS III system
• NEW TALAS 150 RLC model
• NEW 15QR Thru axle system
• NEW Lower leg
• NEW Lighter crowns
• NEW Lighter 1 1/8” steerer
• Ergonomic lockout lever (RLC model)
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package
• Externally adjustable lockout force (RLC model)
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MODEL 32 TALAS 150 RLC 32 TALAS 140 RLC 32 TALAS 140 R

WEIGHT 15QR 
4.35 lbs (1.97 kg)*

9MM OPEN DROPOUT
3.90 lbs (1.76 kg)

15QR
4.13 lbs (1.87 kg)*

9MM OPEN DROPOUT
3.79 lbs (1.72 kg)

TRAVEL 5.9 inches (150 mm)
TALAS 150+130+110 mm

5.5 inches (140 mm)
TALAS 140+120+100 mm

5.5 inches (140 mm)
TALAS 140+120+100 mm

ADJUSTMENTS • Low speed compression
• Lockout force adjust 
• Lever actuated lockout 
• Travel - TALAS travel adjust
   150•130•110
• Air spring pressure
• Rebound 

• Low speed compression
• Lockout force adjust 
• Lever actuated lockout 
• Travel - TALAS travel adjust
   140•120•100
• Air spring pressure
• Rebound 

• Travel - TALAS travel adjust 140•120•100
• Air spring pressure
• Rebound 

LOWER LEG 15QR
> 15QR thru axle system
 w/ Post style disc brake mounting 

9MM OPEN DROPOUT
> Post style disc brake mounting 

15QR
> 15QR thru axle system
 w/ Post style disc
 brake mounting 

9MM OPEN DROPOUT
> Post style disc brake mounting 

STEERER  1 1/8”  1 1/8”  1 1/8” 

SPRING Air Air Air

DAMPER Open Bath Open Bath Open Bath

FORK COLOR Titanium Titanium Titanium

*Weights indicated above for 15QR models include the axle. 
  Fork weights shown are with standard 1 1/8” steerer at 165mm length.



THE 32 VANILLA® IS THE COIL 
FORK OF CHOICE FOR
DISCERNING TRAIL RIDERS. 
With the new 15QR thru axle system option,
redesigned crown and steerer and our 
ultra-refi ned and improved (RLC) open bath 
damping system the VANILLA is one of the 
stiffest and plushest forks you can equip a trail 
bike with. And at just over 4 pounds, it is the 
lightest coil sprung, 5.5 inch fork on the market. 
The 32 Vanilla seeks out long punishing downhills 
and epic rides.

32 VANILLA

• NEW 15QR Thru axle system 
• NEW Lower leg
• NEW Lighter crowns
• NEW Lighter 1 1/8” steerer
• Ergonomic lockout lever (RLC model)
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package
• Externally adjustable lockout force (RLC model)

32 VANILLA FAMILY FEATURES
 

“RIDING FOR FOX RACING SHOX IS LIKE A DREAM 

COME TRUE. HAVING THE  OPPORTUNITY TO USE 

THEIR FAR SUPERIOR PRODUCT, GIVES ME AN EDGE 

OVER  MY COMPETITORS. EVERY TIME I’M IN THE 

START HUT LISTENING TO THOSE  BEEPS, I KNOW 

I CAN FORGET ABOUT MY SUSPENSION, THAT IT IS 

DIALED, THAT IT IS ABSOLUTELY THE BEST TOOL 

FOR THE JOB. FROM DECEMBER TRAINING RIDES 

IN FREEZING TEMPS, TO THE WORLD CUPS IN JUNE. 

THEY’VE GOT ME COVERED.” 

LARS STERNBERG
TEAM FLUID RIDE

(26)  SIGNIFICANT
 32 VANILLA IMPROVEMENTS
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MODEL 32 VANILLA RLC 32 VANILLA R

WEIGHT 9MM OPEN DROPOUT
4.23 lbs (1.91 kg)

15QR
4.46 lbs / 2.02 kg*

9MM OPEN DROPOUT
4.16 lbs (1.88 kg)

TRAVEL 5.5 inches (140 mm) 5.5 inches (140 mm)

ADJUSTMENTS • Low speed compression
• Lockout force adjust
• Lever actuated lockout 
• Coil spring preload
• Rebound

• Coil spring preload
• Rebound

LOWER LEG 9MM OPEN DROPOUT
> Post style disc brake mounting 

15QR
> 15QR thru axle system
 w/ Post style disc brake
 mounting 

9MM OPEN DROPOUT
> Post style disc brake mounting 

STEERER  1 1/8”  1 1/8” 

SPRING Coil Coil

DAMPER Open Bath Open Bath

FORK COLOR Black Black

*Weights indicated above for 15QR models include the axle. 
  Fork weights shown are with standard 1 1/8” steerer at 165mm length.



the lightest and	
most versatile 6 inch	
fork available.
Darren ‘Bearclaw’ Berrecloth rode the 36® FLOAT® 
to victory in last summer’s Qashqai Urban 
Challenge with its Dirt, Vert and Street courses. 
At less than 5 pounds and having 6 inches 
of travel the 36 FLOAT is the lightest and 
most versatile All Mountain fork available.  
Our RC2 damper with FIT cartridge has improved 
mid and high speed damping with a new wider 
rebound range. The 20QR tool-free thru axle 
system ensures wheel changes are a breeze. 
Available with your choice of 1.5” or 11/8” steerer. 
With a 36 FLOAT on your bike you can fly.

36 FLOAT

• 20QR Thru axle system
• NEW Improved damper system
• NEW Lighter crowns
• NEW Lighter steerers - 1 1/8̋  and 1.5” (1.5” = RC2 model only) 
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package

36 FLOAT FAMILY FEATURES
	

“FOX always has been and always will 

be the best suspension for any terrain 

Mother Nature can throw at ya. Whatever 

ridiculous demands I need from a suspension 

platform, FOX has always met my needs and 

then some.”

 

Darren berrecloth

(34) 	significant
	 36 float improvements
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MODEL 36 FLOAT RC2 36 FLOAT R

WEIGHT 4.78 lbs (2.16 kg)* 4.69 lbs (2.12 kg)*

TRAVEL 6.3 inches (160 mm) 6.3 inches (160 mm)

EXTERNAL 	
ADJUSTMENTS

• Low speed compression
• High speed compression 
• Air spring pressure
• Rebound

• Air spring pressure
• Rebound

INTERNAL 	
ADJUSTMENTS

• Bottom-out resistance
• Travel 

• Bottom-out resistance
• Travel 

LOWER LEG > 20QR thru axle system w/ Post style 
   disc brake mounting 

> 20QR thru axle system w/ Post style 
   disc brake mounting 

STEERER • Standard:  1 1/8” 
• Option:  1.5” 

1 1/8” 

SPRING Air Air

DAMPER FIT FIT

FORK COLOR White White

*Fork weights shown are with standard 1 1/8” steerer at 165mm length.
 (See quick guide for all 36 model weight information)



the	36	talas®	is	the	Ultimate	
all	moUntain	shredder
Six inches? Five? Four? 4X? Big air? Switchbacks?
Regardless of where or how you are riding, the 
36® TALAS® is ready to go. For ’09 we improved 
our TALAS system to provide more optimized 
spring curves for each travel setting. The 3 position
TALAS lever now has a more ergonomic design
for quick on-the-fl y (160-130-100mm) travel
adjustments and is better protected from 
the elements for worry free durability.
For those who like choices the 36 TALAS
is available with 1.5” or 1 1/8” steerers.

The 20QR tool-free thru axle system makes tire 
changes quick and effi cient while enormous 36 
mm stanchions combined with the stepped 20 
mm axle offer unprecedented rigidity and steering
precision. The improved spring curves and fully 
adjustable high and low speed compression and 
rebound damping devour whatever terrain is 
thrown its way. The 36 TALAS is ready, are you? 

36 TaLas        

• NEW TALAS III
• 20QR Thru axle system
• NEW Improved damper dystem
• NEW Lighter crowns
• NEW Lighter steerers - 1 1/8̋  and 1.5” (1.5” = RC2 model only) 
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW updated graphics package

36	talas	family	featUres
 

“it’s been Great wOrKinG with FOX, its One 

OF My FavOrite cOMpanies i have had the 

pleasure tO wOrK with Over the years. 

One is always appreciated as a rider and is 

lOOKed aFter. its One thinG tO always Get 

the best prOduct available First, it’s

anOther tO deal with Great peOple whO 

lOve the spOrt, understand it and are

part OF it.”

hans	rey
fox	factory	rider

(37)  signiFicant
 36 talas imprOvements
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model 36	talas	rc2 36	talas	r

weight 5.08 lbs (2.30 kg)* 4.99 lbs (2.26 kg)*

travel 6.3 inches / 160 mm
TALAS 160+130+100 mm  

6.3 inches / 160 mm
TALAS 160+130+100 mm  

external	
adjUstments

• Low speed compression
• High speed compression 
• Travel - TALAS travel adjust                            
    160+130+100 mm 
• Air spring pressure
• Rebound

• Travel - TALAS travel adjust                            
    160+130+100 mm 
• Air spring pressure
• Rebound

internal	
adjUstments

• Hydraulic bottom-out resistance in damper • Hydraulic bottom-out resistance in damper

lower	leg > 20QR thru axle system w/ Post style
   disc brake mounting 

> 20QR thru axle system w/ Post style
   disc brake mounting 

steerer • Standard:  1 1/8” 
• Option:  1.5” 

1 1/8” 

spring Air Air

damper FIT FIT

fork	color Titanium Titanium

*Fork weights shown are with standard 1 1/8” steerer at 165mm length.
 (see quick guide for all 36 model weight information)



from	slopestyle	to
singletrack,	the	36®	van™	
can	do	it	all.
For 2009 we again improved the damping on 
our RC2 patent-pending, position-sensitive 
damper with FIT cartridge. The VAN’s 20QR 
tool-free axle system with stepped thru-ax-
le, your choice of 1.5” or 1 1/8” steerer, 36 mm
stanchions, separately adjustable high and low 
speed compression damping circuits, adjustable 
rebound, and 160 mm of coil sprung travel make 
the VAN worthy of just about anything you can 
throw at it. From huge air and hard landings to 
trail trash and stutter bumps – the 36 VAN sucks 
it all up and makes the world smooth again. 

36 Van

36	van	family	featUres
 • 20QR Thru axle system
• NEW Improved damper system
• NEW Lighter crowns
• NEW Lighter steerers - 1 1/8̋  and 1.5” (1.5” = RC2 model only) 
• Post style disc brake mounting
• Integrated disc brake cable guide
• NEW Updated graphics package

“all the way thrOuGh the year i wOrKed with the 

teaM at FOX tO help iMprOve what we had achieved 

already. each test sessiOn was apprOached in a 

MethOdical Manner which Made sure everyOne 

invOlved Knew what we were tryinG tO achieve. 

the suppOrt crew and technicians were really 

Keen tO hear My FeedbacK and every tiMe i Felt a 

chanGe they Made sure they eXplained what they 

had dOne. it Made it sO Much easier tO iMprOve and 

MaKe chanGes tO the prOduct...chanGes that re-

ally MaKe a diFFerence.

FOX racinG shOX have really set a new standard in 

suspensiOn, bOth in the prOduct and the suppOrt.”  

gee	atherton
animal-commencal

(34)  signiFicant
 36 van imprOvements
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model 36	van	rc2 36	van	r

weight 5.21 lbs (2.36 kg)* 5.12 lbs (2.32 kg)*

travel 6.3 inches (160 mm) 6.3 inches (160 mm)

external	
adjUstments

• Low speed compression
• High speed compression 
• Coil spring preload
• Rebound

• Coil spring preload
• Rebound

internal	
adjUstments

• Hydraulic bottom-out resistance in damper • Hydraulic bottom-out resistance in damper

lower	leg > 20QR thru axle system w/ Post style
   disc brake mounting 

> 20QR thru axle system w/ Post style
   disc brake mounting 

steerer • Standard:  1 1/8” 
• Option:  1.5” 

1 1/8” 

spring Coil Coil

damper FIT FIT

fork	color Black Black

*Fork weights shown are with standard 1 1/8” steerer at 165mm length.
 (see quick guide for all 36 model weight information)



downhill	racers	on	fox	40’s	
are	the	envy	of	the	field.	
For 2009 we’ve taken what we learned 
from countless test sessions and the world’s
harshest Downhill tracks and applied our
knowledge to again improving our world-class 
RC2 Damper. The 40® also receives a direct mount 
stem upper crown in a lightweight optimized
package for maximum grip and weight savings.
The 40’s full 8-inches of travel, separate
externally adjustable high and low speed
compression damping circuits in the patent-
pending closed RC2 FIT cartridge, titanium coil 
spring, massive 40 mm stanchions, and sub-7 lb 
weight, make the 40 the defi nitive light-heavy-
weight champion of the world. 

40

40	family	featUres
 • NEW Direct mount stem upper crown
• Patent-pending adjustable position-sensitive
   damper with FIT Cartridge
• Stepped 20 mm thru-axle: 
  Allows lower leg to settle into lowest friction point
• Standard 1 1/8” steerer
• Integrated disc brake guide
• International standard disc brake tabs
• Lightest 8-inch travel coil sprung fork on the market
• Titanium spring
• NEW Updated graphics package

“all the FOX prOduct is unreal, nO cOMpany 

puts as Much thOuGht intO what they dO 

and cares as Much as FOX dOes. at the 

races, iF sOMethinG isn’t Quite riGht FOr 

that cOurse, yOu KnOw they will wOrK 

with yOu until it is riGht.

thrOuGhOut their ranGe, nO Other FOrK is 

as supple On the sMall buMps and as GOOd 

at taKinG the biG hits.”

jared	graves
team	yeti-fox	racing	shox

(23)  signiFicant
 40 imprOvements

new	integrated-stem	Upper	crown	
covers wide total stack height 
range of 105-167mm.
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model 40	rc2

weight 6.83 lbs (3.09 kg)

travel 8 inches (203 mm)

external	
adjUstments

• Low speed compression
• High speed compression 
• Coil spring preload
• Rebound

internal	
adjUstments

• Travel is internally adjustable down
    to 6 inches in half inch increments
•  Hydraulic bottom-out in damper

lower	leg International Standard disc brake mounting 

steerer 1 1/8” 

spring Titanium Spring

damper FIT

fork	color White or Black Diamond



 MODEL   WEIGHT  LENGTH/ TRAVEL  ADJUSTMENTS FEATURES  SPRING   INTENDED USE  MANUFACTURING LOCATION PAGE

FLOAT FLOAT RP23 .47 lbs / 213 g
6.50” x 1.50” No reducers 

5.5 x 1.0, 6.0 x 1.25, 6.5 x 1.5, 	
7.5 x 2.0, 7.875 x 2.0
7.875 x 2.25 *

> Tuning range adjuster w/3 ProPedal positions
> DOHC ProPedal with 2 positions
> Air spring pressure
> Rebound

> Angled air valve position 
   for easier access
> Lightweight chassis

Air	 	FR AM XC USA pg 43

FLOAT RP2 
(OE ONLY)

.45 lbs / 205 g
6.50” x 1.50” No reducers 

5.5 x 1.0, 6.0 x 1.25, 6.5 x 1.5,  
7.5 x 2.0, 7.875 x 2.0,
7.875 x 2.25 *

> DOHC ProPedal with 2 positions
> Air spring pressure
> Rebound

> Angled air valve position 
   for easier access
> Lightweight chassis

Air	 	FR AM XC USA pg 43

FLOAT RPL .46 lbs / 208 g
6.50” x 1.50” No reducers

5.5 x 1.0, 6.0 x 1.25, 6.5 x 1.5, 	
7.5 x 2.0, 7.875 x 2.0,
7.875 x 2.25 *

> Lockout
> Air spring pressure
> Rebound

> Angled air valve position 
   for easier access
> ProPedal (Factory set)
> Lightweight chassis

Air FR AM XC USA pg 43

FLOAT R  .44 lbs / 200 g
6.50” x 1.50” No reducers 

5.5 x 1.0, 6.0 x 1.25, 6.5 x 1.5,  
7.5 x 2.0, 7.875 x 2.0,
7.875 x 2.25 *

> Air spring pressure
> Rebound

> Angled air valve position 
   for easier access
> ProPedal (Factory set)
> Lightweight chassis

Air	 FR AM XC USA pg 43

DHX AIR DHX AIR 5.0 .97 lbs / 443 g
8.5” x 2.5” No reducers 

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.5, 9.5 x 3.0*

> Bottom-out resistance
> NEW Adjustable ProPedal 2-position lever
> Air spring pressure
> Tuning range via schraeder
> Rebound

> NEW Angled air valve position 
   for easier access
> Boost Valve / Position sensitive
> High volume standard air sleeve 

Air		  DH FR AM XC USA pg 45

DHX AIR 4.0
(OE ONLY)

.94 lbs / 429 g
8.5” x 2.5” No reducers 

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.5, 9.5 x 3.0

> NEW Adjustable ProPedal 2-position lever
> Air spring pressure
> Tuning range via schraeder
> Rebound

> NEW Angled air valve position 
   for easier access
> Boost Valve / Position sensitive
> High volume standard air sleeve 

Air		  DH FR AM XC USA pg 45

DHX AIR 3.0
(OE ONLY)

.92 lbs / 420 g
8.5” x 2.5” No reducers 

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.5, 9.5 x 3.0

> Air spring pressure
> Tuning range via schraeder
> Rebound 

> NEW Angled air valve position 
   for easier access
> Boost Valve / Position sensitive
> ProPedal (Factory set)
> High volume standard air sleeve 

Air		  DH FR AM XC USA pg 45

DHX DHX 5.0 .82 lbs / 375 g
8.75” x 2.75” 
No reducers or spring

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.75, 9.5 x 3.0*

> Bottom-out resistance
> ProPedal
> Tuning range via schraeder
> Coil spring preload
> Rebound

> Boost Valve / Position sensitive Coil	 DH FR AM		 USA pg 47

DHX 4.0
(OE ONLY)

.80 lbs / 367 g
8.75” x 2.75” 
No reducers or spring 

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.75, 9.5 x 3.0

> ProPedal
> Tuning range via schraeder
> Coil spring preload
> Rebound 

> Boost Valve / Position sensitive Coil DH FR AM USA pg 47

DHX 3.0
(OE ONLY)

.79 lbs / 358 g
8.75” x 2.75”
No reducers or spring

7.5 x 2.0, 7.875 x 2.0, 
7.875 x 2.25, 8.5 x 2.5,
8.75 x 2.75, 9.5 x 3.0

> Tuning range via schraeder
> Coil spring preload
> Rebound

> Boost Valve / Position sensitive
> ProPedal (Factory set)

Coil DH FR AM USA pg 47

VAN VAN R .74 lbs / 339 g
8.75” x 2.75” 
No reducers or spring 

7.5 x 2.0, 7.875 x 2.0,	
7.875 x 2.25, 8.5 x 2.5, 
8.75 x 2.75, 9.5 x 3.0*

> Coil spring preload
> Rebound w/linear range

> Speed sensitive compression 
  & rebound damping

Coil	 DH FR AM 	 USA pg 49

Fox Factory products may be covered by one or more of the following US patents and applications as well as other US and international patents pending:
US 7128192; US6640943; US6604751; US6592136; US6581948; US6415895; US6360857; US6311962; US6296092; US6135434.

quick guides > rear shocks
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* BOLD INDICATES AFTERMARKET SIZES



forks
the ‘throw’ on the lever is decreased to 90 degrees and the size of the lever is 
increased for quick adjustment on the trail. the new angled air valve position 
and eyelet allow for easier access when setting air pressure and sag.

redUced	throw	propedal	lever;	now	90	degrees

the	dhx	air	propedal	lever	system	is	completely	redesigned	
for	better	ergonomics	and	ease	of	Use	on-the-fly.

DHX aIr09DHX09DHX

new	angled	air	valve	position	for	easier	access
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fox	 racing	 shox	 is	 a	 vehicle	 dynamics
company.	for	35	years	we	have	been	working
with	spring	rates,	motion	ratios,	damping	
circUits,	 transition	 reversals,	 friction,	
and	 temperatUre	 compensation	 with	 the	
goal	of	allowing	drivers	and	riders	to	go	
faster	with	more	control.

For my09 we used our 35 years of vehicle dynamics
experience and, with the help of our elite group of
sponsored athletes, taken our damping performance to 
the next level…again. 

all of our rear shocks, from our market entry FLoat r and 
van r to our market leading FLoat rp23, dhx air 5.0, 
and dhx Coil 5.0, receive new main damping pistons and 
new tuning schemes. the new pistons and tuning combine
to provide improved mid stroke control, less modal
transitions from propedal (rp23/rp2), and enhanced 
deep stroke rebound performance. the rp23 also gets 
an all new rebound circuit resulting in a much broader re-
bound range and a better blend from the low speed to 
high speed rebound circuits.

FlOat rp23 [7.875, 2.00, 3.1 cr, cF, rm].  seals: Oring [2.5mm iD X 1mm cs] metric, n-70, static.  Damping 

aDJUst part: Ball [ Dia 1.5mm] 52100 graD 25 steel cHrOme plateD.  eYelet assY: 08 rp23. air valve 

parts: sHOrt cap, air valve [.305-32] BlacK. air valve parts: Ball [Ø 0.0938] 52100 graDe 25 steel, 

cHrOme. Fastener, stanDarD (metric): screW [m3 X 4mm] ss sOcKet set cOne pOint (patcHlOcK). Fas-

tener, stanDarD (metric): screW [m3 X .5mm X 3mm] ss sOcKet set cUp pOint, nYlOcK patcH.  Fastener, 

stanDarD (metric): screW [m3 X .5mm X 6mm] ss sOcKet set DOg pOint, nYlOcK patcH.  spring: Detent 

[.13 tlg X .088 OD X 22 lB/in] stainless steel, rigHt HanD WOUnD.  spring: cOmpressiOn [0.220 tlg X 

0.157 iD X 8.6 lB/in]. eYelet, 08 FlOat rp23, rpl, r, triaD. eYelet: 08 FlOat [Ø .375 sHaFt, 1.500 BOre] im-

pact eXtrUsiOn.  Damping aDJUst part: cam, 3 X 2 pOsitiOn, stainless steel. air valve assY: slim[m6 X 

.75, 1.150 tlg]. air valve parts: tanK valve, slim [m6 X .75]. seals: O-ring [5.28mm iD X 1.0mm cs] metric, 

n-70, static. seals:O-ring [(-030) .070 c.s. X 1.614 iD] stanDarD n674-70, DYnamic. Damping aDJUst part: 

mY07 rD aDJUst KnOB [0.375 sHaFt]. Damping aDJUst part: lever, 07 FlOat rp23. Damping aDJUst part: 

cOmpressiOn aDJUst lever BOss.  seals:O-ring [(-011) .070 c.s. X .301 iD] stanDarD, n-70, static. Damp-

ing aDJUst part: cam sHaFt, 3 lOBe, stainless steel. Damping aDJUst part: cOmpressiOn aDJUst KnOB, 

07 FlOat rp23. seals:O-ring [(-110) .103 c.s. X .362 iD]  stanDarD, n-70, static.  sHaFt: (t) [0.175 iD X 0.375 

OD X 3.105 tlg] 7075 alUm.  Bearing assemBlY: BlacK [.940 BOre, 1.500 BOre, .375 sHaFt,1.065 tlg]. Bear-

ing HOUsing: BlacK [.940 BOre, 1.500 BOre, .375 sHaFt, 1.065 tlg].  alUminUm rOUnD: [Ø 1-1/2 ] 2011-t3.  

seals:O-ring [(-110) .103 c.s. X .362 iD] pOlYUretHane, parKer 4300 / 92 a, Or DisOgrin 9250 / 90 a.  Bear-

ing: internal [0.375 iD X 0.500 tlg X Ø 0.375 sHaFt].  seals:O-ring [(-023) .070 c.s. X 1.051 iD] stanDarD, 

n-70, static.  Bearing: eXternal, [.118 W X 1.491 OD X .047 tH, Ø 1.50 BOre] BacK-Up ring. seals: special 

Q-ring. valve: [1.100 OD X 0.377 iD X 0.015 tH]. valving assemBlY: 07, 08 FlOat rp, cD Firm, rD meD. valve: 

[0.105 OD X 0.056 iD X 0.010 tH]. spring HarDWare: (t) prOpeDal spring spacer [0.322 iD X 0.850 OD X 

0.006 tH]. Damping aDJUst part: pistOn BOlt [0.600 sHlg X 0.100 iD X 0.725 tlg, 8 X 0.052 X-HOle] rD/cD 

aDJ. spring: cOmpressiOn [0.376 tlg X 0.076 iD X 41 lB/in]. Damping aDJUst part: cHecK valve [0.115 OD, 

0.636 tlg] 303ss. spacer: prOpeDal tOp OUt [0.377 iD X 0.850 OD X 0.069 tH] steel. assemBlY DraWing: 

valving [Ø 0.940 BOre] cD, rD. pistOn: cHecK [0.700 OD X 0.252 iD X 0.050 tH, Ø 0.375 sHaFt] steel. cHecK 

pistOn BlanK [0.700 OD X 0.240 iD X 0.066 tH]. pistOn assemBlY: Damping, rD aDJUst [Ø 0.940 BOre, 0.498 

sHaFt, 0.240 tlg] W/ glYDe ring. assemBlY DraWing: Damping pistOn assemBlY [Ø 0.940 BOre] W/Bear-

ing ring. pistOn: Damping [0.940 BOre, 0.925 OD X 0.260 tlg] 7075-t6, clear anO iii. alUminUm rOUnD: 

[Ø 1.000 ] 7075-t651.  Bearing: eXternal [0.136 W X 0.942 OD X 0.031 tH, Ø 0.940 BOre] tUrcOn, BlUe, ring.  

spring: Belleville, 0.038 travel [ 0.825 OD X 0.330 iD X 0.008 tH]. valve: [0.600 OD X 0.252 iD X 0.0045 tH].  

valve: [0.700 OD X 0.252 iD X 0.0045 tH]. valve: [0.600 OD X 0.252 iD X 0.006 tH]. valve: [0.400 OD X 0.252 iD 

X 0.010 tH] spacer: prOpeDal [0.252 iD X 0.425 OD X 0.050 tH]. spring HarDWare: prOpeDal spring percH 

[0.252 iD X 0.850 OD X 0.100 tlg] steel. spring HarDWare: prOpeDal sHUttle [0.850 OD X 0.429 iD X 0.050 

tH] steel. plate: BacK-Up [0.400 OD X 0.252 iD X 0.020 tH, Ø 0.375 sHaFt] steel.  plate: BacK-Up [0.350 OD 

X 0.252 iD X 0.020 tH, Ø 0.375 sHaFt] steel. BODY: (t) [Ø 0.940 BOre, 1.060 OD, 4.312 tlg, 1.125-20 Un-2a] 

impact eXtrUsiOn al 6061, clear anO ii. BODY:[Ø 0.940 BODY BOre, 1.120 OD] 6061-t6, impact eXtrUsiOn. 

pistOn assemBlY: FlOating [Ø 0.940 BOre, 0.325 tlg]. assemBlY DraWing: iFp assemBlY [Ø 0.940 BOre]. 

pistOn: FlOating [Ø 0.940 BOre X 0.930 OD X 0.325 tlg] acetrOn gp. plastic rOUnD: [Ø 1.000] acetrOn gp, 

WHite. seals:O-ring [(-209) .139 c.s. X 0.671 iD] stanDarD n674-70, DYnamic. 05 sleeve assemBlY: [Ø 1.500 

BOre, 3.948 tlg] FOr 7.875 X 2.0.  assemBlY DraWing: air sleeve assemBlY, W/ seal, Bearing, anD Wiper 

[Ø 0.940 BOre].  mY05 sleeve: (t) [1.500 iD X 1.625 OD X 3.948 tlg] al 6061-t6, BlacK anO iii. sleeve: [1.490 

iD X 1.825 OD X 4.310 tlg] 6061-t6, impact eXtrUsiOn. seals: Wiper, samUri [Ø 1.060 sHaFt] a216 85 a nBr. 

Bearing: internal [1.065 iD X 0.050 tlg X Ø 1.060 sHaFt] ptFe, BacK Up ring. seals: cHevrOn, FlOat BODY 

[Ø 1.060 sHaFt] a216 85a nBr. Damping aDJ. part: (t) inner cOmpressiOn aDJ., rp3, Ball tip [3.424 tlg]. 

Damping aDJUst part: (t) metering rOD, reBOUnD [0.110 iD X 3.231 tlg]. air valve parts: pellet [Ø 0.275 

X 0.125 tlg] nitrile DUrOmeter a 90.  air valve parts: pellet retainer [5/16-24, .220 tlg] set screW. air 

valve parts: Ball [Ø 0.1250] 52100 graDe 25 steel, cHrOme.  Fastener, stanDarD: screW [#8-32 X 0.250 

tlg] 303 ss, sOcKet set HalF DOg pOint. seals:O-ring [ .050 c.s. X 0.154 iD] special n674-70, DYnamic. air 

valve parts: Ball [Ø 0.1875] Delrin.  seals: O-ring [(-022) .070 c.s. X 0.989 iD] stanDarD, n-70, static. Oil: 

aDJUst part: Ball [ Dia 1.5mm] 52100 graD 25 steel cHrOme plateD.  eYelet assY: 08 rp23. air valve 

parts: sHOrt cap, air valve [.305-32] BlacK. air valve parts: Ball [Ø 0.0938] 52100 graDe 25 steel, 

cHrOme. Fastener, stanDarD (metric): screW [m3 X 4mm] ss sOcKet set cOne pOint (patcHlOcK). Fas-

tener, stanDarD (metric): screW [m3 X .5mm X 3mm] ss sOcKet set cUp pOint, nYlOcK patcH.  Fastener, 

stanDarD (metric): screW [m3 X .5mm X 6mm] ss sOcKet set DOg pOint, nYlOcK patcH.  spring: Detent 

[.13 tlg X .088 OD X 22 lB/in] stainless steel, rigHt HanD WOUnD.  spring: cOmpressiOn [0.220 tlg X 

0.157 iD X 8.6 lB/in]. eYelet, 08 FlOat rp23, rpl, r, triaD. eYelet: 08 FlOat [Ø .375 sHaFt, 1.500 BOre] im-

pact eXtrUsiOn.  Damping aDJUst part: cam, 3 X 2 pOsitiOn, stainless steel. air valve assY: slim[m6 X 

.75, 1.150 tlg]. air valve parts: tanK valve, slim [m6 X .75]. seals: O-ring [5.28mm iD X 1.0mm cs] metric, 

n-70, static. seals:O-ring [(-030) .070 c.s. X 1.614 iD] stanDarD n674-70, DYnamic. Damping aDJUst part: 

mY07 rD aDJUst KnOB [0.375 sHaFt]. Damping aDJUst part: lever, 07 FlOat rp23. Damping aDJUst part: 

cOmpressiOn aDJUst lever BOss.  seals:O-ring [(-011) .070 c.s. X .301 iD] stanDarD, n-70, static. Damp-

ing aDJUst part: cam sHaFt, 3 lOBe, stainless steel. Damping aDJUst part: cOmpressiOn aDJUst KnOB, 

07 FlOat rp23. seals:O-ring [(-110) .103 c.s. X .362 iD]  stanDarD, n-70, static.  sHaFt: (t) [0.175 iD X 0.375 

OD X 3.105 tlg] 7075 alUm.  Bearing assemBlY: BlacK [.940 BOre, 1.500 BOre, .375 sHaFt,1.065 tlg]. Bear-

ing HOUsing: BlacK [.940 BOre, 1.500 BOre, .375 sHaFt, 1.065 tlg].  alUminUm rOUnD: [Ø 1-1/2 ] 2011-t3.  

seals:O-ring [(-110) .103 c.s. X .362 iD] pOlYUretHane, parKer 4300 / 92 a, Or DisOgrin 9250 / 90 a.  Bear-

ing: internal [0.375 iD X 0.500 tlg X Ø 0.375 sHaFt].  seals:O-ring [(-023) .070 c.s. X 1.051 iD] stanDarD, 

n-70, static.  Bearing: eXternal, [.118 W X 1.491 OD X .047 tH, Ø 1.50 BOre] BacK-Up ring. seals: special 

Q-ring. valve: [1.100 OD X 0.377 iD X 0.015 tH]. valving assemBlY: 07, 08 FlOat rp, cD Firm, rD meD. valve: 

[0.105 OD X 0.056 iD X 0.010 tH]. spring HarDWare: (t) prOpeDal spring spacer [0.322 iD X 0.850 OD X 

0.006 tH]. Damping aDJUst part: pistOn BOlt [0.600 sHlg X 0.100 iD X 0.725 tlg, 8 X 0.052 X-HOle] rD/cD 

aDJ. spring: cOmpressiOn [0.376 tlg X 0.076 iD X 41 lB/in]. Damping aDJUst part: cHecK valve [0.115 OD, 

0.636 tlg] 303ss. spacer: prOpeDal tOp OUt [0.377 iD X 0.850 OD X 0.069 tH] steel. assemBlY DraWing: 

valving [Ø 0.940 BOre] cD, rD. pistOn: cHecK [0.700 OD X 0.252 iD X 0.050 tH, Ø 0.375 sHaFt] steel. cHecK 

pistOn BlanK [0.700 OD X 0.240 iD X 0.066 tH]. pistOn assemBlY: Damping, rD aDJUst [Ø 0.940 BOre, 0.498 

sHaFt, 0.240 tlg] W/ glYDe ring. assemBlY DraWing: Damping pistOn assemBlY [Ø 0.940 BOre] W/Bear-

ing ring. pistOn: Damping [0.940 BOre, 0.925 OD X 0.260 tlg] 7075-t6, clear anO iii. alUminUm rOUnD: 

[Ø 1.000 ] 7075-t651.  Bearing: eXternal [0.136 W X 0.942 OD X 0.031 tH, Ø 0.940 BOre] tUrcOn, BlUe, ring.  

spring: Belleville, 0.038 travel [ 0.825 OD X 0.330 iD X 0.008 tH]. valve: [0.600 OD X 0.252 iD X 0.0045 tH].  

valve: [0.700 OD X 0.252 iD X 0.0045 tH]. valve: [0.600 OD X 0.252 iD X 0.006 tH]. valve: [0.400 OD X 0.252 iD 

X 0.010 tH] spacer: prOpeDal [0.252 iD X 0.425 OD X 0.050 tH]. spring HarDWare: prOpeDal spring percH 

[0.252 iD X 0.850 OD X 0.100 tlg] steel. spring HarDWare: prOpeDal sHUttle [0.850 OD X 0.429 iD X 0.050 

tH] steel. plate: BacK-Up [0.400 OD X 0.252 iD X 0.020 tH, Ø 0.375 sHaFt] steel.  plate: BacK-Up [0.350 OD 

X 0.252 iD X 0.020 tH, Ø 0.375 sHaFt] steel. BODY: (t) [Ø 0.940 BOre, 1.060 OD, 4.312 tlg, 1.125-20 Un-2a] 

impact eXtrUsiOn al 6061, clear anO ii. BODY:[Ø 0.940 BODY BOre, 1.120 OD] 6061-t6, impact eXtrUsiOn. 

pistOn assemBlY: FlOating [Ø 0.940 BOre, 0.325 tlg]. assemBlY DraWing: iFp assemBlY [Ø 0.940 BOre]. 

pistOn: FlOating [Ø 0.940 BOre X 0.930 OD X 0.325 tlg] acetrOn gp. plastic rOUnD: [Ø 1.000] acetrOn gp, 

WHite. seals:O-ring [(-209) .139 c.s. X 0.671 iD] stanDarD n674-70, DYnamic. 05 sleeve assemBlY: [Ø 1.500 

BOre, 3.948 tlg] FOr 7.875 X 2.0.  assemBlY DraWing: air sleeve assemBlY, W/ seal, Bearing, anD Wiper 

[Ø 0.940 BOre].  mY05 sleeve: (t) [1.500 iD X 1.625 OD X 3.948 tlg] al 6061-t6, BlacK anO iii. sleeve: [1.490 

iD X 1.825 OD X 4.310 tlg] 6061-t6, impact eXtrUsiOn. seals: Wiper, samUri [Ø 1.060 sHaFt] a216 85 a nBr. 

Bearing: internal [1.065 iD X 0.050 tlg X Ø 1.060 sHaFt] ptFe, BacK Up ring. seals: cHevrOn, FlOat BODY 

[Ø 1.060 sHaFt] a216 85a nBr. Damping aDJ. part: (t) inner cOmpressiOn aDJ., rp3, Ball tip [3.424 tlg]. 

Damping aDJUst part: (t) metering rOD, reBOUnD [0.110 iD X 3.231 tlg]. air valve parts: pellet [Ø 0.275 

X 0.125 tlg] nitrile DUrOmeter a 90.  air valve parts: pellet retainer [5/16-24, .220 tlg] set screW. air 

valve parts: Ball [Ø 0.1250] 52100 graDe 25 steel, cHrOme.  Fastener, stanDarD: screW [#8-32 X 0.250 
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float®	rp23	offers
incredible	ride	performance.

For 2009 we improved the damping by increasing
mid-stroke compression damping support and 
improving effi ciency of the transition from
rebound to compression. We also signifi cantly
broadened the rebound adjuster range. Our proprietary
ProPedal® system provides pedaling thresholds 
with fl atter compression curves for rider effi ciency
and maximum traction. 

The fl agship RP23 offers incredible ride
performance with its 3-position tuning range
adjuster and 2-position adjustable ProPedal
lever allowing riders to quickly shift from light to
fi rm ProPedal.  

fLoaT

float	family	featUres
• Angled air valve position for easier access
• ProPedal tune – Pedaling effi ciency and maximum
 square edge performance
• Positive stops for RP23 and RP2 ProPedal lever
• High volume standard air sleeve – Lower air spring
 compression ratio
• Lightweight chassis
• Dual Overhead Cam – Places damping adjustments in one
 easy to reach location (RP23 and RP2 only)
• Speed sensitive shimmed rebound control with linear
 adjustments and wide range

 “reGardless OF all the testinG i dO with 

FitZy and all the randOM little ideas MiKe 

and i cOMe up with durinG the race seasOn, 

it really cOMes dOwn tO an aFternOOn OF 

ridinG irrespOnsibly Fast Out in the wOOds 

sOMewhere with sOMe lOcals and havinG 

a daMn GOOd tiMe.  the Fact that i Just did 

that tOday in the pisGah natiOnal FOrest 

(leGendary FOr GOOd reasOn) MOunted On 

My trusty F100 and rp23 MaKes it all cOMe 

Full circle FOr Me.  racinG is Fun and all, 

but ridinG 100% cOMMitted On unKnOwn 

terrain is why i live the liFe i live and 

FOX MaKes that eXperience Just a little 

bit MOre Fun, in a saFe, respOnsible, nOn-

raGGed edGe, perMa-Grin Kind OF way...  OK, 

it’s nOt really that saFe, but we’re yOunG, 

and it’s GOnna be darK sOOn, sO... ”

adam	craig
team	giant

(11) signiFicant
 FlOat imprOvements
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model rp23 rpl r

weight .47 lbs / 213 g
6.50” x 1.50” No reducers

.45 lbs / 205 g
6.50” x 1.50” No reducers

.44 lbs / 200 g
6.50” x 1.50” No reducers

adjUstments > Tuning range adjuster
 with 3 ProPedal positions  
 (Patent Pending)

> DOHC ProPedal with
  2 positions

> Air spring pressure

> Rebound adjust

> Lockout

> Air spring pressure

> Rebound adjust

> Air spring pressure

> Rebound adjust

lengths 5.5	x	1.0,	6.0	x	1.25,	6.5	x	1.5,
7.5	x	2.0,	7.875	x	2.0,
7.875	x	2.25*

5.5	x	1.0,	6.0	x	1.25,	6.5	x	1.5,
7.5	x	2.0,	7.875	x	2.0,
7.875 x 2.25*

5.5 x 1.0, 6.0 x 1.25, 6.5	x	1.5,
7.5 x 2.0, 7.875	x	2.0,
7.875 x 2.25*

*	bold	indicates	aftermarket	siZes



the	dhx®	air	5.0	is	designed	
specifically	for	the	rigors	
of	heavy-dUty	trail	riding.

For 2009 we’ve redesigned the ProPedal®

adjustment lever to have better ergonomics and 
improved the actuation mechanism so riders can 
more easily choose their ProPedal setting with a 
quick fl ick of the new 2 position 90 degree lever. 
The eyelet is redesigned for improved packaging 
and air valve access.  The DHX Air is the complete
package, with it’s patent-pending, position-
sensitive Boost Valve®; adjustable bottom-out 
resistance; adjustable ProPedal; refi ned click-
by-click linear external rebound adjustment and 
large volume air spring offering incredible small 
thru big-hit performance, in any terrain and any 
style of riding, in an incredibly lightweight shock.

dhX air

dhx	air	family	featUres
 • NEW 2 position ProPedal lever – light to fi rm in a
 90 degree sweep (5.0 and 4.0 models only)
• Critical decoupling of bottom-out resistance and
 ProPedal adjustment
• Independent adjustable bottom-out resistance with
 common hex tool (5.0 only)
• Adjustable velocity sensitive shimmed rebound control
 with linear range
• Adjustable tuning range via Schraeder
 (Adjusts ProPedal & bottom out range (Min & Max)) 
• Shim controlled compression damping to prevent
 excessive wallow or dive effect
• Precision sized bushing to eliminate break in and
 increase durability

“FOX racinG shOX has shOwn and prOven 

that they are leadinG the way in r & d and 

tech suppOrt. FOX shOX understands and 

shares the saMe FOcus and drive. they have 

an eXtreMely Friendly and passiOnate

suppOrt staFF that, listens, educates, and

dials riders in. GivinG theM trust in

prOduct and cOMplete cOnFidence in the 

wOrK staFF. KnOwinG that we have FOX rac-

inG shOX behind us and belOw us there is nO 

dOubt, nOt Just FOr the racers, but the whOle 

teaM, and cOnFidence eQuals results!”

damion	smith
yeti	fox	team	manager/mechanic

(20)  signiFicant
 DHX air imprOvements
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model 5.0

weight .97 lbs / 443 g
8.5” x 2.5” No reducers 

adjUstments > Bottom-out resistance

> NEW ProPedal 2-position lever

> Air spring pressure

> Adjustable tuning range
  via schraeder

> Rebound adjust

lengths 7.5	x	2.0,	7.875	x	2.0,	
7.875	x	2.25,	8.5	x	2.5,
8.75	x	2.5,	9.5	x	3.0*

*	bold	indicates	aftermarket	siZes



dhx®	is	the	shock	for
serioUs	downhill	racers	
and	aggressive	freeriders.	
Countless hours of testing and working with
racers has resulted in improved DHX performance.
An all new compression damping circuit yields 
greater compliance on stutter bumps, improved 
control through the stroke on G-outs and
increased bottoming resistance. An all new
rebound damping circuit yields instantaneous 
terrain following on small to mid sized bumps and
improved deep stroke responsiveness.  The robust
DHX 5.0 features a huge range of adjustability; 
15-click ProPedal® damping; tunable bottom-out 
resistance; patent-pending, position-sensitive 
Boost Valve®; plus the incredible responsiveness 
of a coil spring, making this the most sought after 
shock amongst the downhill set. 

dhX

dhx	family	featUres
 • Critical decoupling of bottom-out resistance and
 ProPedal adjustment
• Independent adjustable bottom-out resistance with
 common hex tool (5.0 only)
• Adjustable velocity sensitive shimmed rebound control
 with linear range
• Adjustable tuning range via Schraeder
 (Adjusts ProPedal & bottom out range (Min & Max)) 
• Shim controlled compression damping to prevent
 excessive wallow or dive effect
• Precision sized bushing to eliminate break in and
 increase durability

“this was My First year with FOX and i was 

blOwn away by the way their stuFF wOrKed. 

we went tO italy at the start OF the year and 

tested a lOad OF diFFerent settinGs and it was 

aMaZinG tO see hOw diFFerently My biKe rOde 

and cOrnered. 

tO turn up tO a race KnOwinG that i have the 

best suspensiOn tO tacKle the tracK with, tO 

KnOw that it’s set up Just FOr Me and tO have 

the bOys there shOuld i have a prObleM, it 

MaKes Me Feel pretty cOnFident and i can Just 

thinK abOut My ridinG KnOwinG that My biKe 

cOuldn’t wOrK any better.”

rachel	atherton
team	animal-commencal

(12)  signiFicant
        DHX imprOvements
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model 5.0

weight .82 lbs / 375 g
8.75” x 2.75” No reducers or spring

adjUstments > Bottom-out resistance

> ProPedal

> Adjustable tuning range
  via schraeder

> Rebound adjust

> Coil spring preload

lengths 7.5	x	2.0,	7.875	x	2.0,	
7.875	x	2.25,	8.5	x	2.5,
8.75	x	2.75,	9.5	x	3.0*

*	bold	indicates	aftermarket	siZes



Our new VAN™ R is ideal for 
Down Hill Racing, Free Ride, 
Heavy-Duty Trail and	
your pocket. 
Light and durable with intuitive adjustments. 
The VAN R is all business. It’s based on the same 
World Championship winning, World Cup proven 
chassis as our DHX® family of shocks. Combined with 
shim controlled compression and improved rebound 
damping, externally adjustable low speed rebound, 
and the large DHX based oil volume, this shock is 
the perfect balance between simple durability and 
accessible performance.  

VAN

VAN FAMILY FEATURES
	•	Speed sensitive compression and rebound damping
•	Spring Preload Ring
• Rebound adjust with linear range 

“When I’m at the top of a drop or a jump, 

the last thing I need to worry about is my 

suspension and since I ride FOX I can just 

focus on the ride...”

Kyle Strait

(12)  significant
        van improvements
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MODEL VAN R

WEIGHT .74 lbs / 339 g
8.75” x 2.75” No reducers or spring 

ADJUSTMENTS > Coil spring preload

> Rebound adjust 

LENGTHS 7.5 x 2.0, 7.875 x 2.0, 7.875 x 2.25, 
8.5 x 2.5, 8.75 x 2.75, 9.5 x 3.0*

* BOLD INDICATES AFTERMARKET SIZES



FOX GLOBAL DISTRIBUTORS / SERVICE CENTERS

*Please check our website for new distributors and service centers being added regularly.
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    Wherever you ride.

AUSTRALIA	

Netti Atom Pty Ltd

tel: + 612-95501655

fax: + 612-95502030

fox@netti.com.au

www.netti.com.au

AUSTRIA	

Mueller GmbH

tel: + 43-316-7170070

fax: + 43-316-717007-654

fox@mga.co.at

www.mga.co.at

BeNELUX

Sabma Suspension Center

tel: + 32-87-63-19-80

fax: + 32-87-63-19-78

info@sabma.com

www.sabma.com	

BRAZIL

MS Comex

tel: + 55-11-3832-6009

fax: + 55-11-3647-9301

fox@mscomex.com.br

canada

Outdoor Gear Canada 

tel: +514-332-1320 

fax: + 514-335-1691

info@ogc.ca 

www.ogc.ca 

CHINA / Hong Kong 

Iron Ore Co. Ltd.

tel: + 852-3576-3839

fax: + 852-3576-3837

info@ironorechina.com

www.ironorechina.com

Costa Rica / central america / Panama

Grupo GL de San José, S.A

tel: + 506-8833-0477

fax: + 506-2203-4695

Info@grupogl.co.cr

www.grupogl.co.cr

CROATIA/BOSNIA/KOSOVO

Vizija Sport d.o.o

tel: + 386 41 688 093

www.cult.si

Czech Republic

Cyklosvec s.r.o.

tel: + 420-382-206-440

fax: + 420-382-206-442

obchod@cyklosvec.cz

www.cyklosvec.cz		

DENMARK 

BikeToyz Aps

tel: + 45-8699-0058

fax: + 45-8749-0051

ckb@biketoyz.dk

www.biketoyz.dk

FINLAND 

R-tech Suspension Oy

tel: + 358 (0)3 2148755

rtech@rtechsuspension.fi

www.rtechsuspension.fi 	

FRANCE	

Tribe Sport Group

tel: + 33-494-541950

fax: + 33-494-541951 

contact@tribesportgroup.com

sav.fox@tribesportgroup.com

www.tribesportgroup.com

GERMANY	

Toxoholic’s

tel: + 49-6331-258160

fax: + 49-6331-258162

service@toxoholics.de

www.toxoholics.de

Greece

Axion Traction LTD

tel: + 30-2310-555850

fax: + 30-2310-555850

info@axiontraction.gr

www.axiontraction.gr		

HUNGARY	

X-Factor

tel: + 36-1-425-3318

fax: + 36-1-287-0502

info@xfactornet.hu

ISRAEL	

The Single Track LTD.

tel: + 972-4-830-7340

fax: + 972-4-830-7228

alon_sch@zahav.net.il	

ITALY	

Bike Suspension Center s.r.l

tel: + 39-0473-56-3107

fax: + 39-0473-55-9630

info@pepi.it

www.bikesuspension.com   

JAPAN	

Mom & Pop’s

tel: + 81-586-43-6810

fax: + 81-586-43-6811

mamapapa@mtg.biglobe.ne.jp

www.mamapapa.co.jp	

KOREA	

Xenon Sports International	

tel: + 82-31-555-0077

fax: + 82-31-555-0088

info@scott.co.kr

www.scott.co.kr

La Reunion

Comptoir Des Isles s.a.r.l.

tel: + 0-262-23-87-74

fax: + 0-262-23-84-89

comptoirdi@wanadoo.fr 	

Latvia

IKS SPORTS Ltd

tel: + 371-7545537

fax: + 371-7545537

info@xsports.lv

www.xsports.lv 

MEXICO

BICICLASS S.A. DE C.V.	

tel: + 52-449-917-447-7

fax: + 52-449-917-4478

soporte@foxracingshox.com.mx

www.biciclass.com

www.foxracingshox.com.mx

NEW ZEALAND	

Blue Shark Enterprises

tel: + 64-3-443-8414 

fax: + 64-3-443-8414

alastair@mountainbikes.co.nz 

www.mountainbikes.co.nz	

NORWAY	

Cyklon a/s

tel: + 47-38-047-474

fax: + 47-850-32-883

info@cyklon.no

www.cyklon.no	

PHILIPPINES	

Dan’s Bike Shop

tel: + 63-34-434-2403

fax: + 63-34-433-6544

dram@dansbike.com	

POLAND	

Cult-Bikes

tel: + 48-22-898-28-39

fax: + 48-22-898-28-39

kontakt@cult-bikes.com	

PORTUGAL	

Bicimax-Artigos Desportivos, Lda

tel: + 351-244-553-276

fax: + 351-244-553-187

geral@bicimax.pt

www.bicimax.pt	

RUSSIA	

LLC “Tandem”

tel: + 7-495-730-53-00

fax: + 7-495-173-55-24

info@veloimperia.ru	

SINGAPORE/INDONESIA/MALAYSIA	

Kian Hong Cycle PTE LTD

tel: + 65-674-957-87

fax: + 65-674-957-89

fox@khcycle.com.sg

www.khcycle.com.sg.

Slovakia

Slovkolex

tel: + 42-1-42-442-1556

fax: + 42-1-42-444-0631

office@slovkolex.sk	

www.slovkolex.sk

SLOVENIA	

Vizija Sport d.o.o

tel: + 386 41 688 093

www.cult.si	

SOUTH AFRICA	

Omnico PTY LTD

tel: + 27-21-691-0110

fax: + 27-21-691-0112

russel@omnico.co.za	

www.omnico.co.za

SPAIN	

Almar Sport SL

tel: + 34 902444122

fax: + 34 974355527

info@almarsport.com 

foxracingservice@almarsport.com 

www.almarsport.com

Sweden

BikeToyz Aps

tel: + 45-8699-0058

fax: + 45-8749-0051

ckb@biketoyz.dk

www.biketoyz.dk

SWITZERLAND	
Suspension Center

tel: + 41-31-809-30-20

fax: + 41-31-809-30-22

info@suspensioncenter.ch

techsupport@suspensioncenter.ch

www.suspensioncenter.ch	

TAIWAN	

Three Peaks Bicycle Company

tel: + 886-4-24368842

fax: + 886-4-24369237

info@threepeaks.com.tw

www.threepeaks.com.tw	

THAILAND	

UWC Ltd.

tel: + 66-2-367-3470

fax: + 66-2-367-3482

kanate@uniwave.net

www.tcabike.com

www.gravityshop.com	

TURKEY/IRAN/BULGARIA/ROMANIA

ASLI bisiklet

Tel: 90 212 527 35 63

Fax: 90 212 522 55 81

info@aslibisiklet.com

www.aslibisiklet.com

UNITED KINGDOM	

Mojo Suspension Hoodoo Ltd.

tel: + 44-1633-615-815

fax: + 44-1633-601-290

Info@mojo.co.uk 

www.mojo.co.uk

USA

FOX Factory, Inc.

tel: 	831-768-1100

tel: 	800-369-7469

fax: 	831-768-1186 

mtbservice@foxracingshox.com

www.foxracingshox.com

Venezuela

Latin Bike

tel: + 58-212-286-0285

fax: + 58-212-283-7466 

mario@bikeswc.com
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