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FL-R21 AEROLITE

NEU: KARBONACHSEN

Optional hub colour: Silver

WHEELSET FL-R23 AEROLITE CARBON

WHEELSET FL-R24 AEROLITE ZIPP  NEW  1.050 g. set

CARBON FIBRE AXLES

- Medium profile (38 mm) carbon fibre rim for Tubular tyres. Weight 370 g.

- Hole pattern: 20 holes front and 24 holes rear

  FL-R Team CA  is the world’s lightest hubset (see specs on page 3)

- Carbon Fibre hub body and axles

- Gold Works or Silver anodised flanges with carbon centre

- Shimano or Campagnolo compatible

- Aerodynamic & hyperlight aero bladed spokes from DT Swiss: Aerolite Black

- FRM Team quick releases (titanium axle). Lever colour matches flange colour

- Supplied with specific brake pads for carbon fibre rims.

- Rear hubs are supplied with a cogset lock-ring in light alloy 

  for 12-13T smallest cog. Lock-ring for 11T small cog on request. 

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set: 1.250 g. without Q.R.     1.310 g. with Q.R.

Wheels are supplied with a certificate signed by 

the wheel builder specifying the spoke tension value

CARBON FIBRE AXLES

- Zipp 280 carbon fibre rim for Tubular tyres. 38 mm profile. Weight 280 g.

- Hole pattern: 20 holes front and 24 holes rear

  FL-R Team CA  is the world’s lightest hubset (see specs on page 3)

- Carbon Fibre hub body and axles

- Gold Works or Silver anodised flanges with carbon centre

- Shimano or Campagnolo compatible

- Aerodynamic & hyperlight aero bladed spokes from DT Swiss: Aerolite Black

- FRM Team quick releases (titanium axle). Lever colour matches flange colour

- Suggested brake pads: Corima red

- Rear hubs are supplied with a cogset lock-ring in light alloy 

  for 12-13T smallest cog. Lock-ring for 11T small cog on request. 

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set: 1.050 g. without Q.R.     1.110 g. with Q.R.

BLADED SPOKES
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WHEELSET FL-R21 Aerolite    MODIFIED

WHEELSET SP-R21

WHEELSET FL-R12 MODIFIED

RAGGI A LAMA

Opitional hub colour: Silver

OPTIONAL : WHEELBAG FOR 2 WHEELS

SP HUBS (Straight-Pull)
Straight head spokes

ASSALI MOZZI IN CARBONIO

Opitional hub colour: Silver

- New Ultra-lightweight alloy (7075) rims: 370 g. 24 holes front and 420 g. 28 holes rear

- Asymmetric rear rim for optimal dish

- FL-R Team CA is  the world’s lightest hubset (see on page 3)

 -Carbon Fibre body and axles

- Gold Works or Silver anodised flanges with carbon centre. Black spokes and rims

- Shimano o Camapgnolo compatible

- Aerodynamic & hyperlight aero bladed spokes DT Swiss Aerolite Black 

- FRM Team quick releases (titanium axle) Lever colour matches flange colour

- Rear hubs are supplied with a cogset lock-ring in light alloy for 12-13T smallest cog. 

- Lock-ring for 11T small cog on request. 

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight 1.300 g. without Q.R.     1.360 with Q.R.

- Lightweight alloy rims: 400 g. 24 holes front and 440 g. 28 holes rear

- Asymmetric rear rim for optimal dish

- Hubs: SP-R Team with flsnges for straight head spokes

- Carbon Fibre body. Light alloy axles

- Gold Works or Silver anodized flanges. Black rims

- Shimano o Campagnolo compatible

 -Hyperlight double butted spokes with straight head: DT Revolution 2,0-1,5-2,0  

- FRM Team quick releases (titanium axle) Lever colour matches flange colour

- Rear hubs are supplied with a cogset lock-ring in light alloy for 12-13T smallest cog. 

- Lock-ring for 11T small cog on request. 

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight 1.400 g. without Q.R.      1.460 g. with Q.R.

- Lightweight alloy rims: 400 g. 24 holes front and 440 g. 28 holes rear

- Asymmetric rear rim for optimal dish

- Light double butted spokes DT Competition 2,0-1,8-2,0 

- Hubs: FL-R Pro black anodised (see specs on page 3)

- Shimano o Camapgnolo compatible 

- FRM Team quick releases (titanium axle)

- Rear hubs are supplied with a cogset lock-ring in light alloy for 12-13T smallest cog

- Lock-ring for 11T small cog on request. 

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight 1.500 g. without Q.R.      1.560 g. with Q.R.
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SKEWERS TEAM ROAD MODIFIED Designed and made in Italy

HUBSET FL-R TEAM CA       Designed and made in Italy

HUBSET FL-R PRO MODIFIED Designed and made in Italy
Optional hub colour: Sinver

CARBON FIBRE AXLE

 WORLD’S LIGHTEST HUBSET
251 g. SET

CARBON AXLES

- World’s lightest road hubset: 251 g.

- Shimano or Campagnolo compatible

- CNC machined flanges from 7075 light alloy

- Carbon fibre axles

- Tubular construction in high strength carbon fibre bonded to light alloy flanges

- Easy adjustment of bearing play without disassembying the wheels from the bike

- Light alloy freewheel with Titanium fixing bolt

- Team quick release features a 4 mm  titanium axle 

- Gold Works or Silver anodized flanges

- Hole pattern: front 20-24-28-32h   rear 24-28-32h

- Rear hubs are supplied with a cogset lock-ring in 

  light alloy for 12-13T smallest cog

- Lock-ring for 11T small cog on request. 

- Radial lacing: front and rear left are allowed

- Weight 251 g. (64+187) without Q.R

               311 g. with Q.R.

- Shimano or Campagnolo compatible

- CNC machined from light alloy 

- Sealed ball bearings

- Water-proof labyrinth seals

- Quick release: FRM Team (titanium) black

- The 15 mm oversized alloy axle of front hub is stiff and light

- Black anodised and laser etched

- Easy adjustment of bearing play without 

  disassembying the wheels from the bike

- Rear hubs are supplied with a cogset lock-ring in light alloy 

  for 12-13T smallest cog. 

- Lock-ring for 11T small cog on request. 

- Radial lacing: front and rear left are allowed

- Weight 302 g. (93+209) without Q.R

               362 g. with Q.R.

- CNC machined from light alloy

- 4mm titanium axles

- For Road bikes only. Rear axle lenght 

  compatible with 130 mm hub locknut

- Gold Works or Black anodised levers.

- Laser etched

- Weight 60 g. set
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BLACK HOLE 940 NEW Designed and made in Italy

WEB-STEM CF and CF Ti. Designed and made in Italy

WEB-STEM 32 and 32 Ti. Designed and made in Italy

ACCESSORIES

- TEAM CARBON FIBRE SPACERS: 5 mm or 10 mm

- PRO PLASTIC SPACERS: 5 mm or10 mm

- SLEEVE FOR 26 mm HANDLEBARS

- TITANIUM HARDWARE M5x15 mm

- Tubular construction in high strength carbon fibre bonded to light alloy lugs

- Lugs are CNC machined from solid billet of 7075 alloy

- Two-bolt system for less stress on light weight handlebars as 

  shown by tests performed by Easton

- Interchangeable angle +/-10° with flip-flop logo

- 31,8 mm clamp diameter for higher strength and rigidity

- Gold Works or Black anodised lugs

- Available with steel or titanium hardware

- Length: 90-95-100-105-110-115-120-125-130 mm

- Sleeve for 26,0 mm handlebars on request

- Weight: Web-Stem CF 132 g. (110 mm)

Web-Stem CF Ti. 125 gr (110 mm)

- CNC machined from solid billet of high strength 7075 light alloy

- Two-bolt system for less stress on light-weight handlebars as shown 

   by tests performed by Easton

- Interchangeable angle +/-10° with flip-flop logo

- 31,8 mm clamp diameter for higher strength and rigidity

- Available with steel or titanium hardware

- Length: 100-110-120-130 mm

- Black anodised and laser etched

- Sleeve for 26,0 mm handlebars on request

- Weight: Web-Stem 32 120 g. (110 mm)

Web-Stem 32 Ti. 113 gr (110 mm)

- Monocoque made with High Module Carbon Fibre. Revolutionary new clamping system 

- Lightest Carbon Fibre stem ever made: 99 gr (100 mm)

- Both the built-in cap and lower spacer help to save more weight 

  when this stem replaces any other model on the market 

- Stem length, handlebar width and/or tilt can be changed, still mantaining 

  the same overall appearance of  Integrated style stem/handlebar

- Highest torsion to weight ratio

- Best load distribution on the handlebar for maximum safety

- Aluminium collars fix the handlebar and steerer tube to the stem  

- Compatible with handlebars featuring a central section of 

  31,8 mm diameter, not shorter than 80 mm

- Gold Works or Black anodised steerer collar

- Five titanium fixing bolts

- Expander-Plug and light alloy (gold anodised) bolt included

- Length: 90-100-110-120-130 mm

- Angle: - 8°

- Weight: 99 gr (100 mm)
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SADDLE ASPEN and ASPEN Ti.

SADDLE BLACK HOLE NEW Designed and made in Italy

HANDLEBAR WEB-BAR 32

HANDLEBAR WEB-BAR CARBON OS

- Monocoque shell made in Carbon and Kevlar Fibres (product of Italy)

- Much stronger than other carbon fibre saddles fitted with standard 

  tubular rails bonded to the shell

- Offers much more confort than other carbon fibre saddles whose 

  shells are bonded to tubular rails 

- Excellent anatomical shape which will not modify over time

- Finish: matt clear coating

- Gold metallic Black Hole logo

- Dimensions: 265 x 120 mm

- Weight: 65 g. 

- Carbon Fibre reiforced molding base

- Cromo Steel rails for Aspen and Titanium rails for Aspen Ti.

- Leather surface with Kevlar reiforced wings

- Super Light foam

- Dimensions: 270 x 130 mm

- Colour: Black and Gray

- Embroided golden FRM logo

- Weight: 215 g. Aspen   188 g. Aspen Ti.

- Manufactured in High Grade carbon fibre for torsion 

  strength and vibration damping

- Anatomical bends and aero profile

- Gold Works Series

- Oversized 31,8 mm centre section for 

  higher strength and rigidity

- Width: 40-42-44 centre to centre

- Drop: 135 mm centre to centre

- Reach: 80 mm centre to centre

- Weight: 220 g. (40 cm)

- Triple butted drawn fram 7075 light alloy

- Grooved to hide cables

- Oversized 31,8 mm centre section for 

  higher strength and rigidity

- WARNING: Not compatible with 

  Black Hole stem (see on page 4)

- Black anodised and laser etched

- Width: 40-42-44 cm centre to centre

- Drop: 135 mm centre to centre

- Reach: 80 mm centre to centre

- Weight: 230 g. (40 cm)
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SEATPOST ST-R21 Carbon and ST-R21 Carbon Ti. MODIFIED Designed and made in Italy

SEATPOST ST-R23 Carbon Ti. NEW

SEATPOST ST-R11 and ST-R11 Ti. Designed and made in Italy

- Monocoque in carbon Fibre

- Among the lightest seatposts worldwide

- One-bolt adjustment with tiltable saddle craddle

- Titanium bolt, clamp and craddle CNC machined from 7075 alloy

- Gold Works series

- Dimensions: 27,2 x 250 mm    31,6 x 250 mm

- Weight: 135 g. (27,2)

146 g. (31,6)

SEAT COLLARS SC35 and SC35 Ti. SLEEVE SS-DB Designed and made in Italy

- New machining process of the head has saved some more weight

- Manufactured in High Grade carbon fibre for torsion 

  strength and vibration damping 

- Two-bolt adjustment for accurate and easy saddle tilt

- Head and clamp parts are CNC machined from 7075 light alloy

- Steel bolt for ST-R21 and Titanium bolt for ST-R21 Ti.  

- Gold Works or Black anodized head

- Sleeves for oversize diameters available

- Dimensions: 27,2 x250 mm

- Weight: 150 g. ST-R21

145 g. ST-R21 Ti.

- Post CNC machined from 7075 light alloy 

- Two-bolt adjustment for accurate and easy saddle tilt

- Head and clamp parts are CNC machined from 7075 light alloy

- Steel bolt for ST-R11 and Titanium bolt for ST-R11 Ti.  

- Black anodized and laser etched

- Sleeves for oversize diameters available

- Dimensions: 27,2 x250 mm

- Weight: 180 g. ST-R11

175 g. ST-R11 Ti.

- Asymmetric seat collars are a must for carbon fibre 

  seatposts as they put less pressure on the frame slot

- Steel or titanium bolt

- Gold Works or Black anodised and laser etched

- Weight: 13 g. SC35

11g. SC35 Ti.

- SS-DB: sleeve for oversize diameters in light alloy is lighter than an oversize seatpost and 

  protects the carbon fibre seatposts from being damaged by the pressure on the frame slot.

- Externally Double butted

- Weight: 20 g. (31,6 mm)
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BRAKES CL2    CL2 Ti.    CL2 TEAM  NEW Designed and made in Italy

CL2-PH TEAM
with Corima pads

CL2-PH Ti.

CL2 Ti. Gold Works

CL2

CL2 TEAM 
Gold Works
with Corima

pads

PADHOLDERS CL2-PH Ti.   CL2-PH TEAM  NEW

CYCLOCROSS BRAKES  X-CROSS Designed and made in Italy

- CNC machined from high strength 7075 light alloy 

- Both brakes feature a Swing-Link lever for increased leverage and powerby a factor of 1 to 6

  A pressure of 30 kg on the brake lever increases to 180 gk on the brake pads

- Steel (CL2) or Titanium (Cl2 Ti. and Team) hardware

- Light alloy (CL2 and CL2 Ti.) or Carbon Fibre (CL2 team) padholders

- 3 Stage Multicondition pads for CL2 brakes

- Swiss Stop Green pads for CL2 Ti. and Team brakes 

- Swiss Stop Green pads suitable for regular or ceramic rims

- Optional: Corima red pads for Carbon Fibre rims

- Gold Works or Black anodised. Laser etched

- Weght saving when replacing Dura Ace or Record calipers: set 110/140 g.

- Reach: 34-39 mm

- Weight / bike: 217 g. CL2           

                         192 g. CL2 Ti.

                         175 g. CL2 Team  

                         163 g. CL2 Team with Corima pads

- Shimano compatible only

- Titanium and light alloy hardware on both models

- Light alloy, black anodised pad holders for CL2-PH Ti.

- Carbon fibre padholders for CL2-PH Team 

- Swiss Stop Green pads

- Optional: Corima red pads for Carbon Fibre rims

- Weight saving  / bike: CL2-PH Ti. 20g.    

                                       CL2-PH Team 35 g. 

- CNC machined from high strength 7075 light alloy

- Low profile for best clearance of the bike

- Rigid steel rods transfer more loads than wires

- Powerfull and progressive

- Race tested by the best cross Pros in the world

- Spring adjusters on both arms

- Swiss Stop Green canty pads

- Weight / bike: 300 g.
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TORX WRENCH

CHAINRING FIXING BOLTS

PRO CHAINRINGS Designed and made in Italy

CRANKSET CU2-R110 Integral and CU2-R110 Ti. Integral       Designed and made in Italy

- CNC machined from billet of proprietary light alloy

- One piece axle / right crank-arm.

- Light alloy axle of large diameter (25 mm) for best torsion rigidity

- Large size bearings for longer lifespan

- Maximum bearing distance for superior rigidity

- Easily serviceable

- Totally sealed bottom bracket

- Best rigidity / weight ratio

- Steel or titanium fixing bolts of the left arm

- Gold Works or Black anodised spider

- Torx type ring fixing bolts. Gold Works or Black anodised 

  and laser etched

- Compact type spider (110 mm) with Standard or Compact rings

- Pro rings: polished, black anodized and laser etched.

- Chainring pattern: 53-39T / 50-36T / 50-34T

- Arm length: 170-172,5-175 mm

- Chainline: 43,5 mm      Q Factor: 150 mm 

- BB Cups: BC-1,37” x 68 mm or M36 x 70 mm (italian)

- Weight with BB - CU2-R110  720g. (50-34T)

                                CU2-R110 Ti.  716 g. (50-34T)

- Supplied without the BB wrench

- CNC machined from high quality 7010 alloy

- Compatible with Torx 30 wrench  

- Silver or Gold Works anodised and laser etched

- CNC machined from high quality 7075 alloy

- CNC ramps and steel pins for optimal shifting precision

- polished, anodised and laser etched

- BCD 110 mm for 53-50-39-36-34 rings

- Weight: outboard rings: 53T 90 g.  -  50T 75 g.

                inboard rings: 39T 39 g.  -  36T 34 g.  -  34T 28 g.
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FRAME DIMENSIONS ON PAGE 28

Both dropouts are replaceable
Gold Works or Black anodised

CNC machined.  Both are replaceable. Gold Works or Black anodised

BSC 68 mm 
31,6 mm  with 27,2 mm sleeve 

34,9 mm 

Custom or 5 standard sloping sizes

High Glossy Natural Carbon with Red/Gold Works or Silver/Gold Works sickers

FRAME MODEL

Frame and

rear stays

Steerer Tube

Headset accessories

Dropouts

Bottom Bracket

Seatpost Dia.

Seatpost Collar

Front Derailleur Dia.

Sizes

Colours

Frame Weight

Suggested Fork

1 1/8"  with FRM C-Set semi-integrated headset

BRAMA HM

 FRM Team Expander-Plug (carbon cap & 7075 bolt)

FRM SC35Ti. Asymm. Gold Works or Black anodised

1.050 g. (Small)

FRM RFC300

BRAMA

FRM Expander-Plug

FRM SC35 Asymm

1.150 gg (Small)

FRM RFC350

1K High Module Carbon Fibre 

FRM design

3K Carbon Fibre 

FRM design

BRAMA HM 4,0 (Dura Ace)
Bike weight 6,4 Kg

BRAMA HM FRAME

WEIGHT: 1.050 g. (Small)

1K Carbon woven

3K Carbon woven

BRAMA BRAMA HM Designed and 100% made in Italy

BRAMA FRAME

WEIGHT: 1.150 g. (Small)

BSC 68 mm bottom bracket

SEMI-INTEGRATED HEADSET

BIKE SPECIFICATIONS ON PAGE 11

Bikes are available as:
Brama 3,0 – bike weight: 6,7 kg
Brama HM3,0 – bike weight: 6,6 kg
Brama 4,0 – bike weight: 6,5 kg
Brama HM 4,0 – bike weight: 6,4 kg
Brama 5,0 – bike weight: 5,7 kg
Brama HM 5,0 – bike weight: 5,6 kg

Catalogue » Road » Frame & BikeCatalogue » Road » Frame & Bike



www.frmbike.com 10

M A DE I N I TA LY

2007
Catalogue » Road » Frame & BikeCatalogue » Road » Frame & Bike EnglishEnglish

FRAME DIMENSIONS ON PAGE 28

Both dropouts are
replaceable
Gold Works or
Black anodised

BLACK HOLE Designed and 100% made in Italy

BLACK HOLE FRAME

WEIGHT CLEAR COATED: 950 g. (Small)

BLACK HOLE 5,0
Complete bike weight 5,5 Kg

CNC machined.  Both are replaceable. Gold Works or Black anodised

Integrated 37x25x7 bearings (Compatible with integrated axle cranks)
31,6 mm  with 27,2 mm sleeve 

34,9 mm 

Custom or 5 standard sloping sizes

Painted in solid Titan or Pearl. Clear coated. Black Hole stickers

1 1/8"  integrated

High Module Carbon Fibre, sock woven without seam

Tubes are joined with the bandage system. FRM designed

Tubeset

Rear Stays

Headset Tube

headset Accessories

Dropouts

Bottom Bracket

Seatpost Dia.

Seatpost Collar

Derailleur Dia

Sizes

Colours

Frame weight

Suggested Fork

FRM Team Expander-Plug 

FRM SC35 Ti. Asymm

950 gr clear coated (Small)

FRM RFC300

FULLY INTEGRATED
HEADSET

Unthreaded Bottom Bracket Shell.
Integrated 37x25x7 mm bearings are used for complete

compatibility with all new integrated axle type cranksets.
A further 40 g. are saved by not mounting the bearing cups

Titan painted

Pearl painted

Bikes available as:
BLACK HOLE 4,0 – bike weight: 6,3 kg
BLACK HOLE 5,0 – bike weight: 5,5 kg

BIKE SPECIFICATIONS ON PAGE11

Clear coating
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Carbon Fibre Dropouts

FORKS RFC300  RFC350   RFC400 NEW

RFC350

COMPLETE BIKES

RFC300

-Manufactured in high strength carbon fibre

- Full Carbon construction

- Designed for use with integrated 45 mm headsets

- Dropouts: light alloy on RFC400 and RFC 350. 

                   carbon fibre on RFC300

- Race tested

- Weight: RFC300  300gr     

                RFC350  350 gr

                RFC400  390 gr

OPTIONALS:

Replace SRAM Rival components with Shimano Ultegra on 3,0 bikes (shifters & derailleurs)

Replace SRAM Rival components with Campagnolo Chorus on 3,0 bikes (shifters, derailleurs and cogset)

Replace SRAM Force components with Shimano Dura Ace on 4,0 and 5,0 bikes (shifters, derailleurs and cogset)

Replace SRAM Force components with Campagnolo Record on 4,0 and 5,0 bikes (shifters, derailleurs and cogset)

Headset

Stem

Brakes

Crankset

Wheelset

Reggisella

Saddle

Handlebar

Model

Colour

Hardware

Brama

Brama HM

Black Hole

FRM Semi-Integrated C-Set

Truvativ Team FRM Web-Stem CF  Ti.

Gold Works or Black

Steel

SRAM Rival

Black

Steel

Gold Works or Black

Titanium

Gold Works or Black

FRM FL-R12 

FRM ST-R21 Carbon

Gold Works or Black Head

Steel

Aspen Aspen Ti.

Carbon

2,0                                 3,0                                   4,0                                 5,0

   FRM Semi-integrated C-Set with Expander Team

FRM Web-Stem CF FRM Black Hole 940

Truvativ XR Aero FRM Web-Bar 32 FRM Web-Bar Carbon OS

Black

Titanium

FRM CL2 FRM CL2 TeamFRM CL2 Ti.Model

Colour

Hardware

SRAM Rival FRM CU2-R110 Integral FRM CU2-R110 Ti. Integral SRAM Force Carbon

Shifters & Derailleurs SRAM Rival SRAM Force

Model

Colour

Chainrings FRM Pro 53-39 or 50-36 or 50-34

Silver

SRAM 53-39 or 50-34 SRAM 53-39 or 50-34

FRM SP-R21  Silver or Gold Works FRM FL-R21 Aerol. Silver or Gold Wks FRM FL-R24 Aerolite Carbon Zipp

Cogset

Chain KMC DX-10 KMC X-10 SL Gold

Tires Kenda Kaliente 700x23 Tufo Tubulars

Truvativ Team  FRM ST-R21 Carbon  FRM ST-R21 Carbon Ti.  FRM ST-R23 Carbon Ti.  

Black Natural Carbon

Titan

Model

Hardware

Colour

FRM Black Hole

Fork RFC 400 RFC 350 RFC 300

__

---

---

__

----

__

__

__

__

----

__

__

SRAM Open Glide 1070  11-23  11-26  12-28

RFC400
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All wheels are suplied with a certificate signed by the

wheel builder indicating the spoke tension

- For standard tires with or without tube with Notubes Sealant. UST compatible too

- Worlds lightest rim at 350 grams, the Olympic rim has been improved to be compatible 

   with standard tires as well as UST tires. 

- By eliminating the bead lock and moving the sidewalls of the rim down by almost 2 mm the tire 

  does not hit the rim and pinch flat as often as standard rims. This design allows to run lower 

  pressure and use 4 mm more of the tire than ever before. The tire will have larger volume 

  giving better traction than any rim in the world

- Fitted with FRM White Tape and 2 Notubes Valves Stems with removable core

- Hyperlight double butted spokes DT Swiss Revolution 2,0-1,5-2,0 or DT Aerolite Black

- Hubs: FL-M Team Disc (see specs on page 14)

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- FRM Team quick releases (4 mm titanium axle) Gold Works anodised levers

- Gold Works hubs and rims

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- A further 50 g. can be saved by replacing the original steel 

  discs with FRM Unirotor Team rotors

- Lefty wheels are compatible with Cannondale Lefty forks

- Front Lefty Team hub is not compatible with Unirotor Team discs  

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.465 g. without Q.R.

1.525 g. with Q.R.

- Weight of Lefty set-up 1.485 g. with rear Q.R

Front Lefty compatible

- Aluminium rim at 24-24 holes for Tubular tires

- Compatible with Tufo, Dugast or other Tubular tires

- Hyperlight double butted and bladed spokes DT Aerolite Black

- Hubs: FL-M Team Disc (see specs on page 14)

- New sealed freewheel with high steel fixing bolt. 

- Race tested by top pros in the world

- FRM Team quick releases. Gold Works anodised levers

- Gold Works hubs

- Rear hubs are supplied with a cogset lock-ring in 

  light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- A further 50 g. can be saved by replacing the original steel discs with FRM Unirotor Team rotors

- Lefty wheels are compatible with Cannondale Lefty forks

- Front Lefty Team hub is not compatible with Unirotor Team discs  

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.455 g. without Q.R.

1.515 g. with Q.R.

- Weight of Lefty set-up 1.475 g. with rear Q.R

WHEELS FOR TUBULAR TIRES FL-M21 Tubular DISC Aerolite and LEFTY FL-M21 Tubular Disc Aerolite NEW

WHEELS FL-M21 Olympic DISC UST FL-M21 Olympic DISC Aerolite UST LEFTY FL-M21 Olympic Disc MODIFIED
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WHEELS FL-M12 Olympic DISC UST MODIFIED

Stan's Tubeless System will convert your existing wheel set to 

tubeless allowing you to use either standard or tubeless tires
MORE INFO ON PAGE 29

STAN’S NOTUBES   www.notubes.com 

WHEELS FL-M12 Ufo DISC UST MODIFIED

- For standard tires with or without tube with Notubes Sealant. UST compatible too

- Hyperlight Sunn UFO rims (370 gr) at 32-32 holes: Welded and fitted with eyelets

- Spokes: double butted light DT Swiss Competition 2,0-1,8-2,0 mm

- Hubs: FL-M Pro Disc (see specs on page 14) 

- Fitted with FRM White Tape and 2 Stem Notubes Valve Stems with removable core

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- FRM Team quick releases (4 mm titanium axle) Black anodised levers

- Rims and hubs compatible for V-Brakes too

- Black anodised hubs and rims

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- A further 50 g. can be saved by replacing the original steel discs with

  FRM Unirotor Team rotors

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.575 g. without Q.R.       

                      1.635 g. with Q.R.

- For standard tires with or without tube with Notubes Sealant. UST compatible too

- Worlds lightest rim at 350 grams, the Olympic rim has been improved to be compatible 

   with standard tires as well as UST tires. 

- By eliminating the bead lock and moving the sidewalls of the rim down by almost 2 mm 

  the tire does not hit the rim and pinch flat as often as standard rims. This design allows 

  to run lower pressure and use 4 mm more of the tire than ever before. The tire will have

  larger volume giving better traction than any rim in the world

- Hyperlight double butted spokes DT Swiss Revolution 2,0-1,5-2,0

- Hubs: FL-M Team Disc (see specs on page 14)

- Fitted with FRM White Tape and 2 Notubes Valve Stems with removable core

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- FRM Team quick releases (4 mm titanium axle) Black anodised levers

- Black anodised hubs and rims

- Rear hubs are supplied with a cogset lock-ring in light 

  alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- A further 50 g. can be saved by replacing the original steel 

  discs with FRM Unirotor Team rotors

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.430 g. without Q.R.       

                     1.490 g. with Q.R.
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TEAM

PRO

UNIROTOR TEAM  -  UNIROTOR PRO 160 and UNIROTOR PRO 180 NUOVO Designed and made in Italy

HUBS FL-M TEAM DISC MODIFIED and LEFTY FL-M TEAM DISC NEW Designed and made in Italy

Torx Type Light Alloy Bolt Kit for disc installation

Save 15 g. over steel bolts

- Spider CNC machined from light alloy

- Do not warp at high temperatures    

- 160 or 180 mm dia. disc rotor made by Braking (180 mm available as Pro only) 

- Unirotor Team is compatible with FRM FL-M Pro and Team Disc hubs only

- Unirotor Pro is compatible with all 6 bolt disc hubs

- Optional: light alloy Torx bolts available for Unirotor Pro

- Weight of Unirotor Team 160: save up to 50 g. by replacing the 

  original steel discs, fixing bolts and disc adaptor

- Weight of Unirotor Pro:  160 mm 105 g.      

                                            180 mm 130 g.

- CNC machined from light alloy. Black anodised and laser etched

- Sealed bearings and water-proof labyrinth seals

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- Easy adjustment of bearing play without disassembying the wheels from the bike

- The 15 mm oversized alloy axle is stiff and light

- FRM Team quick releases (4 mm titanium axle) Black anodised levers

- Holes: front 24-28-32h.     rear 28-32h.

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Radial lacing: front and rear left are allowed

- Compatible with regular 6 hole disc rotors or FRM Unirotor disc system

- Weight set: 365 g. (121+244) without Q.R.    

                      425 g. with Q.R.

- LEFTY FL-M TEAM DISC

- Compatible with Cannondale Lefty fork

- Front hub not compatibile with Unirotor Team discs

- Weight: 122 g.      

HUBS FL-M PRO DISC MODIFIED Designed and made in Italy

- Tubular construction in high strength carbon fibre bonded to light alloy flanges of big diameter 

- Sealed bearings and water-proof labyrinth seals

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- Easy adjustment of bearing play without disassembying the wheels from the bike

- The 15 mm oversized alloy axle is stiff and light

- FRM Team quick releases (4 mm titanium axle) Gold Works anodised levers

- Gold Works anodised flanges

- Holes: front 24-28-32h.     rear 24-28-32h.

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Radial lacing: front and rear left are allowed

- Compatible with regular 6 hole disc rotors or FRM Unirotor disc system

- Weight set: 389 g. (132+257) without Q.R.    

                      450 g. with Q.R.
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WHEELS FL-M21 ZTR UST      FL-M21 ZTR UST Aerolite  MODIFIED

- For standard tires with tube

- For regular tires without tube or for Tubeless tires the use of 

  Notubes Standard Rim Strips (55 gr each) is necessary

- Spokes: double butted from DT Swiss Competition 2,0-1,8-2,0

- Hubs: FL-M Pro (see specs on page 16) 24 /28 holes 

- FRM Team quick releases (4 mm titanium axle) Black anodised levers

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.550 g. without Q.R.   

                     1610 g. Q.R. included

WHEELS FL-M12 ZTR UST  MODIFIED

WHEELS FL-M12 UST MODIFIED

- Same specs as FL-M21 ZTR UST modified as follows: 

- Hubs: FL-M Pro (see specs on page 16)  32 /32 holes

- Hubs and rims black anodised

- FRM Team quick releases (4 mm titanium axle) 

  Black anodised levers

- Weight set 1.390 g.  without Q.R.   

                      1.450 g. Q.R. included 

- For standard tires with or without tube with Notubes Sealant. UST compatible too

- Worlds lightest brake rim at 350 grams, the ZTR355 has been improved to be compatible 

   with standard tires as well as UST tires. 

- By eliminating the bead lock and moving the sidewalls of the rim down by almost 2 mm the tire 

  does not hit the rim and pinch flat as often as standard rims. This design allows to run lower 

  pressure and use 4 mm more of the tire than ever before. The tire will have larger volume 

  giving better traction than any rim in the world. ATB polished braking surface

- Fitted with FRM White Tape and 2 Notubes Valve Stems with removable core

- Hyperlight double butted spokes DT Swiss Revolution 2,0-1,5-2,0 or DT Aerolite Black

- Hubs: FL-M Team (see specs on page 16)

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- FRM Team quick releases (4 mm titanium axle) Gold Works anodised levers

- Gold Works hubs and rims

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Hand built and tensioned with digital tensiometer for consistent even true

- Weight set 1.370 g. without Q.R.       

                     1.430 g. with Q.R.
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QUICK RELEASE MTB TEAM MODIFIED Designed and made in Italy

HUBS FL-M TEAM MODIFIED Designed and made in Italy

HUBS FL-M TEAM MODIFIED Designed and made in Italy

- Tubular construction in high strength carbon fibre bonded to light alloy flanges of big diameter 

- Sealed bearings and water-proof labyrinth seals

- New sealed freewheel with high steel fixing bolt. Race tested by top pros in the world

- Easy adjustment of bearing play without disassembying the wheels from the bike

- The 15 mm oversized alloy axle is stiff and light

- FRM Team quick releases (4 mm titanium axle) Gold Works anodised levers

- Gold Works anodised flanges

- Holes: front 28-32h.     rear 28-32h.

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Radial lacing: front and rear left are allowed

- Weight set: 344 g. (106+238) without Q.R.

404 g. with Q.R.

- CNC machined from light alloy. Black anodised and laser etched

- Sealed bearings and water-proof labyrinth seals

- New sealed freewheel with high steel fixing bolt. 

  Race tested by top pros in the world

- Easy adjustment of bearing play without disassembying the wheels from the bike

- The 15 mm oversized alloy axle is stiff and light

- FRM Team quick releases (4 mm titanium axle) Black anodised levers

- Holes: front 24-28-32h.     rear 28-32h.

- Rear hubs are supplied with a cogset lock-ring in light alloy for 11T smallest cog

- 12T (old XTR) lock-ring compatible available on request

- Radial lacing: front and rear left are allowed

- Weight set: 317 g. (93+224) without Q.R. 377 g. with Q.R.

- CNC machined from light alloy

- 4mm titanium axles

- For MTB bikes only. Rear axle lenght 

  compatible with 135 mm hub locknut

- Gold Works or Black anodised levers.

- Laser etched

- Weight 60 g. set
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- Ideal bend, width and weight for X-Counry Raging

- Web-Bar 32 Carbon is 100% high module carbon fibre

- Web-Bar 32 is triple butted from 7075 alloy. Bead blasted, black anodised and laser etched

- Web-Bar 32 Carbon is fitted with SAFE-BAR caps

- Length: Web-Bar 32 Carbon 610 mm

               Web-B ar 32  580 mm

- Diameter 31,8 mm  - Bend: 5°

- Weight: Web-Bar 32 Carbon 125 g.

Web-Bar 32 170 g.

- See specs on page 4

- Weight: Web-Stem 32 120 g. (110 mm)

Web-Stem 32 Ti. 113 g. (110 mm)

TEAM CARBON SPACERS: 5 mm or 10 mm

PRO PLASTIC SPACERS: 5 mm or 10 mm

TITANIUM HARDWARE M5x15 mm

ACCESSORIES SAFE-BAR NEW FOAM GRIPS NEW

WEB-BAR 32 CARBON Designed and made in Italy WEB-BAR 32

WEB-BAR ENDURO 32 CARBON Designed and made in Italy WEB-BAR ENDURO 32

WEB-STEM CF - WEB-STEM CF Ti. - LEFTY NEW Designed and made in Italy

- Ideal bend, width and weight for X-Counry, Marathon, Enduro

- Web-Bar Enduro 32 Carbon is 100% high module carbon fibre

- Web-Bar Enduro 32 is double butted from 2014 alloy. Bead blasted, black anodised and laser etched

- Web-Bar Enduro 32 Carbon is fitted with SAFE-BAR caps

- Length: Web-Bar Enduro 32 Carbon 610 mm

                Web-Bar Enduro 32  580 mm

- Diameter 31,8 mm  - Bend: 6°  -  Rise: 20 mm

- Weight: Web-Bar Enduro 32 Carbon 175 g.

Web-Bar Enduro 32 270 g.

SAFE-BAR

- End cups for handlebars in light alloy. Gold Works or Black anodised

- Weight: 6 g. set

FOAM GRIPS 130 mm

- Lighter weight than rubber grips and greater confort

- Weight: 26 gr set

Web-Stem CF Lefty Black

WEB-STEM 32 - WEB-STEM 32 Ti. Disegnato e prodotto in Italia

- See specs on page 4

- Lefty model compatible with Cannondale Lefty forks

- Weight: Web-Stem CF 132 g. (110 mm)

Lefty Web-Stem CF: 140 g. (110 mm)

Web-Stem CF Ti. 125 g. (110 mm)

Lefty Web-Stem CF Ti.: 133 g.
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SEATPOST ST-M11  -   ST-M11 Ti.       Designed and made in Italy

SEAT COLLAR SC35  -  SC35 Ti.      SEAT SLEEVE SS-DB       Designed and made in Italy

SEATPOST ST-M20 Carbon  -  ST-M20 Carbon Ti. Designed and made in Italy

SEATPOST ST-M10 Carbon  -  ST-M10 Carbon Ti. MODIFIED Designed and made in Italy

SEATPOST ST-M21 Carbon  -  ST-M21 Carbon Ti. MODIFIED Designed and made in Italy

NEW: EXTERNALLY DOUBLE BUTTED

- Manufactured in High Grade carbon fibre for torsional strength and vibration damping 

- Two-bolt adjustment for accurate and easy saddle tilt

- Head/clamp parts are CNC machined from 7075 light alloy

- Steel or Titanium hardware

- Sleeves for oversize diameters available

- Dimensions: 27,2 x 350

- Weight: 166 g. ST.M20

                 160 g. ST-M20 Ti.

- CNC Machined from 7075 light alloy

- New external double butting saves some more weight

- Two-bolt adjustment for accurate and easy saddle tilt

- Head/clamp parts are CNC machined from 7075 light alloy

- Steel or Titanium hardware

- Black anodised and laser etched

- Sleeves for oversize diameters available

- Dimensions: 27,2 x 350

- Weight: 185 g. ST.M10

                178 g. ST-M10 Ti.

- New machining process of the head has saved some more weight

- Manufactured in High Grade carbon fibre for torsion 

  strength and vibration damping 

- Two-bolt adjustment for accurate and easy saddle tilt

- Head and clamp parts are CNC machined from 7075 light alloy

- Steel bolt for ST-M21 and Titanium bolt for ST-M21 Ti.  

- Gold Works or Black anodized head

- Sleeves for oversize diameters available

- Dimensions: 27,2 x350 mm

- Weight: 189 g. ST-M21

                 185 g. ST-M21 Ti.

- Post CNC machined from 7075 light alloy 

- Two-bolt adjustment for accurate and easy saddle tilt

- Head and clamp parts are CNC machined from 7075 light alloy

- Steel bolt for ST-M11 and Titanium bolt for ST-M11 Ti.  

- Black anodized and laser etched

- Sleeves for oversize diameters available

- Dimensions: 27,2 x350 mm

- Weight: 220 g. ST-M11

                215 g. ST-M11 Ti.

- Asymmetric seat collars are a must for carbon fibre 

  seatposts as they put less pressure on the frame slot

- Steel or titanium bolt

- Gold Works or Black anodised and laser etched

- Weight: 13 g. SC35

                11g. SC35 Ti.

- SS-DB: sleeve for oversize diameters in light alloy is lighter than an oversize seatpost and

  protects the carbon fibre seatposts from being damaged by the pressure on the frame slot.

- Externally Double butted

- Weight: 20 g. (31,6 mm)
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SADDLE ASPEN - ASPEN Ti.

BRAKE LEVER DP4 - DP4 SL Designed and made in Italy

PADHOLDER HARDWARE DP4 Ti.-PH Designed and made in Italy
BALL BEARINGS

DP4 Ti. Gold Works

DP4

V-BRAKE DP4 - DP4 Ti. Designed and made in Italy

SADDLE BLACK HOLE NEW Designed and made in Italy

- Monocoque shell made in Carbon and Kevlar Fibres (product of Italy)

- Much stronger than other carbon fibre saddles fitted with standard 

  tubular rails bonded to the shell

- Offers much more confort than other carbon fibre saddles whose 

  shells are bonded to tubular rails 

- Excellent anatomical shape which will not modify over time

- Matt finish with gold metallic Black Hole logo under the clear coating

- Dimensions: 265 x 120 mm

- Weight: 65 g.

- Carbon Fibre reiforced molding base

- Cromo Steel rails for Aspen and Titanium rails for Aspen Ti.

- Leather surface with Kevlar reiforced wings

- Super Light foam

- Dimensions: 270 x 130 mm

- Colour: Black and Gray

- Embroided golden FRM logo

- Weight: 215 g. Aspen

188 g. Aspen Ti.

- Manufactured in high strength 7075 light alloy

- Turns on sealed ball bearings for smooth 

  operation and precision

- Totally sealed with O-Rings

- Spring tension adjuster

- Three-Stage Multicondition brake pads

- Best rigidity / weight ratio

- Gold Works or Black anodised

- DP4 Ti. are fitted with titaniun hardware (DP4 Ti.-PH)

- Optional: Swiss Stop Green pads for 

  ceramic rims + € - bike

- Weight/bike: 280 g. DP4

260 g. DP4 Ti.

- Titanium and light alloy hardware. 

- Compatible with all brands of pad holders. 

- Weight saving: 20 g. per bike

- Manufactured in high strength 7075 light alloy for feather-light weight

- 2 finger lever

- Reach adjust bolt

- Return Spring (Silicone O-Ring)

- Gold Works or Black anodised

- Steel or 7075 light alloy hardware

- Weight/set: 116 g. DP4

111 g. DL4 SL

DP4 SL Gold Works DP4
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CRANKSET CU2-M27 - CU2-M27 Ti.  - CU2-M18  - CU2-M18 Ti. MODIFIED Designed and made in Italy

CHAINRING FIXING BOLTS  MODIFIED

PRO CHAINRINGS MODIFIED Designed and made in Italy

CU2-M27 Integral 

Gold Works

CU2-M18 Integral

TORX 30 WRENCH

- CNC machined from billet of proprietary light alloy

- One piece axle / right crank-arm.

- Light alloy axle of large diameter (25 mm) for best torsion rigidity

- Large size bearings for longer lifespan

- Maximum bearing distance for superior rigidity

- Easily serviceable

- Totally sealed bottom bracket

- Best rigidity / weight ratio

- Steel or titanium fixing bolts of the left arm

- Gold Works or Black anodised spider

- Torx type ring fixing bolts. Gold Works or Black anodised and laser etched

- BCD: 104/64 mm 4 arm for riple.  94 mm 5 arm for 2x9

- Pro rings: polished, black anodized and laser etched.

- Chainring pattern: 44-32-22 or 42-32-22 on Triple  44-29 or 42-29 on 2x9

- Arm length: 170-172,5-175 mm

- Chainline: 50 mm    Q Factor: 150 mm 

- BB Cups: BC-1,37” x 68 or 73 mm 

- Weight with BB - CU2-M27  730g. (44-32-22T)  

                                CU2-M27 Ti. 726 g.

                                CU2-M18  700 g. (44-29T)

                                CU2-M18 Ti. 696 g.

- Supplied without the BB wrench

- CNC machined from high quality 7010 alloy

- Compatible with Torx 30 wrench

- Silver or Gold Works anodised and laser etched

- CNC machined from high quality 7075 alloy

- CNC ramps and steel pins for optimal shifting precision

- Polished, anodised and laser etched

- BCD 104/64 mm 4 arm  and 94 mm 5 arm

- Weight: 44T/104 60 g. - 42T/104 58 g. - 32T/104 30 g. - 22T/64 15 g.

                 44T/94 70 g.  -  42T/94 68 g.  -  29T/94 24 g.
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HEADSET C-SET - C-SET TEAM Designed and made in Italy

EXPANDER-PLUG - EXPANDER-PLUG TEAM Designed and made in Italy

C-SET TEAM

World Cup

C-SET

RIGID FORK RF440 Carbon - RF440 Bicarbon NEW Designed and made in Italy

Expander-Plug Team

Expander-Plug

Carbon Spacers

- The RF440 has been designed and built using the experience and the 

  construction system utilized on our Air-Way suspended forks 

  The fork produces a remarkable resilient ride due to the use of shock absorbing carbon fibre blades, 

  as well as offering a high lateral stiffness because of their big 35 mm diameter

- All aluminium parts are 100% CNC machined from 7075 light alloy

- carbon Fibre blades for weight reduction and shock absorption

- Steerer tube in double butted 7075 light alloy on RF440 Carbon model 

- Steerer tube in high modulus carbon fibre on RF440 BiCarbon

- Optional: V-Brake collars

- Available for cyclocross - 40 cm long

- Weight: RF440 Carbon Disc 590 g.

RF440 BiCarbon V-Brake&Disc 625 g.

RF440 BiCarbon Disc 520 g.

RF440 BiCarbon V-Brake&Disc 555 g.

Stainless

Seel

Bearings

- Manufactured in high strength 7075 light alloy

- Angular Contact Bearings at 36° provide maximum bearing life and smoothness 

- Sealed bearings and triple O-Ring seal for years of trouble-free performance

- 100% light alloy Expander-Plug for easy installation and play adjustment

- Gold Works or Black anodised

- C-Set Team: Stainless Steel bearings, Carbon Fibre Cap and bolt in 7075 alloy

- Total Height: 28,6 mm

- Weight: C-Set 85+25 g. (Expander-Plug)

C-Set Team 85+20 g. (Expander-Plug Team)

- Reliable and light expander to set-up the headset play

- Excellent for carbon fibre steerer tubes

- 100% in light alloy

- Carbon Fibre cap of the Expander-Plug Team

- Weight: 25 g. Expander-plug

20 g. Expander-Plug Team

Team Carbon Fibre Spacers: 5 mm or 10 mm

Pro Plastic Spacers: 5 mm or 10 mm

Rigid Fork RF440 Bicarbon
Gold Works

Rigid Fork RF440
Carbon BlackReplaceable V-Brake collars
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Air-Way 110 SSV Carbon
Lightest Marathon Fork Worldwide

1.290 g.

- Extremely light fork for Trial Bike / Marathon. 110 mm (4,3”) travel

- Ideal match with Trial Full Suspended Bikes with 100-120 mm of rear wheel travel

- All other specs as per the Air-Way 85 SSV

FORK AIR-WAY 110 SSV STABLE PLATFORM  MODIFIED Designed and made in Italy

AIR-WAY
85SSV
Carbon

AIR-WAY
85SSV

BiCarbon

AIR-WAY
85SSV

BiCarbon Ti
85 mm (3,3”)

Steel

Ergal 7075
Carbon Fibre with Gold Works or Black dropouts

1.170 Disc Only 
1.205  V-Brake/disc

  High Modulus Carbon Fibre

Titanium

1.260  Disc only
1.295  V-Brake/disc

 1.190  Disc only 
1.215  V-Brake/disc

Light alloy. Gold Works or Black anodised

Select Disc only or V-Brake/Disc system

Travel

Weight (g.)

Height
Rake

Upper Legs

Leg distance
Steerer

Lower legs
Brace

Brace Hardware
Brake system

450 mm crown to axle

30 mm dia in hard anodised 7075 light alloy
40 mm

107 mm centre to centre

AIR-WAY
110SSV 
Carbon

AIR-WAY
110SSV 

BiCarbon

AIR-WAY
110SSV 

BiCarbon Ti
110 mm (4,3”)

480 mm crown to axle

30 mm dia. in hard anodised 7075 light alloy
40 mm

130 mm centre to centre

Acciaio

Ergal 7075
Carbon Fibre with Gold Works or Black dropouts

1.290 g.

High Modulus carbon Fibre

Titanio

1.380 g.  1.310 g.

Light alloy. Gold Works or Black anodised

Solo Disco

Travel

Weight (g.)

Rake
Upper Legs

Leg distance
Steerer

Lower legs
Brace

Height

Brake system
Brace hardware

Replaceable V-Brake collars

Air-Way 85 SSV BiCarbon Ti. 
Disc   Gold Works

Air-Way 85 SSV Carbon 
Disc   Nera

Replaceable
Disc Mount

Motul Fork Oil Factory Line 5W 200cc

Fork Pump

Lightest Racing 

Fork Worldwide:

1.170 g.

FORK AIR-WAY 85 SSV STABLE PLATFORM  MODIFIED Designed and made in Italy

- The lightest and fastest race fork available. 85 mm (3,3”) travel 

- All aluminium parts are CNC machined from 7075 light alloy

- 30 mm dia. upper legs in Scandium light alloy. Hard anodised and Teflon coated

- Lower legs are made in High Grade carbon Fibre for weight saving and torsion strength 

- Air / Open oil-bath system: 150 cc of racing quality fork oil acts as 

  damping element, lubricates all moving parts and cools down the temperature

- The damping circuit flows much more fluid at high shaft speed

- New double dust seal system for longer life and better smoothness

- SSV Stable Platform Valve: the fork works when the wheel hits a bump while 

  it resistes bobbing to whatever degree you choose

- No manual lock-out. The fork does not sag under the cyclist’s weight

- Bigger volume of the air chamber for better progressiveness

- Tuning: a) Air Pressure  b) Treshold  c) Progressiveness  d) Rebound

- Negative spring of higher rate for faster reaction to smaller bumps 

- Very low maintenance (one or 2 oil changes every year)
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Frame
Seatstays

Chainstays
Headtube
Dropouts

Bottom Bracket
Seatpost dia.
Derailleur dia.

Sizes
Colour

Frame Weight
Brake compatibility

Fork travel

3K High Resistance Carbon Fibre with Kevlar shields on the downtube
3K Carbon Fibre

BRAMA MTB Designed and 100% made in Italy

BIKE SPECS ON PAGE 27

Complete bike available as:
3,0 – Bike weight: 8,8 kg
3,0 Disc – Bike weight: 9,1 kg
4,0 – Bike weight: 8,4 kg
4,0 Disc – Bike weight: 8,6 kg
5,0 – Bike weight: 8,2 kg
5,0 Disc – Bike weight: 8,4 kg

BRAMA MTB
Frame Weight 1.300 gr (17,5”)

BRAMA MTB 4,0 DISC

Bike Weight: 8,6 kg

BIKE DIMENSIONS ON PAGE 28

Kevlar Shield

1 1/8"  Not integrated
CNC 3D

BSA 68 mm
31,6 mm with 27,2 mm sleeve 

34,9 mm 
3 sloping sizes (see on page 28) or custom

High Glossy Clear Coating with Red/Silver or Red/Gold stickers
1.300 g. (17,5”)

V-Brake & Disc Brake
Suggested 80 -100  mm (3” - 4”)

3K Carbon Fibre with Kevlar shield on the right chainstay

CNC machined dropouts

Kevlar Shield
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Canty studs in 7075 light alloy

Anodised Frame

CNC machined dropouts

8HP Designed and 100% made in Italy

FRAME DIMENSIONS ON PAGE 28

Complete Bike available as:
2,0 - Bike weight: 9,8 kg
2,0 Disc - Bike weight: 9,9 kg
3,0 – Bike weighti: 8,8 kg
3,0 Disc – Bike weight: 9,1 kg
4,0 – Bike weight: 8,4 kg
4,0 Disc – Bike weight: 8,6 kg
5,0 – Bike weight: 8,2 kg
5,0 Disc – Bike weight: 8,4 kg

Tubeset
Rear Stays
Dropouts

Bottom Bracket
Seatpost Dia.
Derailleur Dia.

Sizes
Finish

Frame Weight
Brake Compatibility

Fork Travel

Easton Ultralite Race 

CNC 3D 

Titan anodised
1.290 g. (19 “)

S-Shaped light alloy

BSA 68 mm 

27,2 mm
31,8 mm

17,5" - 19" - 20,5" (see on page 28) 

V-Brake & Disc Brake

80 – 100  mm (3”-4”)

BIKE SPECIFICATIONS ON PAGE 27

8HP
Frame Weight 1.300 gr (17,5”)

8HP 5,0 V-Brake

Bike Weight: 8,2 kg
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Sealed Seat Collar

10HP Designed and 100% made in Italy

Complete bike available as:
2,0 – Bike weight: 10,7 kg
2,0 Disc – Bike weight: 10,8 kg
3,0 – Bike weight: 9,6 kg
3,0 Disc – Bike weight: 9,9 kg
4,0 – Bike weight: 9,3 kg
4,0 Disc – Bike weight: 9,6 kg
5,0 – Bike weight: 9,0 kg
5,0 Disc – Bike weight: 9,3 kg

BIKE SPECIFICATION ON PAGE 27

Optional:
V-Brake collars 

10HP
Frame Weight 2.150 g. (17,5”)

10HP 5,0 Disc
Bike Weight: 9,3 Kg.

Supension System
Wheel Travel

Rebound Damping
Treshold Adjust

Tubeset
Hardware
Dropouts
Bearings

Seatpost Collar
Bottom Bracket
Seatpost Dia.
Derailleur Dia.

Sizes
Finish

Frame Weight
Fork Travel

V- Brake
DiscBrakes

Rear Shock

Semi-pivotless
65 mm  (2,6”)

Choose between:
Rock Shox MC3,3 Stable Platform  or DT HRV200 Stable Platform

Manual
Hydraulic Valve Regulation

Easton Ultralite Race
Steel

CNC 3D 
2 rollers & 4 sealed 2RS ball bearings 

CNC machined and Sealed with 2 O-Rings
BSA 68 mm 

27,2 mm 
31,8 mm 

17,5" - 19" - 20,5" (see on page 28) 
Titan anodised main frame with Black suspension

2.150 g. (with DT HRV shock)
 Suggested 80 -100  mm (3”- 4”) 

Replaceable collars (choose one of the 2 systems)
Replaceable Mount (choose one of the 2 systems)

FRAME DIMENSIONS ON PAGE 28

SEMI-PIVOTLESS: the 10HP suspension has been designed to enhance the pedal
efficiency, slightly compromising the total efficiency of the suspension.
This short travel suspension is designed for X-country racers who need light-
weight, lightning-fast accellerating machines, with the lateral rigidity and the
nimble handling of hardtails, but bob-free when pedalling and with better impact
absorbtion of their rigid counterparts

All suspension pivot points rotate
on sealed roller and ball bearings

All suspension components
are CNC machined from solid billets

Designed by Franco Ricci Mingani
100% manufactured in Italy
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FRAME 12HP
Weight: 2.500 g. (17,5”)

BIKE SPECIFICATION ON PAGE 25

Supension System
Wheel Travel

Rebound Damping
Tubeset

Dropouts
Bearings

Seatpost Collar
Bottom Bracket
Seatpost Dia.
Derailleur Dia.

Sizes
Finish

Frame Weight
Fork Travel

V- Brake
Disc

Brakes

Rear Shock

Four-Bar con Horst Link 
 100 mm (4”) 

Choose between:
Rock Shox MC3,3 Stable Platform  or DT HRV200 Stable Platform

Manual
Easton Ultralite

CNC 3D 
4 roller bearings

CNC machined. Sealed with 2 O-Ring
BSA 68 mm 

27,2 mm 
31,8 mm 

17,5" - 19" - 20,5" 
Black anodised frame and suspension. Gold Works anodised link

2.450 g. (with DT HRV 200)
 Suggested 100- 120 mm 

Replaceable Collars (choose one of the two systems)
replaceable Mount (choose one of the two systems)

FRAME DIMENSIONS ON PAGE 30

H
orst Link

Regressive leverage compensates for 

the progressiveness of the air shock

Sealed Seat Collar

12HP Designed and 100% made in Italy
NEAR-VERTICAL AXLE PATH
This Four-Bar suspension with Horst Link is not compressed or extended by the 
pedal force nor is it inhibited by the pedal stroke. This is the most efficient way to 
design suspensions as the pedal force does not move the suspension but is only 
directed to move you forward. The pedal stroke is smooth and not disrupted as the 
suspension is fully active. This means that the suspension is free to compress and 
rebound in an unhibited way, under all conditions  

Braking influence is fully
eliminated with the use of
Horst Links. This configura-
tion prevents the brake caliper
from rotating relative to the
wheel, so that the seatstays
remain at a constant angle
relative to the frame when the
suspension compresses

All suspension components are
CNC machined from solid billets

All suspension pivot
points rotate on sealed
roller and ball bearings

Pedal-feedback or brake-induced feedback are eliminated by
carefully optimizing pivot placements and designing the
suspension with a near-perfect vertical axle path. The distance
between the BB and the rear wheel remains virtually constant
when the suspension compresses

Designed by Franco Ricci Mingani. 100% manufactured in Italy

Complete bikes available as:
2,0 Disc - Bike weight: 11,8 kg
3,0 Disc - Bike weight: 10,9 kg
4,0 Disc - Bike weight: 10,6 kg
5,0 Disc - Bike weight: 10,3 kg

12HP 3,0 Disc

Bike Weight: 10,9 kg
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COMPLETE BIKE SPECIFICATIONS

OPTIONALS

Upgrade X-9 rotors to X-9 Triggers

Upgrade X-0 rotors to X-0 triggers

Upgrade Sram PC991 chain to KMC X-9 SL Gold

Upgrade wheels FL-M21 ZTR UST to FL-M21 ZRT Aerolite UST

Upgrade wheels FL-M21 Olympic Disc UST to FL-M21 Olympic Disc Aerolite UST

Upgrade FRM Unirotor Team to Avid rotors

Air-Way 110 SSV BiCarbon

FRM Air-Way 85 SSV Carbon

Headset

Headset Spacers

Stem

V-Brakes

Model

Colour

Hardware

V-Brake

Brake Levers

Colorur

Hardware
Model

Discs

Brake Bolts

Rotor Bolts

Disc

Brakes

Shifters

Rear

Front

Model

Hardware

Chainrings

Colour

Crankset

and

BB

Cogset

Chain

Wheelset

Tires
For tube

Notubes sealant

Seatpost

Model

Colour

Hardware

8 HP
Brama MTB

€
10 HP with

€
12 HP with

FRM C-Set TeamFRM C-Set 

FRM Web-Bar Enduro Carbon 32

FRM Web-Stem CF Ti. 32 

Black Gold Works or Black

Titanium

FRM Pro Plastic - Black FRM Team Carbon

Avid Single Digit 7 FRM DP4 FRM DP4 Ti.

Avid Speed D 7

Silver Gold Works or Black
Titanium and 7075Steel

FRM DP4

Avid Juicy 5 Avid Juicy 7 Avid Juicy 7 Carbon

Avid Roundagon FRM Unirotor Pro Avid Ultimate 160 140 mm

Steel Titanium

Steel 12 pcs

Sram X-9 Rotore  Optional: X-9 Trigger

Sram X-9 Sram X-0 long cage (short cage with 2x9)

FRM CU2-M Integral (27-18)Truvativ Firex 3,3
Steel Titanium

FRM Pro 44/42-32-22 or 44/42-29  Black anodisedTruvativ 44-32-22

SRAM PG-970 11-32 o 11-34 Sram PG-990 11-32 or 11-34

Sram PC 971

FRM FL-M12 UST FRM FL-M12 ZTR UST

Ritchey ZED Race Pro 1,9” Kenda Nevegal Lite 1,95” or Kharma DTC 2,0

         FRM ST-M10 or M11  FRM ST-M20  or M21 Carbon Ti

Black

Steel Titanium

FRM AspenSaddle Model

2.0 and 2.0 DISC 3.0 and 3.0 DISC 4.0 and 4.0 DISC 5,0 and 5,0 DISC

12 HP

8HP-10HP-Brama
Air-Way 110 SSV Carbon Air-Way 110 SSV BiCarbon Ti.

Air-Way 85 SSV BiCarbon Air-Way 85 BiCarbon Ti

Handlebar
Truvativ Team Rise

Truvativ Team Flat FRM Web-Bar 32 

FRM Web-Bar Enduro 32 

FRM Web-Bar Carbon 32

12 HP

8HP-10HP-Brama

FRM Web-Stem 32Truvativ Team

Steel

FRM DP4 SL

Avid Juicy 7 Ultimate

Titanium

Sram X-0 Rotore  Optional: X-0 Trigger

Sram X-Gen Sram X-9

FRM CU2-M Ti. Integral (27-18)

Steel

Silver Leve nere con stelle Nere o  Gold Works

SRAM PG-980 11-32 or 11-34

Sram PC 991 KMC X-9 SL Gold

FRM FL-M21 ZTR UST FRM FL-M21 ZTR AeroliteUSTV-Brake

Disc FRM FL-M12 Disc UST FRM FL-M12 ZTR Disc UST FRM FL-M21 ZTR Disc UST FL-M21 ZTR Disc AeroliteUST

No Default

Derailleurs

Truvativ Team

Gold Works or Black anodised head

FRM ASpen Ti. FRM Black Hole

Rock S. MC3,3
DTH RV200

Rock S. MC3,3
DTH RV200

€ --
--

--
--

--
--

--
--

--
--

--
--

--
--

--
--

--
--

--
--

--

--

--

--

Fork
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SIZE P1 P2 A B C D E F a b

X-Small

Small

Medium

Large

X-Large

480 440 520 403 964 270 120 370 71,5° 74,5°

510 470 535 403 975 270 150 370 72,0° 74,0°

540 500 550 406 985 270 180 370 72.5° 73,5°

570 530 565 409 994 270 210 370 73,0° 73,0°

590 550 580 409 999 270 230 370 73,5° 72,5°

SIZE P1 P2 A B C D E F a b

17,5”

19”

20,5”

410 360 560 418 1035 290 95 450 70,5 74,0°

460 410 580 418 1050 290 110 450 70,5 73,5°

510 460 600 418 1075 290 135 450 70,5° 73,5°

SIZE P1 P2 A B C D E F a b

17,5”

19”

20,5”

410 360 560 415 1030 312 95 445 70,5° 74,0°

460 410 580 415 1050 312 110 445 70,5° 74,0°

510 460 600 415 1070 312 135 445 70,5° 74,0°

10 HP

TAGLIA P1 P2 A B C D E F a b

17,5”

19”

20,5”

460 410 560 430 1050 312 95 470 69,5° 73,3°

460 410 580 430 1070 312 110 470 69,5° 73,0°

510 460 600 430 1090 312 135 470 69,5° 73,0°

12 HP

ROAD

MTB FRONT

MTB FULL 10 HP 12 HP
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STAN’S TUBELESS SYSTEM WWW.NOTUBES.COM

KIT STANDARD:

KIT FREERIDE o DH:

THE SOLUTION:

STANDARD RIM STRIP:

NARROW RIM STRIP:

FREERIDE RIM STRIP:

DOWNHILL RIM STRIP:

THE INJECTOR:

STAN’S UST VALVE STEM:

STAN’S STANDARD VALVE STEM:

Stan's Tubeless System will convert your existing wheel set to tubeless allowing you to use either standard or tubeless tires,
saving much money and weight over purchasing other Tubeless Systems.

Stan's Tubeless System offers two sealing points on the tire versus the other tubeless systems which use only the bead lock as with their sealing point. 

First the bead lock is sealed, as well as the lower portion of the tire and rim to create a second inner seal. This unique design allows you to break the bead lock seal 

with out losing are pressure. Secondly, the inner seal flexes inwards with the tire to maintain air pressure (see photo 2).  The patented Rim Strip makes installation 

simple. It can be removed as easily as a tube and used over and over again. Time involved can be less than 10 minutes per wheel. With this system you can lose 

rotating weight in an area that previously was not possible.  Your lightweight wheel set can be converted to a tubeless set up with only 55 grams of added weight per 

wheel. Saving hundreds of dollars over purchasing new wheels.  No need to worry about the dreaded pinch flat.  Possibly never having another puncture flat again 

because of the self-sealing qualities of Stan's Tire and Rim Sealant.  You will be able to keep using your lightweight tires and not be limited to buying expensive and 

much heavier tubeless specific tires. The Rim Strip features a valve stem with removable core allowing you to add sealant without removing the tire. This removable 

valve core will make inflating easier by increase the air flow into the tire. Removing the valve core also allows for cleaning or easy replacement. Stan's Tire & Rim 

Sealant can also be used to seal punctures and slow leaks that occur in most tubeless tires. As a result, your tubeless tires will hold air for longer periods of time.

- The patented rim strip will fit most standard 26”, 21,5/25 mm wide MTB rims,

  Standard or Mavic UST including: Mavic 221, 317, 517,719. 

- The Standard Kit includes: two Rim Strips with removable valve cores, one

  pint of Stan’s Sealant, one 50 cc scoop and one roll of nylon spoke tape.

- DH Kit: used for most 36-39 mm wide rims:  

- Freeride Kit: used for most 27-34 mm wide rims

- Kit includes one pint of Stan’s Sealant, 2 rim strips with removable

  cores, one 50 cc scoop and one roll of nylon spoke

- For use with the FRM White Tape on Notubes Olympic Disc  and new ZTR rims.This custom made valve

  stem features a removable valve core which allows for easier application of The Solution in your tire.

- Will stop slow leaks and punctures. 

- This Solution converts standard (non tubeless) tires to tubeless. 

- Also works with any tubeless tires.

- When properly used, it will seal up to 6 mm punctures. 

- The Solution can be used year round, even in sub freezing temperatures. 

- It will not throw the tire out of balance like other sealants are known to do. 

- The Solution will work in ANY tire that is tubeless !

- This rim strip will fit most standard 26 inch  and 24 inch 21,5-25   mm 

  wide MTB rims. Works also  with Mavic 223, 221, 317, 517, 717, 719, DT 4,1.

- Weights 55 g.

- This rim strip will fit Notubes Olympic Disc and new ZTR rims only. 

- Weights 37 g.

This rim strip will fit most 27 -34 mm wide rims

This rim strip will fit most 26 inch and 24 inch rims 36-39 mm wide 

- The Injector, holding 2oz of the Solution, makes application of the sealant quick

  and easy. Minimizes waste and mess of sealant. Allows you to measure the 

amount injected into each tire. Can be used to draw sealant in and out of tires. 

- It works with valves with removable core (see below).

- For use with Mavic UST and Bontrager tubeless rims. 

- This custom made valve stem features a removable valve core which

  allows for easier application of The Solution in your tire.

A ZTR 355 rim has been severely dented (see photo 1)

and 1.5 inch's out of the rim's sidewall were hack sawed.

The tire still easily inflates with a floor pump and

holds air perfect.



www.frmbike.com 30

M A DE I N I TA LY

2007
Catalogue » Road & MTB » Apparel - AccessoriesCatalogue » Road & MTB » Apparel - Accessories EnglishEnglish

CHAIN PROTECTOR IN CARBON FIBRE

SADDLE BAG

WINTER PANTS

S-M-L-XL

WINTER LONG SLEEVE

S-M-L-XL-XXL

JERSEY

S-M-L-XL-XXL

SHORTS

S-M-L-XL-XXL

APPAREL

SOCKS (Coolmax)

36/39 40/42 43/46

SWEATER

M-L-XL

T-SHIRT

M-L-XL-XXL

FOAM GRIPS

130mm 26g. set
MORGAN BLUE
LUBRICANTS & DETERGENTS

EXTRA DRY LUBE for MTB/Ciclocross 400c or 125 cc

SYN LUBE for road bike chain 125 cc

COMPETITION CAMPA bearing grease 200 cc

BIOCLEANER Biodegradable chain degreaser 1000 cc

MULTICONDITION PADS

Strada (Shimano) or MTB

SWISS STOP GREEN BRAKE PADS

Strada (Shimano) or MTB

WHEEL BAG - 2 WHEELS

ACCESSORiES

H2O 500 cc



MADE IN ITALY

ITALIANO

FRM is manufactured and distributed by:
The Bike Shop

Via E. mattei 18 a
48025 Riolo Terme (Ra)

Italy
phone +39 0546 70310

Fax +39 0546 74623
general e-mail:  info@frmbike.com

e-mail export: frmjane@libero.it

WORLDWIDE DISTRIBUTORS
See listing on our web page www.frmbike.com

concept, design & photography by Franco Ricci Mingani
art work & graphics by arch. Stefano Fabrizi www.frmbike.com


