
carbon pro team issue  

carbon pro  

carbon pro   

cranksets

afterburner 2x9

afterburner 

v-drive  

alpha drive  

carbon pro team issue  

carbon pro team issue  

carbon pro team issue  

carbon pro team issue  

carbon pro team issue  

v-drive xtreme  

v-drive xtreme bash  

v-drive xtreme armset  

x-drive bash

x-drive armset

pounder  

platinum pro titanium  

platinum pro  

platinum dh  

bottom brackets

ultimax titanium

ultimax  

bb-527

orbit z  

orbit zr  

internal headsets

orbit xtreme pro  

orbit xtreme  

orbit mx  

orbit xlii  

orbit uf  

orbit dl

the pig dh pro

the pig  

xc-120  

fr-200  

dh-300  

stems and handlebars

k-force atb

k-force dh 

xc-190

fr-270

dh-400  

k-force carbon

xc-200

fr-200

seatposts and saddles

k-force sd lite

k-force sd

rd-150

110/74mm xc

104/64mm xc  

94/58mm xc  

chainrings and spiders

110mm dh

104mm dh  

bash rings

chain pimp chainguard

chainring spiders

torx t-30 chainring bolts  

self-extracting alloy crank bolts

self-extracting steel crank bolts  

accessories and tools

alloy crank bolts  

carbon headset spacers  

aluminum headset spacers  

superstar top cap

aluminum top cap  

megatech  

conventional headsets

extreme use headsets

the big fat pig  fsa racing teams  

alpha drive e  

megatech frame prep tool kit  

isis drive bottom bracket tool
Forged for extra strength and 
durability

Extra deep for long spindle lengths

Laser etched FSA logo 

orbit xtreme pro 1.5  

k-force xc riser

conventional crank bolts  

see website for weight

M-15 and M-12 sizes in chromoly 
includes washer

8mm hex socket
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racing jersey

v-drive e

platinum  

525 grams

590 grams

565 grams

615 grams

749 grams

772 grams

170 grams

200 grams

869 grams

845 grams

2825g (inc. BB)635 grams

655 grams

721 grams

670 grams

168 grams

215 grams 98 grams*

101 grams*

99g (1"), 102g (1-1/8")*

190 grams

270 grams

250 grams*

200 grams* 230 grams

see website for weight97g (1"), 114g (1-1/8")*

82 grams*

102 grams*

106g (1"), 112g (1-1/8")*

176 grams*

see website for weight

190 grams

290 grams

110 grams

82 grams*

95 grams

130 grams

95g (104mm) / 108g (94mm) 51 grams (pr)

20 grams (pr)

220 grams

220 grams

see website for weight

21.8 grams (pr)

30 grams

400 grams

see website for weight

see website for weight

see website for weight

see website for weight

see website for weight

see website for weight

25 grams

see website for weight

* Headset weights do not include compression devices

180 grams*

see website for weight

A

B

170 grams

612 grams

Patented carbon composite
one-piece crankarm/spider

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

104/64mm BCD

44x32x22 teeth

Four-arm spider

Lengths: 170, 175mm 

7075 Torx alloy chainring bolts

Q-Factor: 168mm

Patented carbon composite
crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

110/74mm BCD

46x34x24 teeth

Five-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 170mm

Patented carbon composite
crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

104/64mm BCD

44x32x22 teeth

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 170mm

Patented hollow forged 7075/T6 
crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

94/58mm BCD

44x29 teeth

Five-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 168mm
 

Patented hollow forged 7075/T6 
crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

104/64mm BCD

44x32x22 teeth

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 168mm

Cold forged 2014/T6 crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

104/64mm BCD

44x32x22 teeth

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 168mm

Cold forged 6061/T6 crank arms

2014 2.6mm stamped outer and 
middle chainrings, ramped and 
pinned for perfect shifting. 
Steel 22 tooth inner chainring

104/64mm BCD

44x32x22 teeth, 8 or 9 speed

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 170mm

Cold forged 2014/T6 crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting

104/64mm BCD

44x32x22 teeth

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 170mm
 

Cold forged 2014/T6 crank arms

5mm bash ring

32 tooth precision CNC machined 
7075/T6 middle chainring, ramped 
and pinned for perfect shifting

22 tooth steel inner chainring

104/64mm BCD

Lengths: 165, 170, 175mm

Chromoly chainring bolts

Q-Factor: 170mm
 
 

Cold forged 2014 /T6 crank arms

104/64mm BCD

Lengths: 165, 170, 175mm

Q-Factor: 170mm
 

Tubular 4130 welded chromoly 
crank arms

7075/T6 spider 

6061/T6 precision CNC machined 
5mm bash ring

32 tooth precision CNC machined 
7075/T6 middle chainring, ramped 
and pinned for perfect shifting

22 tooth steel inner chainring

104/64mm BCD

Lengths: 165, 170, 175mm

Tubular 4130 welded chromoly 
crank arms

7075/T6 spider 

104/64mm BCD

Adjustable chainline

Lengths: 165, 170, 175mm

Tubular 4130 welded chromoly 
crank arms

7075/T6 aluminum spider 

94mm BCD

Lengths: 165, 170, 175mm

 

CNC machined hollow 6/4 titanium 
spindle

 Three sealed cartridge bearings

Cold forged aluminum cups

Composite anti-creak sleeve

External water seals

M-14 7075/T6 alloy crank bolts

68x113 and 118mm BSA

73x113

E-type 68x113, 73x113 

Forged hollow chromoly spindle

Three sealed cartridge bearings

Cold forged aluminum cups

Composite anti-creak sleeve

External water seals

M-15 chromoly crank bolts

68x108, 113, 118mm BSA

73x113

E-type 68x113, 73x113 

Forged hollow chromoly spindle

Double sealed bearings

Cold forged aluminum cups

Composite anti-creak sleeve

External water seals

M-12 chromoly crank bolts

E-type 73x123, 73x128, 85x133, 
100x148mm

 

6/4 titanium spindle

Aluminum hourglass sleeve

Oversize cartridge sealed bearings

Cold forged aluminum cups

68, 73mm BSA BB shell size

JIS - 103, 107, 110.5, 113, 116, 
122.5mm width

Hollow chromoly spindle

Aluminum hourglass sleeve

Oversize cartridge sealed bearings

Cold forged aluminum cups

68, 73mm BSA BB shell size

JIS - 103, 107, 110.5, 113, 116, 
122.5mm width

 

MegaTech is the new oversized BB 
system for road and lightweight 
cross country bicycles. 

Featuring oversized press fit bear-
ings, bottom bracket strength and 
durability is greatly increased. 

See your custom frame 
builder for more details or go to 
www.oversizebb.com

48T splined chromoly spindle

4 sealed cartridge bearings

Steel cups

Adjustable chainline

Comes with installation 
and removal tools

Lengths: 155, 170mm

 

Cane CreekTM compatible

Alloy cups fit into 50mm OD 
headtube

Patented alignment tip for better 
durability and performance

TH brand 36° micro angular contact 
bearings

7075 aluminum crown race

Stack height -
8.4+5.6=14mm (1-1/8")
8.2+5.4=13.6mm (1")

Black or silver anodized

Cane CreekTM compatible

Alloy cups fit into 50mm OD 
headtube

Patented alignment tip for better 
durability and performance

New stainless steel angular contact 
bearings

Stainless steel crown race

Stack height -
6.3+3.1=9.4mm (1-1/8")

Black anodized finish 

Forged and CNC machined 7075/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

New stainless steel angular contact 
bearings

Stainless steel crown race

Laser etched aluminum top cap

Stack height -
16.5+13.5=30mm (1-1/8")

Black or silver anodized 

Forged and CNC machined 7075/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

Industrial cartridge sealed bearings

Split 7075 aluminum crown race 

Stack height -
13.5+12=25.5mm (1-1/8" & 1")

Laser etched aluminum top cap

Black or silver anodized 

Forged and CNC machined 6061/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

TH brand 36° micro angular contact 
bearings

7075 aluminum crown race 

Stack height -
19+13.4=32.4mm (1-1/8")

Laser etched aluminum top cap

Black or silver anodized  

Forged and CNC machined 6061/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

TH brand 36° angular contact 
bearings

Split 7075 aluminum crown race

Stack height -
13.8+13.7=27.5mm (1-1/8") 

Laser etched aluminum top cap

Black or silver anodized   

Forged and CNC machined 6065/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

Upper cup uses 5/32" caged ball 
bearings, lower cup uses sealed 
needle bearings

Split 7075 aluminum crown race

Stack height -
17+15=32mm (1-1/8" & 1") 

Laser etched aluminum top cap

Black or silver anodized  

Forged and CNC machined 6061/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

Sealed 5/32" caged ball bearings

Upper and lower water seals

Stack height -
17+12=29mm (1-1/8" & 1")  
Laser etched aluminum top cap

Black or silver anodized 

6061/T6 upper cup, forged chromoly 
12mm deep lower cup

Industrial cartridge sealed lower 
bearings, TH brand 36° micro angu-
lar contact bearings

Forged chromoly crown race 

Gyro compatible

Stack height -
15+16=31mm (1-1/8")

Black anodized, bright silver finish 

6061/T6 upper cup, forged chromoly 
12mm deep lower cup

Super oversized 1/4" lower ball 
bearings, caged 5/32" upper ball 
bearings

Chromoly crown race 

Gyro compatible

Stack height -
16+13.5=29.5mm (1-1/8")

Black anodized, bright silver finish, or 
red, yellow or blue powder coat 

Forged and CNC machined 
7075/T6 alloy

Four bolt handlebar clamp for 
25.4mm diameter bars

Titanium hardware

Black anodized finish

Rises: 0, 6 degree 
Lengths: 90, 105, 120, 135mm  

Forged and CNC machined 
7075/T6 alloy

Four bolt handlebar clamp for 
25.4mm diameter bars

Chromoly hardware

Black anodized finish

0 degree x 90, 105, 120, 135mm
6 degree x 50, 70, 90, 105, 120, 135mm
17 degree x 70, 90mm 

Forged and CNC machined 
6061/T6 alloy

Four bolt handlebar clamp for 
25.4mm diameter bars

Three bolt steer tube clamp

Chromoly hardware

Black anodized finish

10 degree x 60mm  
 

Carbon fiber 

Flat bar for XC use

25.4mm clamp diameter

5 degree back sweep

600mm width

Carbon fiber 

Riser bar for DH/FR use

Reinforced stem and brake lever 
clamping areas

25.4mm clamp diameter

40mm (1.5") and 50mm (2") rise

8 degree back sweep, 3 degree 
upward bend

700mm width

 

Triple butted, tapered and shot 
peened 7075/T6 aluminum

25.4mm clamp diameter 

25mm (1"), or 40mm (1.5") rise

8 degree back sweep, 3 degree 
upward bend

630mm width

Black anodized finish  

Triple butted, tapered and shot 
peened 7075/T6 aluminum

25.4mm clamp diameter 

25mm (1"), 40mm (1.5"), and 
60mm (2.5") rise

8 degree back sweep, 3 degree 
upward bend

660mm width

Black anodized finish 

Triple butted, tapered and shot 
peened 7075/T6 aluminum

25.4mm clamp diameter 
25mm (1"), 40mm (1.5"), and 
60mm (2.5") rise

8 degree back sweep, 3 degree 
upward bend  
710mm width

Black anodized finish

Carbon fiber composite monocoque 
construction with selective reinforce-
ment in clamping areas

1 degree setback for correct rider 
positioning on sloping or compact 
frames

Twin bolt clamp design for fine tilt 
adjustments

Secure clamping system designed 
for lightweight saddle rails

Lengths: 350mm

Diameters: 27.2, 29.4, 31.6mm

Forged and CNC machined 7075/T6 
aluminum

1 degree setback for correct 
rider positioning with short frame 
geometries

Twin bolt clamp design for fine tilt 
adjustments with chromoly hardware

Secure clamping system designed 
for lightweight saddle rails

Lengths: 350, 420mm

Diameters: 27.2, 29.4, 30.9, 31.6mm 

Forged and CNC machined 7075/T6 
aluminum

0 degree offset for maximum strength

Twin bolt clamp design for fine tilt 
adjustments with chromoly hardware

Wide opposed 35mm length jaws for 
positive clamping of saddle rails

Wide range of adjustment

Lengths: 350, 420mm

Diameters: 27.2, 29.4, 30.9, 31.6mm

Carbon fiber shell

Tubular 6/4 hollow titanium rails

Made in Italy

Carbon fiber shell

Full grain leather cover

Titanium rails

Made in Italy

 

Kevlar, leather and Lorica cover

Chromoly rails 

Made in Italy

7075/T6 aluminum 

110mm BCD for 5 bolt middle and 
outer ATB, 74mm BCD for 5 bolt 
inner ATB

Precision CNC machined ramps 
and stainless steel pins

Black anodized with laser etched logo

Sizes: 110 x 32, 34, 44, 46, 48 teeth, 
74 x 24 teeth

7075/T6 aluminum 

104mm BCD for 4 bolt middle and 
outer ATB, 64mm BCD for 4 bolt 
inner ATB

Precision CNC machined ramps and 
stainless steel pins

Black anodized with laser etched logo

Sizes: 104 x 32, 44, 46 teeth, 
64 x 24 teeth 

7075/T6 aluminum 

94mm BCD for 5 bolt middle and 
outer ATB, 58mm BCD for 5 bolt 
inner ATB

Precision CNC machined ramps and 
stainless steel pins

Black anodized with laser etched logo

Sizes: 94 x 29, 32, 44, 46 teeth, 
58 x 22 teeth  

7075/T6 aluminum 

For 5 bolt spider, middle or outer 
position

Recessed chainring bolts from 
either side

5.5mm thick

Black anodized with laser etched and 
CNC machined logo

Sizes: 36, 38, 40, 42, 44, 46, 48 teeth
 

7075/T6 aluminum 

For 4 bolt spider, middle or outer 
position

Recessed chainring bolts from 
either side

5.5mm thick

Black anodized with laser etched 
and CNC machined logo

Sizes: 36, 38, 40, 42, 44, 46 teeth
 

6061/T6 aluminum 

5.5mm thick

Sand black anodized with laser 
etched logo

104 or 94mm BCD
  

Adjustable from 36 to 48 teeth

Attaches to frame with flanged BB 
cup or international standard mounts

Four rollers

Cartridge sealed bearings

Stainless steel hardware 

19mm diameter spindle hole

110/74 BCD for XC

110/74 BCD for DH

104/64 BCD for XC

104/64 BCD for DH

94/58 BCD for XC

7075/T6 alloy bolts

Cold forged for strength and 
durability

Bolt kit includes T-30 wrench

Black or silver

Road double - 10 pieces
Road triple - 15 pieces
MTB 4 bolt - 12 pieces
MTB 5 bolt - 15 pieces
BMX/track - 10 pieces 

7075/T6 alloy

M-15 size

8mm hex socket
 

Chromoly

M-15 size

8mm hex socket
 

M-14 size

7075/T6 alloy

8mm socket

Includes rubber O-ring and washer

 

FSA logo

Sizes: 5, 10, 20mm 

FSA logo

Silver or black

Sizes: 3, 5, 10, 20mm 

  

Carbon fiber top cap

7075/T6 aluminum bolt

Stainless steel starfangled nut 

Alloy top cap

Chromoly bolt

Black or silver anodized
  

6061/T6 upper cup, forged chromoly 
lower cup with 21mm insertion 

Super oversized 1/4" lower ball 
bearings, caged 5/32" upper ball 
bearings

Chromoly crown race 

Stack height -
16+13.5=29.6mm (1-1/2")

Black anodized

Foes Intense Sun Race/Santa Cruz

Ellsworth

Turner/Houseman Bros Mongoose
Italian DH Champ:

Corrado Herin 

Be One

Cold forged 2014/T6 crank arms

 Precision CNC machined 7075/T6
 chainrings, ramped and pinned 
for perfect shifting. Steel inner 
chainring

104/64mm BCD

44x32x22 teeth

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 168mm

Cold forged 6061/T6 crank arms

Three stamped steel chainrings, 
ramped and pinned for perfect 
shifting

104/64mm BCD

44x32x22 teeth, 8 or 9 speed

Four-arm spider

Lengths: 170, 175mm

7075 Torx alloy chainring bolts

Q-Factor: 170mm

Master frame builders already have 
access to all the high quality frame 
prep tools they will need to construct 
MegaTech standard frames.

Forged and CNC machined 7075/T6 
aluminum cups

Patented alignment tip for better 
durability and performance

21mm insertion

Industrial cartridge sealed bearings

Stainless steel crown race

Stack height -
16.5+13.5=30mm 

Black anodized finish 

225 grams

Forged hollow chromoly spindle

Double sealed bearings

Cold forged aluminum cups

Composite anti-creak sleeve

External water seals

M-15 chromoly crank bolts

68x113, 118mm BSA

73x113

E-type 68x113, 73x113 

Carbon fiber 

Riser bar for XC use

25.4mm clamp diameter

20mm (3/4") and 40mm (1.5") rise

8 degree back sweep, 3 degree 
upward bend

630mm width

 

These items available in the 1.5" size 
for extreme use:

A. The Big Fat Pig 1.5 headset

B. Orbit Extreme Pro 1.5 headset

C. FR-200 stem

D. DH-300 stem

E. DH-400 handlebar

C

D

E

John Tomac

Made by Hot Shoppe

Padded elbows

Sizes: S, M, L, XL 

Engineering for Bikes (EFBe) is a German company that was established to offer bicycle and 
component manufacturers as well as cycling related publications independent and scientific testing. 
They test products using the very best techniques and tools available in order to offer the cycling 
community the most accurate information. Their website is: http:/ /www.ebfe.de/eefbefrm.htm  

Full Speed Ahead
12810 NE 178th Street, Suite 102
Woodinville, WA 98072
info@fullspeedahead.com

Full Speed Ahead - Europe
Via dei Chiosi, 11
20040, Cavenago Brianza, (MI) Italy
europe@fullspeedahead.com


