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TEAM MILRAM . UNIBET.COM . LOTTO-PREDICTOR . LIQUIGAS
. EUSKALTEL- EUSKADI . COFIDIS . BOUYGES-TELECOM . TEAM
CSC . BARLOWORLD . DAVITAMON . LANDBOWCREDIT-COLNAGO

. KONA CYCLOCROSS . CANNONDALE VREDESTEIN . MERIDA
INTERNATIONAL . IRONHORSE-MADCATZ . KONA /LES GETS . TEAM

ROCKY MOUNTAIN . KENDA PRO MTB . MAVIC NEUTRAL SUPPORT
. LYNE BESSETTE . KATIE COMPTON . SAMANTHA COOLS . DONNY

ROBINSON . JIMMY ARCHER . LISA BENTLY . CAMERON BROWN .
LINSEY CORBIN.BECKY LAVELLE . MATTLIETO . AMANDA LOVAVTO.
MICHAELLOVATO.LUKEMCKENZIE.KENNYSOUZA.JOEUMPHENOUR

We at FSA have a long tradition of supporting racing. Each one of us has
been caught up in the drama of a great competition, the passion of a race
well-fought, and the joy of a victory deserved. Through ups and downs, one
thing remains constant - cycling is a beautiful sport and we are excited to

be a part of it.

TEAM MILRAM

HBSTTT

UNIBET.COM

HB STSPTT ‘

LOTTO-PREDICTOR

HB STSPTT

EUSKALTEL-EUSKADI

COFIDIS

TT
HBTT

BOUYGES-TELECOM

HBSTTT

TEAM CSC

HB STCKSPTT

BARLOWORLD

HBTT ST ‘

LANDBOWCREDIT-COLNAGO

HB STTT

LIQUIGAS

HB STTT SP

TINKOFF CREDIT SYSTEMS

HB STTT SP

LPR ANDRONI GIOCAT

CK'WH

HEINS

HB ST SPCKWHTT

OTC DOORS LAURETANA

HB ST SP CKTT

MERIDA WOMEN’S TEAM

HB ST CK'WH

KONA CYCLOCROSS

HB ST SP CK WH

CANNONDALE VREDESTEIN

HB ST SP

MERIDA INTERNATIONAL

HB ST CK SP ‘

IRONHORSE/MADCATZ

CK

KONA/LES GETS

HB ST SP

TEAM ROCKY MOUNTAIN

TEAM SINTESI

HB ST CK SP

GWEISS BIANCHI

HB ST CK SP

SP (SEATPOST), CK (CRANKSET), WH (WHEELS)

KEY: HB (HANDLEBARS), ST (STEM), TT (AEROBARS),
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COMPACT REVOLUTION

COMPACT GEARING OFFERS ALL OF THE POWER AND
SPEED OF A TRADITIONAL DOUBLE, PLUS LOW GEARS
EQUIVALENT TO USING A TRIPLE. THIS IS THE SECRET
WEAPON OF PROTOUR TEAMS AND RIDERS.

FSA OFFERS ALL TOP OF THE LINE
CRANKSETS IN A COMPACT OPTION -
YOU CAN HAVE THE LIGHTEST EQUIPMENT
AND OPTIMAL GEARING

i ilabl i Bottom
FSA MODEL Compact Standard tiple Bracket

K-FORCE LIGHT Mega Exo
K-FORCE Mega Exo
SL-K Mega Exo
TEAM ISSUE Mega Exo
ENERGY Mega Exo
GOSSAMER Mega Exo
OMEGA Mega Exo
VERO JIS

BENEFITS /VENTAJAS:

Lower gearing offers more choices for climbing
Maximiza la utilizacién del pifion.

Lighter weight than a triple.
Compact permite el uso de Platos mas pequefios, que raramente se
podian utilizar en los sistemas tradicionales.

Better Q-factor than triples
Factor Excelente De “Q”

Improved drive side crank stiffness
Menor diametro de Platos y cadena mas corta implica menor peso,
mayor rigidez y funcionamiento del sistema.

More useable gears than a triple.

Con la Multiplicacién Compact se tienen mayores opciones de avance
por lo que no es necesario el uso del triplato.

Better chainline than with triples

Menor diametro de Platos y cadena mas corta implica menor peso,
mayor rigidez y funcionamiento del sistema.

GEAR FRONT REAR ROLLOUT
COMPARISON chainring  cassette  in meters SAME AS

53X11.7

COMPACT

COMPACT

COMPACT

The Compact Story

CSC was one of the first professional teams to understand
the importance of the Compact Revolution. By utilizing

a 110mm Compact crank spider with 34t inner, and 50t

outer rings, the rider can have a broader range of gearing
than standard 39/53 gearing.

Compact allows lower climbing gears, so you can stay in
the saddle. A combination of 34 x 25t rear cog allows
gearing almost as low as a triple chainring set up, while
the 50 x 11t combination provides a larger gear than a 53
x 12t. You can have it all!

CSC Riders have won numerous stages in the Tour de
France, the Vuelta a Espafia, and the Giro d’ltalia using
FSA compact cranks. They believe in the power of Com-
pact, and so do we. FSA was the first company to believe
in Compact, to understand the benefits and promote the
standard. Today, Compact is no longer a novelty or passing
fashion. Compact is a serious contender and its popularity
proves it.

CSC era uno de los primeros equipos profesionales

para entender la importancia de la revolucién de bielas
Compact. Utilizando un juego de bielas con el spider de
110 mm, con plato interno de 34 dientes y externo de 50
dientes, el ciclista puede tener una gama mas amplia que
el engranaje del estandar 39/53.

Compact permita usar un engranaje mas pequefio, y

usted puede permanecer sentado por mas tiempo. Una
combinacion de diente trasero 34x25 permite el engranaje
casi tan bajo como un triple, mientras que la combinacién
de 50x11 proporciona una marcha mas grande que 53x12
dientes. jUsted puede tenerlo todo!

Los ciclistas de CSC han ganado etapas numerosas en el
Tour de France, en la Vuelta a Espafia, y el Giro d’ltalia
usando bielas y platos Compact de FSA. Creen en el poder
de Compact, asi como lo creemos nosotros. FSA fue la
primera compafiia en creer en las ventajas de las Multipli-
caciones Compactas en sus beneficios y en promoverlas.
Hoy Compact non es solamente mas una novedad, o una
moda que pasa, Compact es un competidor serio y su
popularidad lo prueba.

www. fullsSpeedahead.com




K-FORCE LIGHT
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WITH TRULY INSIDE, K-FORCE LIGHT IS A
SHOWCASE FOR THE AMAZING POTENTIAL OF COMPOSITE
MATERIALS TO DELIVER THE LIGHTEST, STIFFEST,
SMOOTHEST & STRONGEST COMPONENTS POSSIBLE.
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Available in / disponible en

Compact BCD

Description & Materials:

Elos—10 Eamo - Monocoque carbon crankset with hollow arms
Eexo) CGHTR - AL7075 100% CNC machined chainrings

- AL7075 Torx T-30 alloy chainring bolts

WEIGHT / PESO 6609 (incl. BB/ incl. Eje) With MegaExo BB:
COMPATIBILITY / COMPATIBILIDAD RIS - Oversized ceramic bearings
- 24mm integrated CrMo spindle

CHAINLINE / LINEA CADENA 43.5mm ) )
- Red anodized alloy external bearing cups

Q-FACTOR 147mm

LENGTH / LONGITUD 170,172.5,175mm Finish: o
- Carbon fiber 3K weave — gloss finish
110mm (compact) - Black anodized chainrings with CNC silver and laser logo
34/50 (compact)
CHAINRINGS / PLATOS L .
38/52 (compact) Descripcion y materiales:

=3}
o
o

- Carbén monocoque con brazo disefio en hueco
- Platos AL7075 100% maquinados CNC
- Tornillos Torx T-30 de aluminio AL7075

Con eje MegaExo:

- Baleros ceramicos oversize

- Huso de 24mm integrado en CrMo

- Tazas externas anodizadas en color roja

Acabado:
- Fibra de carbon 3K lustre
- Platos color negro anodizado y maquinados CNC

EFB.

| 1111 Praftechnik
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SL-K LIGHT

SL-K Light follows K-Force Light in using the same pressurized molding process, so there’s nothing inside. The
crank arms are completely hollow with an internal I-beam reinforcement that yields higher tortional strength and
stiffness than our previous cranksets. SL-K Light uses a glass fiber enhanced carbon that maintains the high

strength and stiffness of K-Force Light.

Available in / disponible en

Compact, Standard & Triple BCD

Description & Materials

- Monocoque carbon crankset with hollow arms
- AL7075 100% CNC machined chainrings

- AL7075 Torx T-30 alloy chainring bolts

With MegaExo BB

- Oversized cartridge bearings

- 24mm integrated CrMo spindle

- Anodized alloy external bearing cups

Finish
- Carbon Fiber UDF — gloss finish
- Black anodized chainrings with CNC silver and laser logo

Descripcion y materiales:

- Carbén monocoque con brazo disefio en hueco
- Platos AL7075 100% maquinados CNC

- Tornillos Torx T-30 de aluminio AL7075

Con eje MegaExo:

- Baleros de cartucho oversize

- Huso de 24mm integrado en CrMo
- Tazas externas anodizadas

Acabado:
- Fibra de carbon UDF lustre
- Platos color negro anodizado y maquinados CNC

[ S -K [ IGHT /

Els—0
MEGA
710g (compact & standard)

WEIGHT / PESO incl. BB/ incl. Eje
750g (triple) incl. BB/ incl. Eje

COMPATIBILITY / COMPATIBILIDAD [ESYUSGEE]

CHAINLINE / LINEA CADENA 43.5mm (‘compact & standard)
46mm (triple)
147mm (compact & standard)

Q-FACTOR 159mm (triple)

LENGTH/LONGITUD

165,170, 172.5, 175mm

110mm (compact)
130mm (standard)
130/74mm (triple)

34/50 (compact)
CHAINRINGS / PLATOS 39/53 (standard)
30/39/53 (triple)

TEAM ISSUE

Team Issue may well be our most versatile crankset. With a cold-forged spider, the Team Issue comes in compact,
or standard double, and triple, while retaining all the performance of a monocoque carbon crank arm.

Available in / disponible en

Compact, Standard & Triple BCD

Description & Materials

- Monocoque crankarms with forged alloy spider
- AL7075 100% CNC machined chainrings

- CrMo chainring bolts

With MegaExo BB

- Oversized cartridge bearings

- 24mm integrated chromoly spindle
- Alloy external bearing cups

Finish
- Carbon fiber 3K weave — gloss finish
- Gray anodized spider

Descripcion y materiales:

- Brazo carbdn y arafia en aluminio forjado
- Platos AL7075 100% maquinados CNC
- Tornillos CrMo

Con eje MegaExo:

- Baleros oversize de cartucho

- Huso de 24mm integrado en CrMo
- Tazas externas en aluminio

Acabado:
- Fibra de carbon 3K lustre
- Arafia anodizada gris

T =7 155

——103

El
MEGAm

13

WEIGHT / PESO

/

CHAI E/LINEA CADENA
FACTOR

LENGTH/LONGITUD

CHAINRINGS / PLATOS

911g (compact) incl. BB/ incl. Eje
9829 (standard) incl. BB / incl. Eje
1579g (triple) incl. BB / incl. Eje

10 speed

43.5mm (compact & standard)
46mm (triple)

147mm (compact & standard)
159mm (triple)

170,172.5,175mm

110mm (compact)
130mm (standard)
130/74mm (triple)

34/50 (compact)
39/53 (standard)
30/39/53 (triple)
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ENERGY

780g incl. BB/ incl. Eje
10 speed

43.5mm

147mm
170,172.5,175mm

110mm (compact)
130mm (standard)

34/50 (compact)
36/46 (compact cyclocross)
39/53 (standard)

CHAINRINGS / PLATOS

GOSSAMER

[ CGOSSATE~ /

Floe—103
M;EAm

——

8979 (compact) incl. BB/ incl. Eje
WEIGHT / PESO 9609 (standard) incl. BB/ incl. Eje
1038g (triple) incl. BB / incl. Eje

9 or 10 speed

43.5mm (compact & standard)
46mm (triple)

147mm (compact & standard)
FACTOR 159mm (triple)
LENGTH / LONGITUD 165,170,172.5,175mm

110mm (compact)
BCD 130mm (standard)
130/74mm (triple)

34/50 (compact)
36/46 (compact cyclocross)
39/53 (standard)
30/39/50 (triple)
30/39/53 (triple)

CHA! E/

CHAINRINGS / PLATOS

HDLLDW FORGED)

Energy is one of several FSA cranksets that is
constructed using Hollow Forging. We spent years

developing a proprietary process that results in crank
arms with superior stiffness and strength compared
to solid arms, and with a higher overall strength to
weight ratio. We offer a full range of Hollow Forged
products from road to XC to DH cranksets.

Available in / disponible en

Compact & Standard BCD

Description & Materials

- Hollow forged AL6061/T6 crankarms

- AL7075 100% CNC machined chainrings
- AL7075 Torx T30 chainring bolts

With MegaExo BB

- Oversized cartridge bearings

- 24mm integrated chromoly spindle
- Alloy external bearing cups

Finish
- Polished black anodized

Descripcion y materiales:

- Brazos forjados en hueco AL6061/T6

- Platos AL7075 100% maquinados CNC
- Tornillos Torx T-30 de aluminio AL7075

Con eje MegaExo:

- Baleros oversize de cartucho

- Huso de 24mm integrado en CrMo
- Tazas externas anodizadas

Acabado:
- Anodizado y pulido en color negro lustre

Available in / disponible en

Compact, Standard & Triple BCD

Description & Materials

- Monocoque crankarms and spider

- AL7075 100% CNC machined chainrings
- CrMo chainring bolts

With MegaExo BB — (Also available in JIS square taper BB)

- Oversized cartridge bearings
- Oversized chromoly BB axle
- Alloy external bearing cups

Finish
- Polished black or silver anodized

Descripcion y materiales:

- Brazos y arafia monocoque

- Platos AL7075 100% maquinados CNC
- Tornillos CrMo

Con eje MegaExo (disponible con eje JIS cuadrado) :
- Baleros de cartucho oversize

- Huso oversize en CrMo

- Tazas externas anodizadas

Acabado:
- Anodizado y pulido en color negro o plata

CHAIL E/LINEA CADENA
Q-FACTOR

10609 (compact) incl. BB /incl. Eje
1197g (triple) incl. BB / incl. Eje

9 or 10 speed

43.5mm (compact & standard)
46.0mm (triple)

147mm (compact & standard)
159mm (triple)

LENGTH/LONGITUD 165,170,172.5,175mm

CHAINRINGS / PLATOS

110mm (compact)
130/74mm (triple)

34/50 (compact)
30/39/50 (triple)
30/39/53 (triple)

WEIGHT / PESO

COMPATIBILITY / COMPATIBILI

CHAINLINE / LINEA CADENA

Q-FACTOR

LENGTH/LONGITUD

CHAINRINGS / PLATOS

7419 (compact)
9 or 10 speed

43.5mm
(using 110.5mm square JIS spindle)

147mm
170,172.5,175mm

110mm (compact)
130mm (standard)

34/50 (compact)
39/53 (standard)

Available in / disponible en

Compact & Triple BCD

Description & Materials

- Cast aluminum crankarms
- Closed spindle shaft

- Alloy chainrings

With MegaExo BB

- Oversized cartridge bearings

- 19mm splined & integrated chromoly spindle
- Steel external bearing cups

Finish
- Gloss black or polished aluminum

Descripcién y materiales:

- Brazos de aluminio en molde
- Huso del eje cerrado

- Platos de aluminio

Con eje MegaExo (disponible con eje JIS cuadrado) :
- Baleros de cartucho oversize

- Huso de 19mm integrado CrMo

- Tazas externas en acero

Acabado:
- Lustre negro o aluminio pulido

Available in / disponible en

Compact & Standard BCD

Description & Materials

- Cold forged aluminum crankarms
- One-piece crankarm/spider

- Alloy chainrings

Finish
- Black Anodized

Descripcion y materiales:

- Brazos forjados de aluminio

- Brazo y arafia de una sola pieza
- Platos de aluminio

Acabado:
- Anodizado en negro
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NEO PRO

Neo Pro is designed for the rigors of top professional TT and Triathlon racing. The first integrated FSA crank de-

signed specifically for timed events, the crank arms feature our hollow carbon arm technology. The cross section of
the arm is wing-shaped, and the back of each arm is partially recessed to cover the BB cup. This unique design will

become the new standard for those who demand the fastest crank available.

Available in / disponible en

Standard BCD

Description & Materials

- Monocoque carbon crankset with hollow arms
- Carbon disc spider

- Carbon/AL7075 outer chainring

- AL7075 Torx T-30 alloy chainring bolts

With MegaExo BB

- Oversized ceramic bearings

- 24mm integrated CrMo spindle

- Red anodized alloy external bearing cups

Finish
- Carbon fiber 3K weave — gloss finish
- Color graphics

Descripcion y materiales:

- Carbén monocoque con brazo disefio en hueco
- Arafia de carbon

- Plato externo de carbén y AL7075

- Tornillos Torx T-30 de aluminio AL7075

Con eje MegaExo:

- Baleros ceramicos oversize

- Huso de 24mm integrado en CrMo

- Tazas externas anodizadas en color roja

Acabado:
- Fibra de carboén 3K lustre
- gréficos de color

Fle—0 oax
MEGA m CERAMIC REVOLUTION
el——03 oo

WEIGHT / PESO

COMPATIBILITY / COMPATIBILIDAD

CHAINLINE / LINEA CADENA
Q-FACTOR

LENGTH/LONGITUD

CHAINRINGS / PLATOS

980g incl. BB/ incl. Eje

10 speed

43.5mm

147mm
170,172.5,175,177.5, 180mm
130mm (standard)

42/54 (standard)

KRONO

Proven repeatedly by Team CSC, no other TT
crank has won more races than Krono. Cold forged
aluminum arms and a carbon disk spider are a fast
and lightweight combination that will make any
timed event a blur.

Available in / disponible en

Standard BCD

Description & Materials

- Forged aero AL6061/T6 crankarms with carbon plate spider
- K-Force TT outer chainring, AL7075/T6 inner chainring

- AL7075 Torx T-30 alloy chainring bolts

Finish
- High polish black anodized crank arms
- Carbon Fiber 3K weave spider

Descripcion y materiales:
- Brazos aero forjados AL6061/T6 y arafia en carbon
- Plato externo K-Force TT y plato interno AL7075/T6

Acabado:
- Brazo anodizado y pulido en negro
- Arafia en carbén 3K

-

WEIGHT / PESO

COMPATIBILITY / COMPATIBILIDAD

CHAINLINE / LINEA CADENA

Q-FACTOR

LENGTH /LONGITUD

CHAINRINGS / PLATOS

9829 (standard) incl. BB / incl. Eje
10 speed

43.5mm
(using 108mm ISIS Drive spindle)

147mm
170,172.5,175,177.5, 180mm
130mm (standard)

42/54 (standard)

peedahéad.
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K-FORCE TT CHAINRINGS

10 speed

CHAINRINGS / PLATOS 53,54,55T

TT CHAINRINGS

42,44,53,54,55T

PATIB Y / COMPATIB single speed
CHAINRINGS / 45, 46,47, 48, 49,50, 51,52, 53T

Available in / disponible en

Standard BCD

Description & Materials
- Carbon fiber wrapped AL7075/T6 outer chainring
- Ramped & pinned

Finish:

- Carbon Fiber 3K weave - gloss finish
Descripcion y materiales:

- Plato AL7075/T6 envuelto de carbén
- Rampas y pernos de cambio

Acabado:
- Fibra de carbon 3K lustre

Available in / disponible en

Standard BCD

Description & Materials

- AL7075/T6 chainring with 8mm lenticular disk shape

- Ramped and pinned

Finish:
- Black anodized

Descripcion y materiales:
- Plato AL7075/T6 con disefio lenticular
- Rampas y pernos de cambio

Acabado:
- Anodizado color negro

Available in / disponible en

Track BCD

Description & Materials
- AL7075/T6 chainring, machined solid plate

Finish:
- Black anodized with silver machining

Descripcion y materiales:
- Plato AL7075/T6 en placa sélida maquinada

Acabado:
- Anodizado y maquinado en color negro y plata

SUPER CHAINRINGS

10 speed

110mm (compact)
130mm (standard)

39, 53T (standard)
34,36, 38,50,52T (compact)

PRO CHAINRINGS

PATIBILITY / COMPATIB 9 or 10 speed

110mm (compact)
130mm (standard)

CHAINRINGS / PLATOS (standard)
34,36, 38, 39, 46, 48, 50, 52T
(compact)

PRO TRIPLE CHAINRINGS

COMPATIBILITY / COMPATIBILIDAD |EERJESYURLEEL]

BCD 130/74mm (triple)

30, 32T (inner 74mm)

CHAINRINGS / PLATOS 39, 42T (middle 130mm)

38,39, 42, 44,48, 50, 52, 53, 54, 55T

Additional CNC machining makes the Super

rings stiffer than our pro road rings, for the
highest performance.

Available in / disponible en

Compact & Standard BCD

Description & Materials
- CNC machined AL7075/T6 chainring
- Ramped & pinned

Finish:
- Black or silver anodized with silver machining

Descripcion y materiales:
- Plato AL7075/T6 maquinados CNC
- Rampas y pernos de cambio

Acabado:
- Anodizado y maquinado en color negro o plata

Available in / disponible en

Compact & Standard BCD

Description & Materials
- CNC machined AL7075/T6 chainring
- Ramped & pinned for perfect shifting

Finish:
- Black anodized with silver machining

Descripcion y materiales:
- Plato AL7075/T6 maquinados CNC
- Rampas y pernos de cambio

Acabado:
- Anodizado y maquinado en color negro

Available in / disponible en

Triple BCD

Description & Materials
- CNC machined AL7075/T6 chainring

- Middle rings are ramped & pinned for perfect shifting

Finish:
- Black anodized with silver machining

Descripcion y materiales:
- Plato AL7075/T6 maquinado CNC

- Plato central con rampas y pernos para cambar perfecto

Acabado:
- Anodizado y maquinado en color negro y plata
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K-FORCE LIGHT MTB

WITH TRULY INSIDE, K-FORCE LIGHT IS A
SHOWCASE FOR THE AMAZING POTENTIAL OF COMPOSITE
MATERIALS TO DELIVER THE LIGHTEST, STIFFEST,
SMOOTHEST & STRONGEST COMPONENTS POSSIBLE.

22 « MTB CRANKSETS / JUEGOS DE BIELAS MTB ¢ 2008

Available in / disponible en

Standard or 2x9 BCD

. Description & Materials
Elee—113 s - Monocoque carbon crankset with hollow arms
- AL7075 100% CNC machined chainrings
- AL7075 Torx T-30 alloy chainring bolts

- Also available in a “2 x 9" version for elite level XC
WEIGHT / PESO 7509 (incl. BB / incl. Eje)

COMPATIBILITY / COMPATIBILIDAD [JCIENESt With MegaExo BB:

- Oversized ceramic bearings

- 24mm integrated CrMo spindle

Q-FACTOR 169mm - Red anodized alloy external bearing cups

CHAINLINE / LINEA CADENA 50mm

LENGTH / LONGITUD 170,175mm =
Finish:

BCD s - Carbon fiber 3K weave — gloss finish

- Black anodized chainrings with CNC silver and laser logo

22/32/44 (standard)

CHAINRINGS / PLATOS 29/44 (2x9)

Descripcion y materiales:

- Carbén monocoque con brazo disefio en hueco

- Platos AL7075 100% maquinados CNC

- Tornillos Torx T-30 de aluminio AL7075

- Version de “2x9” disponible para nivel élite de Rally

Con eje MegaExo:
- Baleros ceramicos oversize
- Huso de 24mm integrado en CrMo

1 0 . 4 - . v | - Tazas externas anodizadas en color roja
- Acabado:
A - : | - Fibra de carbon 3K lustre
- | | - Platos color negro anodizado y maquinados CNC
S | -

www.fullspeedahead.com



TEAM ISSUE MTB AFTERBURNER
e

HDLLDW FORGED)

Afterburner is one of several FSA cranksets that is
constructed using Hollow Forging. We spent years

developing a proprietary process that results in crank
arms with superior stiffness and strength compared
to solid arms, and with a higher overall strength to
weight ratio. We offer a full range of Hollow Forged
products from road to XC to DH cranksets.

Description & Materials
- Hollow-forged AL6061/T6 crankarms
- CNC alloy spider

With MegaExo BB

- Oversized cartridge bearings

- 24mm integrated CrMo spindle
- Alloy external bearing cups

Finish
MEGAm§ - Gray anodized

Descripcién y materiales:

- Brazos forjados en hueco AL6061/T6
WEIGHT / PESO 8709 (incl. BB/ incl. Eje) - Arafia maquinada CNC
COMPATIBILITY / COMPATIBILIDAD [CRNSN

Con eje MegaExo:

- Baleros de cartucho oversize
Q-FACTOR 169mm - Huso de 24mm integrado en CrMo
- Tazas externas anodizadas

CHAINLINE / LINEA CADENA 50mm

170,175mm
104/64mm Acabado:
22/32/44 - Anodizado gris

26/36/48 (trekking)

The winningest carbon XC crank available, Team Issue has several World and Olympic Championships to its credit,
not to mention over a dozen World Cup victories. It simply can’t be matched for stiffness, durability and shifting
precision. Week in and week out it keeps performing at top level, just like the athletes who trust Team Issue to help
them win. Worried about overall toughness in a carbon package? Gravity team riders use this crank for 4x racing and
freeride.
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Description & Materials

- Monocoque carbon crank arm/spider

- AL7075 100% CNC machined chainrings
- AL7075 Torx T-30 alloy chainring bolts

Available in / disponible en

Standard MTB Triple or Singlespeed Versions

Description & Materials

With MegaExo BB: MEGA [BXe] - Forged AL7050 crankarms
- MegaExo oversize cartridge bearings 1L - - Monocoque crankarm and spider

- Also available in Single ring versions
with a polycarbonate bashguard,
for Singlespeed XC use.

- 24mm integrated chromoly BB Axle
- MegaExo alloy bearing cups

870g (incl. BB/ incl. Eje)

Finish: 9 speed }
- Carbon Fiber 3K weave - gloss finish 50mm With MegaExo BB )

- Oversized cartridge bearings
Descripcion y materiales: 169mm - 24mm integrated CrMo spindle
- Brazo y arafia carbén monocoque 170,175mm - Alloy external bearing cups
- Platos AL7075 100% maquinados CNC Loasoamm

Finish
- Polished with black anodized

- Tornillos Torx T-30 de aluminio AL7075

22/32/44
Con eje MegaExo:

- Baleros de cartucho oversize

- Huso de 24mm integrado en CrMo
- Tazas MegaExo en aluminio

Descripcién y materiales:

- Brazos forjados AL6061/T6

- Brazo y arafia monocoque

- Disponible en version Singlespeed con protector de
policarbonato

El—11
MEGA [Zh€e)
= Con eje MegaExo:

- Baleros de cartucho oversize
- Huso de 24mm integrado en CrMo
- Tazas externas anodizadas

Acabado:
- Fibra de carbon 3K lustre

WEIGHT / PESO 1140g (incl. BB / incl. Eje)
COMPATIBILITY / COMPATIBILIDAD [R T

CHAINLINE / LINEA CADENA 50mm Acabado: )

- Anodizado y pulido en negro
Q-FACTOR 169mm

LENGTH / LONGITUD 170, 175, 180mm

104/64mm

22/32/44T
32T (singlespeed)

CHAINRINGS / PLATOS
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WEIGHT / PESO 1003g (incl. BB /incl. Eje)
COMPATIBILITY / COMPATIBILIDAD [ERSWEER]
CHAINLINE / LINEA CADENA 50mm

Q-FACTOR 169mm

LENGTH / LONGITUD 170,175mm

@

104/64mm

=
o
»

22/32/44T

GAMMA DRIVE
-

—13

3
M;EAm

——

1290g (incl. BB /incl. Eje)

CHAINRINGS / 0s 22/32/44T

Description & Materials
- Forged AL6061/T6 crankarms
- Monocoque crankarm and spider

With MegaExo BB

- Oversized cartridge bearings

- 24mm integrated CrMo spindle
- Alloy external bearing cups

Finish
- Black anodized

Descripcion y materiales:
- Brazos forjados AL6061/T6
- Brazo y arafia monocoque

Con eje MegaExo:

- Baleros de cartucho oversize

- Huso de 24mm integrado en CrMo
- Tazas externas de aluminio

Acabado:
- Anodizado en color negro

Description & Materials

- Cast AL356 crankarms

- AL7075/T6 outer chainring with CrMo inner chainrings
- CrMo chainring bolts

With MegaExo BB
- Oversized cartridge bearings
- Forged steel external bearing cups

Finish
- Polished or BED
- CP satin silver

Descripcion y materiales:

- Brazos fundidos AL6061/T6

- Plato externo AL7075/T6 y platos internos de CrMo
- Pernos de CrMo

Con eje MegaExo:
- Baleros de cartucho oversize
- Tazas externas forjadas de acero

Acabado:
- Pulido o color negro apagado
- CP estilo satén color de plata

ALPHA DRIVE

Description & Materials

- Forged AL6061/T6 crankarms

- Monocoque design
- CrMo chainring bolts

Finish
- Sandy black anodized

Descripcion y materiales:

- Brazo forjado AL6061/T6
- Desefio monocoque

- Pernos de CrMo

Acabado:
- Fibra de carbon 3K lustre

- Anodizado en color negro arena

= (09

WEIGHT / PESO 851g
COMPATIBILITY / COMPATIBILIDAD Shimano 9

48mm - JIS Square 110.5, ISIS
drive 113mm

50mm — JIS Square 113, ISIS drive
118mm)

CHAINLINE / LINEA CADENA

DYNA DRIVE

Description and Materials
- Die cast aluminum alloy
- Monocoque design

- CrMo chainring bolts

- Chromoly chainrings

Finish
- Black anodized

Descripcion y materiales:

- Brazos de aluminio fundido
- Desefio monocoque

- Pernos de CrMo

- Platos de CrMo

Acabado:
- Anodizado en color negro

- Also available in Square JIS BB and ISIS Drive BB

- Disponible en JIS cuadrado o ISIS Drive

WEIGHT / PESO

COMPATIBILITY / COMPATIBILI

CHAINLINE / LINEA CADENA

Q-FACTOR

LENGTH/LONGITUD

CHAINRINGS / PLATOS

8879
9 speed

48mm JIS Square 110.5mm)
50mm JIS Square 113mm)

170mm
170,175mm
104/64mm

22/32/44T
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SUPER MTB CHAINRINGS

9 speed

104/64mm
94/58mm (4-arm)

29t (58mm BCD)
CHAINRINGS / PLATOS 44t (98mm BCD, 4-arm)
32,44t (104mm BCD)

PRO MTB CHAINRINGS

CHAINRINGS / PLATOS

COMPATIBILITY / COMPATIB 9 speed

94/58mm BCD — 29/44t
104/64mm BCD — 22/32/44t
110/74mm BCD - 26/46/48t

DH/SS CHAINRINGS

single chainring use, for 8 or 9 speed systems

CHAINRINGS / PLATOS

94mm/5.5mm thick: 34, 36, 38, 40, 42t
104mm/5.5mm thick: 32, 34, 36, 38, 40, 42, 44t
104mm/3mm thick: 32, 34, 36, 38, 40, 42t
110mm/5.5 thick: 36, 38, 39, 40, 41, 42, 43, 44,
45,46, 48, 50t

Available in / disponible en

104/64mm BCD or 94/58mm BCD (4-arm)

Description & Materials
- CNC machined AL7075/T6 chainring
- Ramped & pinned

Finish:
- Black or silver anodized with silver machining

Descripcion y materiales:
- AL7075/T6 maquinado CNC
- Rampas y pernos

Acabado:
- Anodizado y maquinado en color negro o plata

Available in / disponible en

104/64mm BCD, 94/58mm BCD (4-arm)
or 110/74mm BCD

Description & Materials

- Inner rings available in CNC machined AL7075/T6
or Stainless Steel

- Middle and outer rings of CNC machined AL7075/T6

Finish:
Black anodized (Alloy) or Satin (Stainless)

Descripcion y materiales:

- Plato interno disponible en AL7075/T6 maquinado CNC
y acero inox

- Plato exterior AL7075/T6 maquinado CNC

Acabado:
- Anodizado en color negro (aluminio) o satén (inox)

Available in / disponible en

94mm, 104mm or 110mm BCD

Description & Materials
- AL7075/T6 Alloy 5.5mm thickness,
or 3mm thickness (ideal for chainguides)

Finish
- Black anodized with laser logos
Descripcion y materiales:

- Plato AL7075/T6 de 5.5mm o 3m grueso (ideal para
guia de cadena)

Acabado:
- Anodizado en color negro con logo en laser

ALLOY BASHRINGS

Available in / disponible en

104 or 94mm BCD

Description & Materials

- CNC from 5mm AL6061/T6

Finish

- Black anodized and CNC silver with laser logos

Descripcion y materiales:
- Maquinado CNC de AL6061/T6 en 5mm grueso

Acabado:
- Anodizado en color negro y CNC con logo en laser

95 grams (104mm BCD)
108 grams (94mm BCD)

fits up to 34t chainrings

94 or 104mm BCD

POLYCARB BASHRINGS

Available in / disponible en

104mm BCD

Description & Materials
- Shatterproof polycarbonate composite

Finish
- Translucent or black with FSA logo

Descripcion y materiales:
- Policarbonato resistente a golpes

Acabado:
- Translucido o color negro con logo FSA

WEIGHT / PESO 509

single chainring use, for 8 or 9 speed
COMPATIBILITY / COMPATIB systems

SIZES available to fit 32 Or 36t middle rings

CYCLO-X CHAINGUIDES

Available in / disponible en

130mm BCD

Description & Materials

- 14 layers of CNC carbon
Finish

- 3K carbon weave

Descripcion y materiales:
- 14 capas de carbén maquinadas CNC

Acabado:
- Fibra de carbén 3K

CHAINRINGS / PLATOS 42,44T

SIZES available to fit 42 or 44t chainrings
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PLASMA

INTEGRATION, SOPHISTICATION & COMFORT: The Plasma handlebar system consists of a dramatically-shaped
100% monocoque carbon handlebar and stem, bonded and locked to an elegant aluminum steerer lug. Combining
the stem and bar results in a unique feel that cannot be matched by separate components. The Aero-Ergo flat top
of the Plasma follows the natural arc of your extended hands and the flattened tops extend the comfort zone behind
the brake lever hoods. Flattened tubing in the drops relieves pressure in the palms and gives a level of control that
is several steps beyond ordinary. Selected “Handlebar of the Year” in 2005 and 2006 by La Bici, the Plasma is an

artful addition to any road machine.

100 x W400, 100 x W420, 110 x
LENGTH X WIDTH W420,120 x W420, 110 x W440,
120 x W440, 130mm x W440mm
DROP / REACH 135/87mm

WEIGHT 3769

CONTROL CENTER

Available in / disponible en

Standard Reach

Description & Materials

- Integrated carbon bar/stem

- A+B™ bonded 4GC™ alloy fork lug

- Aero-Ergo flat-top riser central section

- Internal cable routing

- Reinforced and textured clamping areas
- Plasma Control Center computer mount

Finish
- 3K carbon weave
- Color graphics

Descripcion y materiales:

- Manillar y potencia de carbén integrado

- Estiron de aluminio 4GC (tm) adherido A+B (tm)
- Seccion central llevantada Aero-Ergo

- Encaminamiento de cable interno

- Area abrazadera de palanca reforzada

- Plasma Control Center para el ciclo-computador

Acabado:
- Fibra de carbén 3K lustre
- Gréficos de color

Description & Materials
- Plasma Control Center computer/accessory mount
- Carbon fiber and reinforced plastic

Finish
- 3K carbon weave

Descripcion y materiales:

- Plasma Control Center para el montaje
del ciclo-computador

- Fibra de carbén y plastico reforzado

Acabado:
- Fibra de carbén 3K lustre

A unique combination of technology, comfort and performance. Molded 3K Carbon/Kevlar construction yields light
weight and stiffness. The anatomical shaping of the top section delivers incredible rider comfort by providing large
contact area to best distribute load to the riders hands. Internally routed cables give a clean looking finish. This bar
satisfies the demands of riders from top professionals to amateur enthusiasts.

AMETER X WIDTH

DROP / REACH

FLAT SECTION WIDTH

WEIGHT

31.8mm x W400, 420, 440mm (c-c)

145/90mm (standard)
125/80mm (compact)

32mm (40cm), 36mm (42cm),
41.5mm (44cm) - (compact)
41.5mm - (standard)

2159

CONTROL CENTER

Available in / disponible en

Standard & Compact Reach

Description & Materials

- Carbon/Kevlar composite construction

- Aero-Ergo flat-top riser central section

- Internal cable routing

- Reinforced and textured clamping areas

- Compact version has width specific top Aero section
Smaller sizes (eg 40cm) have smaller cross section tops

Finish
- 3K carbon weave
- Color graphics

Descripcién y materiales:

- Construccién de Carbon/Kevlar

- Seccién central llevantada Aero-Ergo

- Encaminamiento de cable interno

- Area abrazadera de palanca reforzada y texturada

- Version ‘Compact’ tiene la anchura de la seccién Aero
especifica por tamafios. Tamafos pequefios (p.ej. 40cm)
tienen tapas mas pequefias en la seccion transversal

Acabado:
- Fibra de carboén 3K lustre
- gréficos de color

Description & Materials
- K-Wing Control Center computer/accessory mount
- Carbon fiber and reinforced plastic

Finish

- 3K carbon weave

Descripcién y materiales:

- K-Wing Control Center para el montaje

del ciclo-computador
- Fibra de carbédn y plastico reforzado

Acabado:
- Fibra de carbén 3K lustre

SIZE Fits 31.8mm diameter
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HANDLEBAR SHAPE OPTIONS

FSA ROAD HANDLEBARS ARE AVAILABLE IN MULTIPLE
MODELS, WIDTHS & SHAPES. WHETHER YOU PREFER
TO SPEND TIME ON THE TOPS, THE HOODS OR IN THE
DROPS, WE HAVE AN OPTION THAT SUITS YOUR STYLE.

FSA COMPACT

K-FORCE

«RGo
=95
RN

K-FORCE COMPACT

DIAMETER X WIDTH 31.8mm x W400, 420, 440mm (c-c)
DROP / REACH 145/78mm (standard)

125/78mm (compact) w/ 2° outward bend

WEIGHT 1969

FSA ERGO

Combines an 80mm forward reach

with a 125mm drop, perfect for smaller
riders or those who prefer a higher
position in the drops.

Shares the 80mm reach with a more
traditional 145mm drop. Deep bars
give a more aggressive position for
powerful efforts.

Available in / disponible en

Standard & Compact Reach

Description & Materials

- Carbon/Kevlar composite construction

- Double-width single cable groove design
- Reinforced and textured clamping areas
- Clip-on compatible

Finish
- 3K carbon weave
- Color graphics

Descripcién y materiales:

- Construccion de Carbon/Kevlar

- Disefio doble-anchura para el cable

- Area abrazadera de palanca reforzada y texturada
- Compatible con la montaje de Clip-on

Acabado:
- Fibra de carbén 3K
- gréficos de color

SL-K COMPACT

Y S -

DIAMETER X WIDTH 31.8mm x W400, 420, 440mm (c-c)

DROP / REACH 125/78mm with 2° outward bend
WEIGHT 2309

WING PRO

<

WING PRO COMPACT

DIAMETER X WIDTH (standard)

(c-c) (compact)
145/90mm (standard)
DROP/REACH 125/80mm (compact)
2779 (standard)
WEIGHT 2649 (compact)

31.8mm x W400, 420, 440mm (c-c)

31.8mm x W380, 400, 420, 440mm

Available in / disponible en

Compact Reach

Description & Materials

- Carbon/Kevlar composite construction

- Double-width single cable groove design
- Reinforced and textured clamping areas
- Clip-on compatible

Finish
- Carbon fiber unidirectional gloss
- Color graphics

Descripcion y materiales:

- Construccién de Carbon/Kevlar

- Disefio doble-anchura para el cable

- Area abrazadera de palanca reforzada y texturada
- Compatible con la montaje de Clip-on

Acabado:
- Fibra de carbén unidireccional lustre
- Gréficos de color

Available in / disponible en

Standard & Compact Reach

Description & Materials

- Double butted, tapered and shot-peened AL2014
- Aero-Ergo flat top cross section

- Cable groove

Finish
- Shot-peened black anodized
- Color graphics

Descripcién y materiales:

- Doble-empalmado, estrechado y martillado AL2014
- Centro Aero-Ergo con seccion plana

- Surco para cables

Acabado:
- Anodizado color negro y martillado
- gréficos de color

el

o

fullspeeda ead
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ENERGY

S

ENERGY TRADITIONAL

7=

DIAMETER X WIDTH 31.8mm x W400, 420, 440mm (c-c)
DROP /REACH 145/90mm
WEIGHT 2259

GOSSAMER

[ CGOSSAIMTE~ /

METER X WIDTH 31.8mm x W400, 420, 440mm (c-c)
DROP / REACH 145/90mm
WEIGHT 2929

Available in / disponible en

Standard & Ergo Bend

Description & Materials
- Quad-butted, tapered and shot-peened AL7050/T6
- Double groove cable routing

Finish
- Shot-peened black anodized
- Color graphics

Descripcion y materiales:

- Quadruple-empalmado, estrechado
y martillado AL7050/T6

- Surco doble para cables

Acabado:
- Anodizado color negro y martillado
- gréficos de color

Available in / disponible en

Standard Reach

Description & Materials

- Double-butted, tapered and shot-peened AL2014
- Ergonomic bend

- Double-width single cable

Finish
- Shot-peened black anodized
- Color graphics

Descripcion y materiales:

- Doble-empalmado, estrechado y martillado AL2014
- Curva ergondémica

- Surco doble para cables

Acabado:
- Anodizado color negro y martillado
- gréficos Laser

OMEGA

OMEGA SHALLOW

31.8mm x W400, 420, 440mm (c-c)
(standard)

31.8mm x W380, 400, 420, 440mm
(c-c) (compact)

145/90mm (standard)
DROP / REACH 125/80mm (compact)

309g (standard)
3009 (compact)

DIAMETER X WIDTH

WEIGHT

WING

(°

LU=

DIAMETER X WIDTH

31.8mm x W400, 420, 440mm (c-c)
DROP / REACH 145/90mm

WEIGHT 3149

Available in / disponible en

Standard & Compact Reach

Description & Materials

- Double butted, tapered and shot-peened AL6066
- Ergonomic bend

- Double groove cable routing

Finish
- Shot-peened black anodized
- Laser graphics

Descripcion y materiales:

- Doble-empalmado, estrechado y martillado AL6066
- Curva ergondmica

- Surco doble para cables

Acabado:
- Anodizado color negro y martillado
- gréficos Laser

Available in / disponible en

Standard Reach

Description & Materials

- Double butted, tapered and shot-peened AL6066
- Aero-Ergo flat top cross section

- Cable groove

Finish
- Shot-peened black anodized
- Laser graphics

Descripcion y materiales:

- Doble-empalmado, estrechado y martillado AL6066
- Centro Aero-Ergo con seccién plana

- Surco para cables

Acabado:
- Anodizado color negro y martillado
- gréficos Laser
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K-FORCE XC

FSA carbon MTB handlebars are light, strong components that World Champions can depend on. Our years of
carbon composite experience enable us to create a dependable weapon for the world-cup circuit. Available in flat or
riser configurations, with reinforced clamping areas, this is carbon that will fit your riding style and earn your trust.

25.4 clamp - 600mm (Flat), 630mm x
40mm riser

DIAMETER X WIDTH

31.8 clamp - 600mm (Flat), 630mm x
25mm riser

BACKSWEEP / UPSWEEP 6°/0° (flat)
RISE (RISER BAR ONLY) 25mm rise (31.8), 40mm rise (25.4)

1289 (31.8 flat), 1189 (25.4 flat)
1889 (31.8 riser), 1569 (25.4 riser)

Available in / disponible en

Flat or Riser Style

Description & Materials

- Carbon/Kevlar composite construction

- Full-width flat-top design (flat bar only)
- Reinforced and textured clamping areas

Finish
- 3K carbon weave
- Color graphics

Descripcion y materiales:

- Construccién de Carbon/Kevlar

- Disefio plano a todo ancho (en el manillar plano)
- Area abrazadera de potencia reforzada y texturada

Acabado:
- Fibra de carbén 3K
- gréficos de color

XC-180

25.4 x W560mm, 600,

DIAMETER X WIDTH 31.8 X W580, 600mm

BACKSWEEP / UPSWEEP 6°/0°

WEIGHT 2069 (31.8), 185 (25.4)

DIAMETER X WIDTH 25.4/31.8mm x W630mm
BACKSWEEP / UPSWEEP 9°/4°

RISE 25mm rise

WEIGHT 200g (31.8),187g (25.4)

XC-280

25.4 clamp - 660mm x 40mm riser

DIAMETER X WIDTH

31.8 clamp - 660mm x 18mm or
40mm riser

BACKSWEEP / UPSWEE 9°/4°

40mm (25.4/31.8), 18mm (25.4)

2899/2669 (31.8/25.4)
WEIGHT 2849 (31.8 x 18mm)

Description & Materials
- Double butted, tapered, and shot-peened AL6061/T6

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:
- Doble-empalmado, estrechado y martillado AL6061/T6

Acabado:
- Anodizado color negro y martillado
- gréficos Laser

Description & Materials
- Triple-butted, tapered, and shot-peened AL7075

Finish
- Black anodized
- Color graphics

Descripcion y materiales:
- Triple-empalmado, estrechado y martillado AL7075

Acabado:
- Anodizado color negro
- Gréficos de color

Description & Materials
- Double-butted, tapered, and shot-peened AL6061/T6

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:
- Doble-empalmado, estrechado y martillado AL6061/T6

Acabado:
- Anodizado color negro
- Gréficos Laser
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K-FORCE

-6° x 100,110, 120, 130mm
31.8mm
40mm

1709

LENGTH +6° x 80,90, 100, 110, 120, 130mm

CLAMP 31.8mm
STACK 35mm
WEIGHT 989

0S-99 CSI

0= 9<%

LENGTH +6° x 90,100,110, 120, 130mm
CLAMP 31.8mm
STACK 35mm

WEIGHT 118g

Description & Materials

- Hollow monocoque carbon fiber composite construction
- Alloy threaded inserts

- 4-bolt carbon fiber front clamp

- Ti 6/4 hardware

Finish
3K carbon weave
Color graphics

Descripcion y materiales:

- Carbén monocoque disefio en hueco

- Roscados internos de aluminio

- Abrazadera fibra de carbén de 4 pernos
- Pernos de Ti 6/4

Acabado:
- Fibra de carbén 3K lustre
- Gréficos de color

Description & Materials

- Forged and CNC'd from AL7050
- 4-bolt sculpted SL faceplate

- Ti hardware

Finish
- Black anodized, machined finish
- Flip-flop color graphics

Descripcion y materiales:

- Forjado y maquinado CNC AL7050

- Abrazadera SL de 4 pernos esculpida
- Pernos de Ti 6/4

Acabado:
- Anodizado color negro y maquinado
- Gréficos de color reversibles

Description & Materials

- Forged and CNC'd from AL7050
- 4-bolt sculpted front clamp

- Ti hardware

Finish

- Gloss carbon 3K weave carbon wrapped
- 3K carbon weave front clamp

- Flip-flop color graphics

Descripcion y materiales:

- Forjado y maquinado CNC AL7050
- Abrazadera esculpida de 4 pernos
- Pernos de Ti 6/4

Acabado:

- Envuelto con fibra de carbon 3K lustre
- Abrazadera envuelta con carbén 3K

- Gréficos de color reversibles

+6° x 90,100, 110, 120, 130mm
31.8mm
35mm

1409

J

+6° x 90,100,110, 120, 130mm
31.8mm
35mm

150g (carbon clamp)
155g (alloy clamp)

LENGTH

CLAMP

STACK

WEIGHT

31.8mm
40mm

1659

+6° x 70,80,90, 100,110,120, 130mm

Description & Materials

- Forged and CNC'd from AL2014/T6
- 4-bolt carbon fiber front clamp

- Ti hardware

Finish

- Black anodized

- 3K carbon weave front clamp
- Flip-flop color graphics

Descripcion y materiales:

- Forjado y maquinado CNC AL2014/T6
- Abrazadera fibra de carbdn de 4 pernos
- Pernos de Ti 6/4

Acabado:

- Anodizado color negro y maquinado
- Fibra de carbén 3K

- Gréficos de color reversibles

WW .fulls‘peed.‘

Description & Materials

- Forged and CNC'd from AL6061/T6

- 4-bolt carbon fiber front clamp or alloy front clamp
- CrMo hardware

Finish
- Black anodized
- Flip-flop color graphics, also available with laser graphics

Descripcién y materiales:

- Forjado y maquinado CNC AL6061/T6

- Abrazadera fibra del carbén o del aluminio con 4 pernos
- Pernos de CrMo

Acabado:

- Anodizado color negro

- Fibra de carbén 3K

- Gréficos de color reversibles, disponible en Laser

Description & Materials

- Forged and CNC'd from AL6061/T6
- 4-bolt forged front clamp

- CrMo hardware

Finish
- Blast black anodized
- Flip-flop laser graphics

Descripcion y materiales:

- Forjado y maquinado CNC AL6061/T6
- Abrazadera forjada de 4 pernos

- Pernos de CrMo

Acabado:
- Anodizado en color negro voladura
- Gréficos Laser reversibles




K-FORCE SL-K
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With a properly fit bicycle, cycling can be comfortable and feel effortless. No other component affects fit like the
seatpost - the position at which it holds the saddle is the key to efficient pedaling. This truth guides the develop-
ment of FSA seat posts. Like many premium seatposts, FSA's options are light, comfortable & strong - essential
qualities for top level components. But riders and coaches always desire more, looking to create the perfect fit. With
their encouragement, we have made an unprecedented expansion of our seatpost range, with 3 distinct setback op- E@D @
tions - from zero to 32 mm, allowing for the ultimate in reach and pedaling adjustment.

Available in / disponible en / 5[ _K / Available in / disponible en
0, 25 or 32mm setback 0or 25mm setback
Description & Materials Description & Materials

320mm x27.2,30.9 (3825 ony, - 1-piece continuous carbon fiber construction . LENGTH / DIAMETER izgmi;;;”;rgfgz;z‘;”;yn’ly) - Carbon fiber shaft with forged alloy head
- DATA™ (Dual Adjust Tilt Angle) twin-bolt allen-key adjust - DATA™ twin-bolt allen-key adjust (SBO)

31.emm

SB32,5B25, 580 - M5 CrMo and stainless steel hardware pe—— s525 580 - Set-back 1-bolt NANO-PRO™ saddle clamp (SB25)

WEIGHT 1959 (SB37), 2009 (SB25), - M5 CrMo and stainless steel hardware
2159 (SBO) Finish WEIGHT 2609 (SB25), 2009 (SBO)

Nano Pro and D.A.T.A. saddle clamps are designed to give you the ultimate in adjustability. Nano Pro’s splined
teeth offer 2° adjustability increments, and is reversable for 1° increments. The D.A.T.A. clamp incorporates a spline
system for “macro” adjustment with a two bolt tighting system for fine tuning saddle angle.

- 3K carbon weave
- Color graphics

Descripcion y materiales:

- Construido en una sola pieza de fibra de carbén

- DATA (tm) (Dual Adjust Tilt Angle) con 2
pernos llave allen

- Pernos M5 CrMo y inox

Acabado:
- Fibra de carbén 3K lustre
- Gréficos de color

K-FORCE 32mm
n K-FORCE SB-25 25mm
K-FORCE SB-0 omm

Finish
- 3K carbon weave
- Color graphics

Descripcion y materiales:
- Poste fibra de carbén y cabeza forjada de aluminio
- DATA (tm) (Dual Adjust Tilt Angle) con 2 pernos
llave allen (SBO)
- Ajustamento atraso del sillin por tornillo NANO-PRO (tm)
- Pernos M5 CrMo y inox

Acabado:
- Fibra de carbén 3K
- Gréficos de color




SL-250

Description & Materials

- Forged and CNC'd AL6066 shaft

- Directionally butted shaft

- CrMo hardware

- Set-back 1-bolt NANO-PRO™ saddle clamp

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:

- Poste forjado y maquinado CNC AL6066

- Mango empalmado direccional

- Pernos CrMo

- Ajustamento atraso del sillin por tornillo NANO-PRO (tm)

Acabado:
- Anodizado en color negro
- Gréficos Laser

FR-200

Description & Materials

- Forged and CNC'd quadruple-butted AL2014 shaft
- DATA™ twin-bolt allen-key adjust

- M5 CrMo and stainless steel hardware

- 1-piece mast and head

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:

- Poste forjado y maquinado CNC AL2014
quadruple-empalmado

- DATA (tm) (Dual Adjust Tilt Angle) con 2 pernos
llave allen

- Pernos de M5 CrMo y inox

- Mango y cabeza de una sola pieza

Acabado:
- Anodizado en color negro
- Gréficos Laser

LENGTH / DIAMETER 350mm x 27.2, 31.6mm 350mm x 27.2,30.9, 31.4, 31.6mm,
LENGTH /DIAMETER 420mm x 27.2,30.9, 31.6mm
WEIGHT 2509

WEIGHT 2159
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SL-280

Description & Materials

- 2-piece AL6061 shaft with forged alloy head
- Set-back 1-bolt NANO-PRO™ saddle clamp
- CrMo hardware

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:

- Poste dos-piezas con mango AL6066 y cabeza forjada

- Ajustamento atraso del sillin por tornillo NANO-PRO (tm)
- Pernos CrMo

Acabado:
- Anodizado en color negro
- Gréficos Laser

FR-270

|

Description & Materials

- Forged and CNC'd AL6061 shaft

- DATA™ twin-bolt allen-key adjustment
- 1-piece mast and head

- M5 CrMo hardware

Finish
- Black anodized
- Laser graphics

Descripcion y materiales:

- Poste forjado y maquinado CNC AL6061

- DATA (tm) (Dual Adjust Tilt Angle) con
2 pernos llave allen

- Mango y cabeza de una sola pieza

- Pernos de M5 CrMo y inox

Acabado:
- Anodizado en color negro
- Gréficos Laser

LENGTH /DIAMETER 350mm x 27.2,31.emm

LENGTH/DIAMETER 350mm x 27.2,30.9, 31.4, 31.6mm
WEIGHT 3209

WEIGHT 2709




K-FORCE CARBON SL-K TITANIUM
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Description & Materials Description & Materials
- 3K carbon fiber shell / EL _K / - Carbon fiber reinforced Nylon shell
- Tubular Ti 6/4 rails - Synthetic cover
- Scale markings - Tubular Ti rails, tubular CrMo rails also available
inis
- 3K carbon fiber weave Finish
- Black
Descripcion y materiales: - Color graphics
- Céscara fibra de carbon 3K lustre
- Carriles tubulares Ti6/4 Descripcién y materiales:
- Marcas de escala - Cascara Nylon con fibra de carbén
- Cubierta tela sintética
Acabado: - Carriles tubulares Ti6/4, disponible con
- Fibra de carbén 3K lustre carriles CrMo tubulares

- Marcas de escala

Acabado:
- Color negro
- Gréficos de color

K-FORCE LEATHER SL-K CROMO

Description & Materials Description & Materials

- 3K carbon fiber shell / SL _K / - Nylon shell

- Leather cover - Synthetic cover

- Tubular Ti 6/4 rails - Tubular CrMo rails, steel rails also available
Finish Finish

- Black leather - Black

- Color graphics

Descripcion y materiales: Descripcion y materiales:

- Céscara fibra de carbén 3K - Cascara Nylon

- Cubierta de cuero - Cubierta tela sintética

- Carriles tubulares Ti6/4 - Carriles tubulares CrMo; disponible con carriles en acero
- Marcas de escala - Marcas de escala

Acabado: Acabado:

- Cuero en color negro - Color negro

- Gréficos de color




K-FORCE
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REACH 40-50mm
WEIGHT / PESO 158g per caliper

ENERGY

Description & Materials

- |-Beam structure

- Ratchet quick-release lever
- Alloy brake shoes

- Forged 6061 caliper arms
- Stainless steel hardware

- Adjustable spring tension

- Orbital pad adjustment

- Multi-condition pads

Finish
- Polished black anodized

Descripcién y materiales:

- Viga perfil doble-T

- Palanca trinquete cierre rapido

- Tacos de freno para aluminio

- Brazos forjados AL6061

- Pernos de inox

- Resorte de tension ajustable

- Tacos ajustables en direccion orbital
- Tacos de multi-condicién

Acabado:
- Anodizado y pulido en color negro

Description & Materials

- |-Beam structure

- Ratchet quick-release lever
- Alloy brake shoes

- Forged 6061 caliper arms
- CrMo hardware

- Adjustable spring tension

For 2008, FSA introduces a complete range of road caliper brakes. The K-Force, SL-K and Energy brakes have
been completely redesigned to offer light weight, great stopping power, and beautiful looks. Special design features
such as the unique I-beam structure of the right arm, the thrust bearings between the main pivots and the use of
titanium and carbon hardware come together to create an special upgrade for any bike.

- Orbital pad adjustment

Finish
- Polished black anodized

<-—.

Description & Materials

- |-Beam structure

- Ratchet quick-release lever
- Carbon fiber brake shoes

- Forged 6061 caliper arms
- Ti hardware

- Adjustable spring tension

- Orbital pad adjustment

- Multi-condition pads

Finish
- Polished black anodized

Descripcion y materiales:

- Viga perfil doble-T

- Palanca trinquete cierre rdpido

- Tacos de freno para fibra de carbén
- Brazos forjados AL6061

- Pernos de titanio

- Resorte de tension ajustable

- Tacos ajustables en direccion orbital
- Tacos de multi-condicion

Acabado:
- Anodizado y pulido en color negro

=~ (=

REACH 40-50mm
WEIGHT / PESO 1629 per caliper

GOSSAMER

r
E £

[ CGOSSAITE~ /

REACH 40-50mm
WEIGHT / PESO 168g per caliper

Descripcion y materiales:

- Viga perfil doble-T

- Palanca trinquete cierre rdpido

- Tacos de freno para aluminio

- Brazos forjados AL6061

- Pernos de CrMo

- Resorte de tension ajustable

- Tacos ajustables en direccion orbital

Acabado:
- Anodizado y pulido en color negro

Description & Materials

- Forged caliper arms

- CrMo hardware

- Anti-friction pivot design
- Orbital pad adjustment

Finish
- Polished black or silver anodized

Descripcion y materiales:

- Brazos forjados

- Pernos de CrMo

- Disefo del pivote antifriccionante

- Tacos ajustables en direccion orbital

Acabado:
- Anodizado y pulido en color negro o plata




ENERGY GOSSAMER

U

FSA front derailleurs are designed to work perfectly with compact cranksets. Where other products may struggle with
the demands of the gear range, our derailleurs shift superbly in any standard compact gearing combination.

A beautiful component with high quality, serviceable parts, this is a equal match to any of our high-end compact
crank options.

A more economical version of our front derailleur, the Gossamer offers all the same shifting benefits for compact
cranks as the Energy, with value-oriented riders in mind. Perfect for setting up that first road bike, the Gossamer
front derailleur, combined with an FSA compact crankset, will get new riders out on the road with gearing they can
manage and shifting they can trust.

Available in / disponible en / EDSS/;mE/; / Available in / disponible en

Clamp-on or Braze-on styles Clamp-on or Braze-on styles

Description & Materials Description & Materials
10 speed - Ideally suited for compact cranksets 9 speed - Ideally suited for compact cranksets
_ 16t - Stainless steel hardware Tot _ Stainless steel hardware
318, 28.6mm - Polished and chrome plated steel cage e ane - Polished and chrome plated steel cage
! - Cir-clip style pivot pins for serviceability 8, 28.omm

Finish - Anodized silver with black accents
- Anodized silver with black accents
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Descripcion y materiales:

- Disefiado perfectamente para bielas Compact
- Pernos y partes inox

- Jaula de acero pulida y cromo plateada

Descripcion y materiales:

- Disefiado perfectamente para bielas Compact
- Pernos y partes inox

- Jaula de acero pulida y cromo plateada

- Pivotes Cir-Clip facilidad de servicio o~ Acabado:

= - Anodizado en color plata y negro
Acabado:

- Anodizado en color plata y negro

BRAZE-ON ADAPTER CLAMP

Description & Materials

- To be used with braze-on front derailleurs
- Stainless steel hardware

- Extruded AL6061/T6 aluminum

Finish
- Blast black anodized with FSA laser logo

Descripcion Y Materiales:

Descripcion y materiales:

- Adaptor para el desviador estilo montaje soldado
- Pernos y partes inox

- Aluminio AL6061/T6 extrudo

Acabado:
- Anodizado en color negro con logo laser FSA

WEIGHT / PESO 32.59




50 « CHAINS / CAMBIOS DELANTEROS ¢« 2008

COMPATIBILITY / COMPATIBILIDAD |EGSEE]

WIDTH 5.88mm

WEIGHT / PESO 2409

TEAM ISSUE

COMPATIBILITY / COMPATIBILIDAD |[ERECRSWEEl NI RIT]

5.88mm (10-speed)

WIDTH 6.2mm (9-speed)

2609 (10-speed)

WEIGHT / PESO 2709 (9-speed)

Available in / disponible en

10-Speed Compatible

Description & Materials
- Chamfered for shifting performance
- Hollow Side plate for weight conservation

Finish
- CP finish

Descripcion y materiales:
- Construccion bisel para la funcién de cambios
- Placa lateral en hueco para recduccion del peso

Acabado:
- Cromo plateado

Available in / disponible en

10-Speed or 9-Speed Compatible

Description & Materials

- Chamfered for shifting performance
Finish

- NI finish (10 speed), CP finish (9 speed)

Descripcion y materiales:
- Construccion bisel para la funcién de cambios

Acabado:
- Acabado NI (10 cambios); CP (9 cambios)

£

wWwWW.fuliSPeedahead.coniig




CERAMIC BEARINGS EQUAL INCREASED SPEED AT A
LOWER EFFORT & INCREASED DURABILITY FOR YOUR
HIGH-END COMPONENTS.

00
©)
©)
Q\
1)
0]
Z
x
<
L
it
O
=
o
i
1]
O
o\
LO

CERAMIC BEARINGS

Pro-Tour Road Teams & World Cup MTB Teams use ceramic r
bearings to gain every advantage. Testing shows speed
increases approaching 4%, i.e., over 1 km a rider can gain
20-40m for the same energy output - more than enough
distance for a definitive win.

OPTIMIZED SYSTEM - FSA bearings combine ceramic
balls with super low friction seals, top-grade metals and
special lubricant: an optimized system.

REAL-WORLD PROOF - For three seasons, FSA equipped
riders have been winning Olympic medals, World Champi-
onships and Grand Tours with these bearings.

EVERYONE BENEFITS - Bearing friction is proportionally
more important the slower you ride, unlike aerodynamics.

) ) ) } LONG TERM INVESTMENT - Ceramic bearings last 5-10
Available in / disponible en times longer than steel bearings.

Sizes to fit every FSA Wheel & Bottom Bracket

- See www.fullspeedahead.com for details

CERAMIC PULLEYS CERAMIC BBs

Available in / disponible en Available in / disponible en
Shimano (red)& Campagnolo (blue) Compatible Road & MTB Options
Description & Materials - See next page for details

- Both Pulleys glide on Ceramic Revolution bearings
- Teflon rich, composite resin plastic for long life / low friction

Descripcion y materiales:

- Polea deslizarse sobre cojinetes Ceramic Revolution

- Resina de pléstico rico con Teflon para friccion
baja y vida larga




MEGAEXO CERAMIC MEGAEXO CERAMIC MTB

Available in / disponible en Available in / disponible en

English or Italian Thread English Thread

Description & Materials

- Alloy center sleeve with double o-ring seals

- External oversized ceramic cartridge bearings
- Forged and CNC'd alloy bearing cups

- 2 year warranty

Description & Materials

- Alloy center sleeve with double o-ring seals

- External oversized ceramic cartridge bearings
- Forged and CNC'd alloy bearing cups

- 24mm oversized CrMo splined spindle

Finish
- Anodized cups and sleeve

Finish
- Anodized cups and sleeve
Descripcion y materiales:

- Manga central de aluminio con sellos dobles
- Cojinetes de ceramica y cartuchos externos oversize

Descripcion y materiales:
- Manga central de aluminio con sellos dobles
- Cojinetes de ceramica y cartuchos externos oversize

- Tazas de aluminio forjadas y maquinadas CNC - Tazas de aluminio forjadas y maquinadas CNC
- Dos afios de garantia - Eje de CrMo en 24mm
Acabado: Acabado:
:GA . O - Tazas y manga anodizadas :GA . O - Tazas y manga anodizadas
M| Izs:] M| Izs:]
= = DERAM.ID REVD.llITI(]M S = DERAM.IB REVD.llITI(]M

English — 68 or 73mm (BC-1.37" x 24T) SIZES / TAMANOS 68 and 73mm (BC-1.37" x 24T)
SIZES /TAMA Italian — 70mm (M36 x 24T)
WEIGHT / PESO 1509
WEIGHT / PESO 929
COMPATIBILITY/ BB-9000 Ceramic — Fits K-Force MTB, Team Issue
COMPATIBILITY/ BB-8000 Ceramic — Fits K-Force, SL-K, COMPATIBILIDAD MTB, BB-9200 Ceramic Fits K-Force Light MTB
COMPATIBILIDAD BB-8200 Ceramic Fits K-Force Light, SL-K Light

BB-8000 BB-3000

Available in / disponible en Available in / disponible en

English or Italian Thread English Thread
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Description & Materials

- Alloy center sleeve with double o-ring seals
- External oversized cartridge bearings

- Forged and CNC'd alloy bearing cups

Description & Materials

- Alloy center sleeve with double o-ring seals
- External oversized cartridge bearings

- Forged and CNC'd alloy bearing cups

- 24mm oversized CrMo splined spindle
Finish

- Anodized cups and sleeve Finish

- Anodized cups and sleeve
Descripcion y materiales:

- Manga central de aluminio con sellos dobles

- Cojinetes de cartuchos externos oversize

- Tazas de aluminio forjadas y maquinadas CNC

Descripcion y materiales:

- Manga central de aluminio con sellos dobles

- Cojinetes de cartuchos externos oversize

- Tazas de aluminio forjadas y maquinadas CNC
Acabado: - Eje de CrMo en 24mm

- Tazas y manga anodizadas

| —— | E| El—13
MEGA
S

English — 68 or 73mm (BC-1.37" x 24T) SIZES /TAMANOS 68 and 73mm (BC-1.37" x 24T)
Italian — 70mm (M36 x 24T)

Acabado:
- Tazas y manga anodizadas

SIZES / TAMANOS

WEIGHT / PESO 1509
WEIGHT / PESO 1409 .

COMPATIBILITY/ Fits K-Force MTB, and Team Issue MTB
COMPATIBILITY/ Fits K-Force, SL-K, Energy 130mm BCD COMPATIBILIDAD

COMPATIBILIDAD

BB-6000 BB-7000 /

Available in / disponible en Available in / disponible en 'H?,a
English or Italian Thread English Thread E

Description & Materials

- Composite center sleeve with double o-ring seals
- External oversized cartridge bearings

- Forged and CNC'd alloy bearing cups

Description & Materials |

- External oversized cartridge bearings |
- Alloy bearing cups |
- 24mm oversized CrMo splined spindle

Finish
- Anodized cups

Finish
- Anodized cups

Descripcion y materiales:
- Manga central de composite con sellos dobles - Manga central de composite con sellos dobles
- Cojinetes de cartuchos externos oversize - Cojinetes de cartuchos externos oversize
- Tazas de aluminio forjadas y maquinadas CNC ) - Tazas de aluminio

- Eje de CrMo en 24mm

Descripcion y materiales:

Acabado:
- Tazas y manga anodizadas Acabado:
- Tazas anodizadas
ElI———"[1 El——7m(3
MEG,
M;GA EEE@ a GALS [m:_g

English — 68 or 73mm (BC-1.37" x 24T) SIZES /TAMANOS 68,73, and 83mm (BC-1.37" x 24T)
SIZES /TAMA Italian — 70mm (M36 x 24T)
WEIGHT / PESO 1209
WEIGHT / PESO 1009
COMPATIBILITY/ Fits Afterburner, V-Drive, Moto-X, Gravity Light
COMPATIBILITY Fits Energy Compact, Gossamer COMPATIBILIDAD
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PLATINUM PRO TI

68mm x 108,113, 118mm
73mm x 113mm

73mm E Type x 113mm
70mm x 108, 118mm (Italian)

SIZES /TAMANOS

WEIGHT / PESO 1859

PLATINUM PRO

113,118, 128mm
SIZES /TAMANOS 68mm E-Type x 113, 118mm

73mm E-Type x 113,118,123, 128mm
70mm x 108, 113, 118mm (Italian)

PLATINUM PRO TRACK

68mm x 108

2409

68mm x 108,113,118, 123mm, 73mm x

Available in / disponible en

English, E-Type, or Italian Thread

Description & Materials

- CNC’d hollow 6/4 Ti spindle

- Ti Nitride coated spindle

- Forged aluminum cups

- 2x double-row deep-groove sealed cartridge bearings
- Composite anti-creak sleeve

- AL7075 alloy M14 crank bolts

Finish
- Platinum-Ti Anodized

Descripcion y materiales:

- Eje de 6/4 Ti maquinado CNC en hueco

- Eje con capa Ti Nitride

- Tazas de aluminio forjadas

- Doble cojinetes de surco profundo sellados en
cada cartucho

- Manga anti-crujido

- Pernos M14 de AL7075

Acabado:
- Platino-Ti anodizado

Available in / disponible en

English, E-Type, or ltalian Thread

Description & Materials

- CNC’d hollow CrMo spindle

- Ti Nitride coated spindle

- Forged aluminum cups

- 2x double-row deep-groove sealed cartridge bearings
- Composite anti-creak sleeve

- AL7075 alloy M15 crank bolts

Finish
- Gold Anodized
- Electroless Nickle coated spindle

Descripcion y materiales:

- Eje de CrMo maquinado CNC en hueco

- Eje con capa Ti Nitride

- Tazas de aluminio forjadas

- Doble cojinetes de surco profundo
sellados en cada cartucho

- Manga anti-crujido

- Pernos M15 de AL7075

Acabado:
- Anodizado en color de oro
- Eje niquelado electroless

Available in / disponible en

English Thread

Description & Materials

- Forged hollow CrMo spindle

- Forged aluminum cups

- 2x double-row deep-groove sealed cartridge bearings
- Composite anti-creak sleeve

- M15 crank bolts

Finish
- Gold Anodized
- Electroless Nickle coated spindle

Descripcion y materiales:

- Eje de CrMo forjado en hueco

- Tazas de aluminio forjadas

- Doble cojinetes de surco profundo
sellados en cada cartucho

- Manga anti-crujido

- Pernos M15

Acabado:
- Anodizado en color de oro
- Eje niquelado electroless

PLATINUM

|

68mm x 108,113, 118mm
73mm x 113, 118mm

73mm E-Type x 118, 128mm
70mm x 108, 118mm (Italian)

WEIGHT / PESO 2259

SIZES /TAMANOS

PLATINUM DH

WEIGHT / PESO 2809

68mm x 113, 118mm
i 73 x113,118,123mm
SIZES /TAMANOS 83mm E-Type'x 128
100mm E-Type x 148mm

X

POWERDRIVE

a2

f 68mm x 108,113, 118mm
SIZES/TAMANOS 73mm x 108,113, 118mm

WEIGHT / PESO 325g (alloy), 3359 (steel)

Available in / disponible en

English or Italian Thread

Description & Materials
- Forged hollow CrMo spindle
- Forged aluminum cups
- Composite anti-creak sleeve
- M15 CrMo crank bolts

Finish
- Platinum-Satin Chrome

Descripcion y materiales:

- Eje de CrMo forjado en hueco
- Tazas de aluminio forjadas

- Manga anti-crujido

- Pernos M15

Acabado:
- Platino-satinado cromo

Available in / disponible en

English or Italian Thread

Description & Materials

- Forged hollow CrMo spindle

- Titanium Nitride coated spindle
- Forged aluminum cups

- Composite anti-creak sleeve

- M12 CrMo crank bolts

Finish
- Platinum-Satin Chrome

Descripcion y materiales:

- Eje de CrMo forjado en hueco\
- Eje con capa Ti Nitride

- Tazas de aluminio forjadas

- Manga anti-crujido

- Pernos M12 CrMo

Acabado:
- Platino-satinado cromo

Available in / disponible en

English Thread

Description & Materials
- Forged hollow CrMo spindle

- Sealed cartridge bearings with oversized balls
- Forged aluminum cups, also available w/ forged steel cups

Finish

- Anodized or chrome plated (steel) cups

- Zinc plated sleeve

Descripcion y materiales:
- Eje de CrMo forjado en hueco

- Cojinetes cartucho sellado con bolitas oversize

- Tazas de aluminio forjadas

Acabado:

- Anodizado o plateado cromo (acero)

- Manga plateada zinc
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- Chromoly - Simple AL7075/T6 crank bolt /\ - Fits FSA MegaExo BB cups - Stamped Steel
- Includes washer - Includes rubber O-ring and washer - Also fits integrated BB cups for many other brands - FSA logo
- Available in M15 (CrMo Spindle), M14 (Ti Spindle) - Available in M15 (CrMo Spindle) or M14 (Ti Spindle) i - Solid machined tool steel
or M12 (DH Spindle) - Uses 8mm wrench
- Uses 8mm wrench - Black Anodized with Laser Logo
- Black / Chrome - 20 grams (pr)
- 35 grams
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- Self-Extracting - Carbon MegaExo cranks use self-extracting type, - Installation aid for MegaExo bearing covers - Used to tighten all MegaExo Extractor caps
- Available for M8 (s Spindles) or M15 (ISIS CrMo) alloy cranks use standard type
- Chromoly

- Uses 8mm wrench
- Black / Chrome
- 36 grams

- AL7075/T6 alloy bolts

- Cold forged for strength and durability
- Bolt Kits include T-30 wrench

- Road Double — 10 pieces

- Road Triple — 15 pieces

- Mountain for 4 bolt — 12 pieces

- Mountain for 5 bolt — 15 pieces

- BMX/Track — 10 pieces

- Black or Silver anodized finish

- Forged for strength and durability - Adapts M8 crank puller tools to ISIS & Octalink spindles
- Extra deep for long spindle lengths

- FSA laser-etched logo
- Shimano BB compatible




38mm
100mm/130mm
Shimano or Campagnolo

18/24, 2.0

60 « WHEELS / RUEDAS ¢ 2008

1.48KG

50mm

100mm/130mm
Shimano or Campagnolo
20/24,2.0

1.31KG

FSA is a pioneer of carbon composite components,
and we now count rims on our list of component suc-
cesses. Composite rims vary in more than just weight

and shape. The complex matrix of high modulus, uni-
directional layers is unique to each model. Our resin
systems, molding pressure, spoke support and brake
surface treatments are products of careful study and
development that could only be accomplished by a
company with years of composite experience.

Description & Materials
- Carbon deep section tubular rim
- 3 flange hub shelters

- 110mm center flange

- AL7075/T6 cassette body

- Bladed stainless spokes

- Hidden nipples

Includes
- Scatto QR, spoke wrench, valve extender & brake pads

Finish

- Rims: Carbon unidirectional weave

- Hubs: CNC anodized black with laser logos
- Spokes: Black

Descripcion y materiales:

- Llanta profunda tubular en fibra de carbdn
- Buje de 3 pestafas protectivas

- Pestafia central de 110mm

- Juego de pifiones libres de AL7075/T6

- Radios espada inoxidables

- Cabecillas ocultas

Incluye:
- Scatto cierre rapido QR, llave de radios, extensor
de vélvula y tacos de freno

Acabado:

- Llanta en carbén unidreccional

- Buje anodizado en negro y maquinado CNC con logo laser
- Radios en color negro

Description & Materials

- Deep section tubular rim
- Carbon shell hubs

- Bladed stainless spokes
- Ceramic hub bearings

Includes:
- Scatto QR, spoke wrench, valve extender & brake pads

Finish

- Rims: Carbon unidirectional weave w/ embossed logo
- Hubs: Carbon weave

- Spokes: Black

Descripcion y materiales:

- Llanta profunda tubular en fibra de carbén
- Buje con céscara de carbon

- Radios espada inoxidables

- Cojinetes de cartucho cerdmicos

Incluye:
- Scatto cierre rdpido QR, Ilave de radios, extensor
de vélvula y tacos de freno

Acabado:

- Llanta en carbén unidreccional con logo en relieve
- Buje con fibra de carbén

- Radios en color negro

25mm
100mm/130mm
Shimano
24/28,2.0

1.83KG

Shimano or Campagnolo

RD-220

Shimano or Campagnolo

Description & Materials

- Disc brake medium flange hubs

- 25mm deep section rims with CNC brake surface
- Double butted stainless spokes

- Brass nipples

Includes
- Series 2 QR, spoke wrench & rim tape

Finish

- Rims: Black anodized with CNC sidewalls
- Hubs: Anodized black with laser logos

- Spokes: Black

Descripcion y materiales:

- Buje de disco y pestafia mediana

- Llantas profundas de 25mm y superficie
del freno maquinada CNC

- Radios doble empalmeados inoxidables

- Cabecillas de laton

Incluye:
- Serie 2 cierre rapido QR, llave de radios,
cintas de llanta

Acabado:

- Llanta anodizada en negro y maquinada CNC
- Buje anodizada en negro con logo laser

- Radios en color negro

Description & Materials

- Forged sealed bearing hubs

- ABEC 5 SKF bearings

- AL7075/T6 cassette body

- AL6061 rims with CNC brake surface
- Bladed stainless spokes

- X-nipples for aerodynamics

Includes
- Scatto QR, spoke wrench, rim tape

Finish

- Rims: Black anodized w/ CNC sidewalls
- Hubs: Anodized black with laser logos
- Spokes: Black

Descripcion y materiales:

- Buje de cojinetes cartucho sellado

- Cojinetes AB EC 5 SKF

- Juego de pifiones libres de AL7075/T6

- Llantas AL6061 con superficie del freno maquinada CNC
- Radios espada inoxidables

- Cabecillas X aerodinamicas

Incluye:
- Serie 2 cierre rapido QR, llave de radios,
cintas de llanta

Acabado:

- Llanta anodizada en negro y maquinada CNC
- Buje anodizada en negro con logo laser

- Radios en color negro

Description & Materials

- AL6061/T6 aero rims and CNC brake surface
- NEW Propeller hubs, sealed cartridge bearing
- Shimano or Campagnolo compatible freehub

- Wheelsmith DB-14 spokes

- Hidden X-Nipples

- Artisan built, serially numbered

Includes
- Series 2 QR, poke wrench & rim tape

Finish

- Rims: Black anodized w/ CNC sidewalls
- Hubs: Anodized black with laser logos
- Spokes: Black

Descripcion y materiales:

- Llantas aero de AL6061 con superficie del freno
maquinada CNC

- Nueva buje ‘hélice’ con cojinetes cartucho sellado

- Juego de pifiones compatible con Shimano / Campagnolo

- Cabecillas-X ocultas

- Hecho a modo artesanal y numerado en serie

Incluye:
- Serie 2 cierre rdpido QR, llave de radios y cintas de llanta

Acabado:

- Llanta anodizada en negro y maquinada CNC
- Buje anodizada en negro con logo laser

- Radios en color negro
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All-mountain riding combines the demands of freeriding with lightweight, long travel full suspension to give new
definition to “cross-country”. The FSA XC-500T wheelset is designed specifically for this higher stakes type of riding
- disk specific, strong and quick, durable and smooth and tubeless. Light enough for all day pedaling, but ready for
the challenges presented by “where’s the trail?” situations. Tubeless ready, versatile and tough.

24mm
100mmQR/130mmQR
Shimano

24/24,2.0

1.95KG

Description & Materials

- Sleeved tubleless 6061/T6 rim

- Direct pull cartridge bearing hub

- I1SO disc rotor bosses

- DB-14 stainless spokes

- Front hub is easily convertible to 20mm
through-axle with a conversion kit.

Includes
- Scatto QR

Finish

- Rims: Black anodized with CNC sidewalls
- Hubs: Anodized black with laser logos

- Spokes: Black

Descripcidn y materiales:

- Llantas sin camara de AL6061/T6

- Buje tirdn directo con cojinetes cartucho sellado
- Montaje de disco 1ISO

- Radios DB-14 inox

- Buje delantera convertible a eje través de 20mm

Incluye:
- Scatto cierre répido QR

Acabado:

- Llanta anodizada en negro y maquinada CNC
- Buje anodizada en negro con logo laser

- Radios en color negro

XC-300 SL

RIM SECTION 24mm
OLD F/R 100mmQR/130mmQR
CASSETTE Shimano

SPOI GAUGE 24/24,2.0

Description & Materials

- AL6061/T6 disc-specific rims

- Disc-specific sealed hubs with medium flanges
- Butted stainless spokes

Includes
- Scatto QR & rim tapes

Finish

- Rims: Black anodized with CNC sidewalls
- Hubs: Anodized black with laser logos

- Spokes: Black

Descripcion y materiales:

- Llantas de AL6061/T6 para freno de disco
- Buje sellado de disco y pestafia mediana

- Radios de inox empalmeados

Incluye:
- Scatto cierre rdpido QR y cintas de llanta

Description & Materials

- AL6061/T6 rims with machine braking surface
- Disc-ready hubs

- Wheelsmith straight gauge spokes

Includes
- Scatto QR & rim tapes

Finish

- Rims: Black anodized with CNC sidewalls
- Hubs: Anodized black with laser logos

- Spokes: Silver

Descripcion y materiales:

- Llantas de AL6061/T6 con superficie del freno maqui-
nada CNC

- Buje listo para freno de disco

- Radios Wheelsmith

Incluye:
- Scatto cierre rdpido QR y cintas de llanta

Acabado:

- Llanta anodizada en negro y maquinada CNC
- Buje anodizada en negro con logo laser

- Radios en color plata




SERIES 2 QR WRENCH TOOL

Description & Materials Description & Materials
- Laser etched aluminum lever - Extra quality long reach spoke wrench for internal nipples

F

vvvvvv.fullspeedaheaci{,qé'om

- CrMo shaft - Fits square head nipples as used by FSA and others
- Chrome steel grippers - Includes 5mm allen wrench

Finish Descripcion y materiales:

- CNC black anodized - Para uso con cabecillas ocultas

- Laser logo - también trabaja con las cabecillas regulares

- Chrome plated

Descripcion y materiales:

- Palanca de aluminio grabado en laser
- Mango CrMo

- Apretador acero cromo

4
Acabado: 4

- Maquinado CNC y anodizado en negro
- Logo laser
- Cromo plateado

Front: 100mm OLD
OLD F/R Rear: 130 (Road),
Rear: 135mm OLD (ATB)

WEIGHT / PESO 118g/pair
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SCATTO QR SPOKE WRENCH

Description & Materials Description & Materials

- Stainless steel hardened cam and pivot - For use with hidden nipples

- CNC alloy end caps - Also works with standard nipples
- CrMo shaft

- Chrome steel grippers

Finish
- - CNC black anodized
/ - Laser logo
- - Chrome plated
Descripcion y materiales:

- Leva y pivote de acero inox endurecido
- Mango CrMo
- Apretador acero cromo

Descripcion y materiales:

- Llave de radios de largo alcance para cabecillas ocultas
- Para cabecillas cuadradas

- Incluye llave allen de 5mm

Acabado:
- Maquinado CNC y anodizado en negro
- Logo laser

- Cromo plateado
Front: 100mm OLD
OLD F/R Rear: 130 (Road),
Rear: 135mm OLD (ATB)

WEIGHT / PESO 139g/pair

SPOKE TENSION GAUGE RIM STRIPS

Description & Materials Description & Materials
- Full jeweled dial movement; shock, dust, and waterproof - Continuous loop construction (no adhesive)
- Extra low spring force - Urethane coated nylon for strength

- 1SO and JIS certified indicator, 5 micron repeatability
- Ball bearing spoke rollers

- Calibrated and serially numbered

- Accuracy guaranteed for 10 years

- Heat and moisture proof
- For 700c rims or 26” rims
- 17mm width

Descripcion y materiales:

- Presilla continua sin adhesivo

- Nylon cobierto con uretano para mejor resistencia
- Resistente al calor y humedad

- Disponible para llantas de 700c y 26”

- Ancho 17mm

Descripcion y materiales:

- Movimiento del cuadrante sobre rubies:
estanco al agua, al polvo y aguanta los golpes

- Resorte de resistencia extra baja

- Aparato certificado por 1SO y JIS,
5 micras de repetibilidad

- Rodillos de radios con cojinetes sellados

- Calibrado y con ndmero de serie

- Precisidn garantizada durante 10 afios

WIDTH 17mm

SIZE 700c or 26"
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FSA WARRANTY 2007-08

Full Speed Ahead (FSA) warrants all FSA, Gravity,
VisionTech, and RPM products to be free from defects in
materials or workmanship to the original purchaser that

is non-transferable, for a period of two years after original
purchase; unless otherwise noted below. This policy is in
effect as of January 2007. If your product packaging has a
written warranty policy included that differs from the war-
ranty policy posted at www.fullspeedahead.com, the policy
at www.fullspeedahead.com is to be consider most current
and in effect.

Exceptions to the 2 year Warranty

Headsets: Orbit Xtreme and Orbit Xtreme Pro headset
models are guaranteed against defects in materials and
workmanship for ten years from date of purchase. All
other FSA brand headsets are guaranteed against defects
in materials and workmanship for two years from date of
purchase.

Handlebars: All Full Speed Ahead alloy and carbon fiber
road and mountain bike handlebars are guaranteed against
defects in materials and workmanship for two years from
date of purchase. This warranty does not cover bent han-
dlebars or damage due to use of bar ends or clip-on bars.
Handlebars may have an effective usable life less than two
years depending on amount of use, type of use and other
conditions. Cyclists should inspect their handlebars on

a regular basis in order to detect damage that may have
occurred from normal use or abuse.

Seatposts: All Full Speed Ahead alloy and carbon fiber
seatposts are guaranteed against defects in materials and
workmanship for two years from date of purchase. Carbon
fiber seatposts that have been, cracked, damaged or bro-
ken in the area where the frames seatpost clamp tightens
the seatpost are not covered under this warranty.

Limits of the Warranty: At its sole discretion, FSA agrees
to repair or replace products deemed by FSA to be defec-
tive as indicated below. FSA reserves the right to replace
product with like replacements that may have graphics or
finishing different from the original part. If a part defect
arises and a valid claim is received within the Warranty
Period, at its option, FSA will either (1) repair the defect
at no charge, or (2) exchange the product with a product
that is new or which is at least functionally equivalent to
the original product. FSA may request that you replace de-
fective parts with new or refurbished user-installable parts
that FSA provides in fulfillment of its warranty obligation.
A replacement product or part, including a user-installable
part that has been installed in accordance with instruc-
tions provided by FSA, assumes the remaining warranty of
the original product or ninety (90) days from the date of
replacement or repair, whichever provides longer coverage
for you. When a product or part is exchanged, any replace-
ment item becomes property of the customer and the item
replaced becomes property of FSA.

Explanation of Warranty: It is the product users’ respon-
sibility to examine the product on a regular basis to de-
termine the need for service or replacement. Not covered
under this warranty are the following:

-FSA products that have been modified, neglected or
poorly maintained.

-FSA products that are purchased used, not in original
packaging, or from an authorized

-FSA products that have been damaged in shipping.

-FSA products that have been used in competition, stunt
riding or for commercial use.

-Damage to products improperly installed or repaired as
recommended by FSA.

-Damage from causes other than defects in materials and
workmanship such as a user’s lack of skill, competence or
experience.

-FSA products that are purchased used, or in not-new
condition without original packaging.

-The finish or aesthetics of the product are not covered
under this warranty.

-Any labor costs associated with the removal, replacement
or reassembly of the product.

-Normal wear to the product. Components may have symp-
toms of wear in less than two years depending on amount
of use, type of use and other conditions. This includes
products that have reached the end of their normal life
expectancy.

To the extent permitted by law, this warranty and remedies
set forth above are exclusive and in lieu of all other war-
ranties, remedies and conditions, whether oral or written,
statutory, express or implied. As permitted by applicable
law, FSA specifically disclaims any and all statutory or
implied warranties, including, without limitation, warran-
ties of merchantability, fitness for a particular purpose and
warranties against hidden or latent defects. If FSA cannot
lawfully disclaim statutory or implied warranties then to
the extent permitted by law, all such warranties shall be
limited in duration to the duration of this express warranty
and to repair or replacement service as determined by FSA
in its sole discretion. No FSA reseller, agent, or employee
is authorized to make any modification, extension, or addi-
tion to this warranty.

Except as provided in this warranty and to the extent
permitted by law, FSA is not responsible for direct, special,
incidental or consequential damages resulting from any
breach of warranty or condition, or under any other legal
theory, including but not limited to loss of use; loss of
revenue; loss of actual or anticipated profits (including loss
of profits on contracts); loss of the use of money; loss of
anticipated savings; loss of business; loss of opportunity;
loss of goodwill; loss of reputation; loss of, or any indirect
or consequential loss.

TO OBTAIN WARRANTY SERVICE

Consumers: Claims for warranty must be made through
the retail location where the product, or bicycle with

FSA original equipment (OEM), was purchased. Retailers
must contact FSA or an Authorized FSA Warranty Center
to obtain an RA (return authorization) number, send the
FSA product along with a copy of the purchase receipt, or
other satisfactory proof of date of purchase of the product
to Full Speed Ahead in the United States, or outside of
the United States to the Authorized FSA Warranty Center
closest to your country of residence. Any postage, insur-
ance, or shipping costs incurred in sending your product
for service are the customer’s responsibility. Once received
by FSA or Authorized FSA Warranty Center, the product
will be inspected to determine if it is covered by the FSA
warranty policy. Note: only FSA or an Authorized FSA
Warranty Center may determine if a product is warrant-
able. If the product is not covered under warranty, all
replacement, repair, and shipping costs are responsibility
of the customer. At no time may any retailer or distributor
make representations of warranty for FSA products without
express written permission from FSA. Should a retailer or
distributor replace product before consulting FSA, it is at
the sole discretion of the retailer or distributor and may not
be reimbursed by FSA.

Published — January, 2007
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